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 Chains

40,00 |

40,20

< (et .0 it 5 Seuthi .19 West

" The east boundary was surveyed by A J Stookey in 1903 the record
appears in the field notes of the survey of T. 5S5., R. 18 W. The
north boundary was surveyed by A, J. Stookey in 1907; the record
appears in the field notes of the survey of T. 4 §S., R. 19 W. The
west boundary (State boundary between Utah and Nevada) was surveyed
by J. E, James in 1870 and retraced in 1958 by Leslie H. Godwin who
remonumented all extant mile posts. The record appears in the field
notes of the retracement of the State boundary between Utah and Nevadq
from Mile Post 62 to Mile Post 69.

The following field notes are those of the dependent resurvey of
the north boundary, the west boundary of T. 5 S., R. 18 W., the
establishment of another set of corners-at regular intervals for
control of surveys in T. 5 S., R. 19 W., the survey of the south
boundary (First Standard Parallel South) and-a portien of the sub-
division of T. 5 S., R. 19 W., deemed sufficient in extent to facil-
itate the development of the natural resources and mark the boundaries]
of those sections normally congidered State school sections.

In this township where wooden posts ate used for corner monuments,
the portion of the wooden post above ground is painted with acid
resistant paint to help prevent deterioration of the wooden post from
the action of the salt.

For description and tests of equipment and methods of survey used,
see the field notes of the concurrent survey of T. 8 S., R. 17 W.,
under Group 422, Utah.

The geographic position for the southeast corner of the township
is in latitude 40° 20' 30.273" N. and longitude 113° 56' 27.500" W
as determined by traverse from U, S, Coast and Geodetic Survey
triangulation station "Wild Mule" which is located in sec. 31, T. 6
S., R. 19 W.

The magnetic declination was read at a number of stations through-
out the township and the average of the several readings was found to
be 17° 15' E.

Dependent Resurvey of the West Boundary, T. 5 §., R. 18 W,

Reestablishment of the survey executed by A. J. Stookey in 1903 with
the establishment of new corners at regular intervals of latitude
from the SE. cor. of the Tp. for T. 5 S., R. 19 W.,"and the remonu-
meatation of original corners to fumctiom for T. 5 S., R. 18 W., only.
Beginning at the standard Tp. cor. .of Tp. 55., Rs. 18 and 19 W.,
monumented with a 2% ins. iron post, set, mkd. and witnessed as
described in the field notes of the deperident resurvey of the First
Standard Parallel South through R, 18 W., in connection with the
survey of T. 6 S., R, 18 W. by Leslie H. Godwin in 1958.

North, along the W. bdy. of sec. 31.
Over nearly level land, through scattered vegetation.
Point for the k sec. cor. of sec, 36, T. 5 5., R. 19 W., anly.

Set an iron post, 30 1ins. long, 2% 1ins. diam., 22 ins, in the ground
with brass cap mkd F
' l
T58 !

R19W R18W

% ; ‘
S36| : '
1958 :

The original k 8gC. COT, pf pecs, 31 and 36 monumented with a 10x8x
2 ins. stone mkd, ¥ on the W, face. ~




Chains

26.20 .

29.10
39.80-

40.18

< 39,62

40,18

| North, beginning new measurement. . . .. . . -

and in a collar of stone to top, with brass cap mkd,

Dependent . Resurvey, of the West Boundary, T. 5S., R. 18 W.

Set an iron post, 30 ins.

long, 2% ins. diam., 22 ins. in the ground
with brass cap mkd:

- S s e
S n19w RISW - - S .
.. _ , y - -

) oo [ . |331 . P
P - 1958 . ’; SR \

Deposit original cor. stone W. of iron-posts

Wash, 15 lks. wide, 1 ft. deep, drains NE.. .
Road dlrt bears NW. and SE.

Point for the cer. of secs. 25 and 26,:-T..-5 S‘, R. 19 W. ,
Set an iron post, 30 ins. long, 2% ims. diam., 22 ins. in the ground

TSS. . _ .
R19W.R18W _ .
525
5. L . 836 e -
LI L. s 21958 .

woge =L ! o
The original cor. of secs., 25, 30, 31 and 36, monumented with a 12x
10x2 ins. stone firmly set in ground mkd. with 1 notch on S. face,

and 5 notches on N. face. ; .

)

Set an iron post, 30 ins.. long, 2& 1ns,¢dxam., 22 ins. in the ground,
. with brass cap mkd... . ~ - Lol

TSS

R19W R18W

- . ... .|830 . .
S . . Js31 . .. &

1958 LT
Deposit original cor. stone N. of iromn post.,

Land, nearly level,
Soil, sandy and gravelly. .
Vegetatlon scattered sage and shadscale. B

North, along the W. bdy. of sec. 30, I. 5 S., R. 18 W.
Over nearIy leveI land through scattereﬂ vegetation.

Point for. the £ sec. cor. of sec. 25 T. 5 S., R. 19 H., 120,00 chs.
-N. of the SE. Tp.<c0r..:

P o Ll

Set an iron post, 30 ihs. Iong, 2% ins. diam., 18 ins. in the ground
and in a mound of stone; 3 ft ‘base 'to top, with brass cap mkd .

. Tss
R19W R18W
X
525|
©oLo. .. 1938 .

The original % sec. cor. of secs, 25 and 30 T 5 S., R. is Ww.

mon:me2ted with a stone; 6x6x12 - 1ns.,~firmly set in-ground hkd %

on ace.

Set an iron post, "30 ins. ‘long, "2%- ins <diam 22 in
with brass cap mkd, ’ ., - s"in!the SrOUnd
T5S8 ;
R19W R18W ‘

1

%
|s30 !
1958
Deposit original cor. stone W. of iron post.

Raise a mound of ‘stone, 2 ft. base 1k ft- high, W."of {ron post.
SO Tt R e e, e O, AEOR
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Chains

39.44

40,17

v

39.27

40.19

39.08

ofrthe Wést: | e Te 58 1Ry 18 W,

North, beginning new measurement.

5 I ST SR (DS SO el

JPoint" for.the .cor, of sees. 24 and 25, T. 5 S., R. 19 W.

Set an iron post, 30.1fs. long, 2% ins, diam., 22 ina. in the ground
and in a collar of sbone to top, with brass cap mkd. ! ‘
T5S
R19W R18W
S24
.825F . . .. o I
-1958.. .. ¢

The.original.cor. ofisecs. 19, 24,: 25 and:30, monumented: with a stone,
2x14x16 ins., firmly set in ground, mkd.: 2 notches on. 8., face and 4
notches on N. face.

Set an iron post, 30. ins. long, 2% ins. diam., 22 ins. in the ground,
and in a collar of stone to top, with brass cap mkd.

T5S
R19W R18W
519 ,
. {830 }
1958. . o
Deposit original cor. stone W. of iron post.
Land, nearly level. . . . . .

Soil, sandy and gravelly.
Vegetation, scattered sage and shadscale.

¢

North, along. the W. bdy. of sec..19. .
Over nearly level land, through scattered vegetation.
Point for the % sec. cor. of sec., 24, T. 5 S., R. 19 W,

Set an iron post, 30 ins, long, 2% ins, diam., 22 ins. in the ground,
and in a collar of stone to top, with brass cap mkd.

T58 . . .
R19W R18W i
R N S '
o T 824| R -
1958 |

The original k sec. cor. of secs. 19 aﬁd.24 monumented.with a slate
stone, 2x8x12 ins., firmly set in the ground mkd. % on w face.

Set an iron post,.BQ:ins. long, 2% ins. diam., 22 ins.
with brass cap mkd,

in the ground,

T58
R19W R18W

= %
|s19
1958
Deposit original cor. stofie W. of iron post.’ -

| . . , o .
R . T - [ . . L P -

North, beginniﬁg,ﬁéw frleasurement., ' - <

3

Point for the cor. of secs, 13 and 24, T. 5 S., R. 19 W.
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Chains

40,17

38.91

40.17

38.74

. Dependent of the West ' | T. 5 8..-R, 18 W,

) {ns. diam., 18 ins. in the ground,
iron post, 30 ins. long, 2%
::: :: a mound o% stone, 3 ft.. bass, to.top, with brass cap mkd.

. T58
R19W R18W
§13
$24
1958

d 24, monumented with a slate
The original cor. of secs. 13, 18, 19 an ,
stone, 2x6x12 ins., firmly set in ground, mks. barely discernible.

Set an iron post, 30 ins. long, 2k ins. diam., 22 ins. in the ground,
with brass cap mkd. ,

T5S
R19W R18W
318
S19
1958

Land, nearly level.
Soil, sandy and gravelly.
Vegetation, scattered sage and shadscale,

North, along tlic W, bdy. of sec. 18,
Over nearly level land, through scattered vegetation.
Point for the % sec. cor. of sec., 13, T. 5S., R, 19 W.

Set an iron post, 30 ins. long, 2) ins. diam., 22 ins. im the ground,
with brass cap mkd.

T58
R19W R18W

X
s13|
1958

Set a limestone, 12x12x4 ins., W. of irom post.

The original % sec. cor. of secs. 13 and 18, monumented with a stone,
4x6x16 ins., firmly set in ground, mkd. X on W. side.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,

.| with brass cap mkd. . .

T58
R19W R18W.

X .
[s18
1958

Deposit original cor. stone W. of iron post.

North, beginnipg nevw measurement.
Point for the cor. of secs. 12 and 13, T. 5 S., R. 19 W.

Set a wooden post, 4x4x4§ ins. long, set 36 ins. in the ground, mkd.
I35 R19W on W. face, S12'on N. face and S13 on §. face.

€. B, SOVERNNENY PRINTING GPPIOE . $0—30580-2




Chains

40,17

38.57

40.14

40.15

’Land nearly level.

38.43 |

land, nearly level.

LS S DU o .. o of.xhe Hest A 8eg Re 18 W,

Peposit 1m=o.;.:, 8x8x10 ins., W. of wooden post.

h L3 L 1.l 300
The originnl cor. of secs. 7, 12, 13 and 18, unnumented ‘with a
wooden post, 4x4x12 ins. above ground, mks. weathered away.

¢

|38t 8 woaden post, 4xAx48 ins., 36 ins. in the ground, mkd. T3S R18W

on B. face, 87 on N. face and §18 on S. face.

Reposit . Limt.oqeu 3x%8x6 ins., E. of wooden post.

6 s PR

Soil, S. % sandy and gravelly, N. % clay ‘with salt’ crust.

- .J.Wesqm;iqn S, % sage and shadscale, N. § salt brush,

N. 0° 01' W,, along the W. bdy. of sec. 7.
Over nearly level land, through scattered salt brush.
Point for the X sec. cor. of sec. 12, T. 5 S., R. 19 W.’

Set a; wooden post, 4x4x48 1ns., 36 ins’, in the ground mkd. % on W.
face.

PR PR . L. e

) peppg;t(limegtone,_1Q;1038(;n§:, W. of wooden post.

The original % sec. cor. of secs. 7 and 12, ‘monumented with a slate
stone, 2x6x9 ins., firmly set in a mound of stone, 2 ft base, 18 ins
high, mkd. % on W. face.

- o L

Set a wooden post,'4x4x48 ins,, 36 ins. in the ground, mkd. % on E.

face.

| Deposit original cor. stone E. of wooden post.

N. 0° 03' W., beginning new measurement. tj,j
Over nearly level salt flats, through scattered salt brush.
Point for the cor. of sees. 1 and yZ, T. 5 S., R. 19 W.

Set a wooden post, 4x4x48 ins., 36 ins. in the’ ground mkd T5S R19W
on W. face, S1 on N. face and S12 on S. face. . .

P_eppa_;t limestone, 12x10x8 ins. W. of wooden post.

The original cor. of secs. 1, 6, 7 and 12, monumented with a red
slate stone, 4x6x8 ins,, firmly set in ground, mkd. with 2 notches
on S. face, other»nks.ﬁqeathered away.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T35S R18W
on E. face, S7 on S. face, 56 on N. face.

Deposit original cor. stome K. .of wooden post.

Soil, clay with salt crust,
Vegetation, salt brush.

'
<




4—878D0
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Chains

38.28

40.15

38.54

40.00

80.00

-|point for the % sec.

" -18et «a wooden post, 4x4x48 ins., 3

. of the West

N. 0° 01 W., along the W. bdy. of sec., 6.

Over nearly level land, through ncattered salt brush.

cor. of sec. 1, T. 5 8., R. 19 W,
6 ins. in the ground, mkd. k on W.

face.

ted with a rock,
he original Y% sec. cor. of secs. 1 and 6, monumen
gxgxio %ns. iﬁ ground, portion above ground has been weathered away;
no marks visible. |
Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. k on W.
face.

Deposit original cor. stone E. of wooden post.

N. 0° 01' E., beginning new measurement.

The original township cor. of Tps. 4 and 5S., Rs. 18 and 19 W.,

Imonumented with a wooden post, 4x2x6 ins. above ground; loose pleces

of wood and stone lying around post.

Set a wooden post, 4x4x48 ins., 36 ins. in ground, mkd. 6 notches on
each side of post.

Land, nearly level.
Soil, clay with salt crust.
Vegetation, S. % salt brush, N. % none.

Survey of the First Standard Parallel South through R. 18 W.

From the standard township cor. of Tp. 5 S., Rs. 18 and 19 W., here-
inbefore described.

"|West, along the S. bdy. of sec. 36.

Over nearly level land, general NE. drainage, through scattered
greasewood.

Point for the standard % sec. cor. of sec, 36.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.
: ) ‘8 C
e T5S8 R19W
% _S836

1958

Point for the standard cor. of secs. 35 and 36.

Set an iron post, 30 ins. long, 2 ins dia;
with brass cap mkd. g, % m., 22 ins in the ground,
sSc
T58 R19W

S35|S36

T6S
1958

U. 8. SOVERNMENT FRINTING QPFISE . YO-~30580~3




Chains

28.10

40.00

80.00

40.00

56.70
71.50

80.00

sk - oof ithe Fhrst Standard Parellel South . * - . R. 18 W.

Land, nearly level. A R
Soll, sandy and gravelly. . TR
Vegetation, moderate gteusewood,:nd shadscalek '

West, along the S, bdy..of sec.:35, . Lz . .
Over nearly level land, through scattered greasewood.
Road, dirt, bears NW. and SE. ...

Point for the .standard % sec. cor. of sec. 35.

Set an iron poat, 30 ins. long, 2% ins. diam.,22 ins,. in the ground,
with brass cap mkd.

s C.
T5S R19W
¥ 835

T6S
1958

Point for the staudard cor. of secs. 34 and 35.

Set an iron post 30 1na long, 2% ins. diam., 22 ins, in the ground,

with brass cap mkd.

. 8C .
T5S R19W

S34|535

T6S
1958

Land, nearly level.
Soil, sandy and gravelly.
Vegetation, moderate greasewood and shadscale,

West, along the S. bdy. of sec. 34,

Over nearly level land, general NE. drainage, through scattered
greasewood. .

Point for the standard % sec. cor. of sec. 34.

Set an iron post, 30 1ns. long, 2& 1ns. diam., 22 ins. in the ground
with brass cap mkd.

- : -~ 8¢C
T5S R19W
¥ B34
T6S |
‘ 1958
Road, dirt, bears Nﬁl‘apd SW.

Wash, 30 lks. wide, 2 ft. deep, drains NE.
Point for the standard cor. of secs. 33 and 34.

Set an iron post, ‘30 ims. long, 25 ins. diam., 22 ins in the ground,
with brass cap mkd. e

sc
T5S R19W

§33]s34 .
T6S




Chains

1.00

11.70

40,00 .

56.60

80.00

28,90

37.50

40.00

45,90

Survey of the First Standard Parellel South "R. 1B W,

Land, nearly level.

Soil, sandy and gravelly. -
Vegetation, scattered greasewood and shadscale. R

West, along the S.bdy. of sec. 33. .

Over. nearly level land, through scattered greasewood.
Wash, 30 lks. wide, 4 ft. deep, drains N. . ... .
Wash, 10 lks. wide, 2 ft. deep, drains NNE. .. . . ... ...

Point for the standard % sec. cor. of sec. 33.

Set an irom post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

sc
T5S R19W
% S33

T6S

1958 o

Wash, 20 lks wide, 2 ft. deep, drains NE.
Poinf for the standard cor. of secs. 32 and 33. .. ..

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

sC
T5S R19W
S32|S33

T6S

1958

Land, nearfy level.
Soil, sandy and gravelly.
Vegetation, scattered greasewood.

West, along the S. bdy. of sec. 32.

Beginsgszent of general NE. slope, through scattered .greasewood;
asc. t.

Spur, slopeé NW.; desc. 40 ft. over NW. ;iope;

Point selected for the witness standard % sec. cor. of sec. 32,

Set an iron post, 30 ins. long, 2% ins., diam.,22 ins. in the ground,
with brass cap mkd.

scC
T55 R19W R
WC % 832
" T6S °
. 1958

[

Point for the standard X sec. cor, of sec. 32 falls at a point where

monument cannot be perpetuated, in wash,
which drains N. n wash,’ 3 chs. wide, 4 £t. deep,

Thence over nearly level land.

Road, dirt, bears N, and §.

©. 6. CONENNIINY PIINTING GIPICE 10—20080~3




. & 30 84

38.50

80.06

Wovd L

.q mo

80.00

o of the Pirst. Standard Parxallel Somth ' . ~: R. 18 W.

) iSladhy 20 1ks,. wide, .2 ft. dup, drains N. B
dodoa [ bn. .. ' .
Point for the atandnrd cor. of secs. 31 and 32

Set an iron post, 30 ins. long, 2% ins. dtam‘, 22 ins. in the ground,
with brass cap mkd. Ca .
sC
T58 R19W
.S31lS§2 ot
T6S
1958

4 Land, B. ¥ gently rolling, W. % .nearly level.

Soil, .sandy and gravelly.
Vegetation, greasewood.

40.59

West, -along the S. bdy.>of sec. 3l.

Over nearly level .land; through scattered greasewood.
Wash, 10 lks. wide, 2 ft. deep, drains NNE.

Intersect the bdy. bet. Utah and Nevada at a point 65.95 chs. N, 0°
02' W, from Mile Post 69, monumented with a 2% in. irom post, set,
mkd. and witnessed as described in the field notes of the retracement
of the State bdy. bet. Mile Post 62 and Mile Post 81, by Leslie H.
Godwin in 1958.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. . . . .

- 8C

T5S R19W
-§31 C
T6S C
1958

Nev

Land, nearly level.
Soil, ‘'sandy and gravelly.
Vegetation, scattered greasewood.

Dependent Resurvey of the North Boundary, T. 5 5., R. 19 W.

-
q

40.03

Restoration of the survey executed by A.-J. Stookey in 1907.

From the township cor. of Tpn. 4 and 5 8., Rs, 18 and 19 W., herein-
before described.

N. 89° 41' W., bet. secs. 1 and 36.
0ver lcvcl sclt flnts.

Point for the k sec, cor., of secs. 1 and 36 at proportionate dist.;
-thete ts no rcmninkng evidence of the: otlginal cor; .

Set a wooden post 4x4xh8 1ns ,36 1ns in ground mkd. ¥ on N. face.
Point for the cor. of secs, 1 2, 35 und 36, at proportionate dist.;
there is no-remafning evidence of the origlnal cor.,

j-a



"~y

o e e e e

NS

40.03

80.06

40.03

80.06

40.23

Set a wooden post, 4xAx48 ims.,

of the North | T, 3. R Lo

Huiall)

.36 ins. in ground, mkds - TéS M1% on
face and 1 notch on E, face.

\\-"‘

N. face, T5S on S. face, 5 nOCChes on W,

Land, level . ;‘
Soil, clay with salt crust.. - . - ok f
Vegetation, none. . g . o ‘

} Point for the cor. of secs. 2, 3, 34 and 35, at proportionate dist.;

' Desposit limestone, 10x8x6 ins., W. of wooden post.\

N. 89° 41' W., bet. secs. 2 and 35.

Over level salt flats. ‘ \

Point for the kX sec. cor. of secs..2 and 35, ak progortiouate dist.,
there is no remaining evidence of the origimal cor.

Set a wooden post, 4x4x48 ims., 36 ins. in ground, mkd. X on N. face.

there is no remaining .evidence of .the original cor. ..

Set .8 wooden post, 4x4x48 ins,., 36 ins. in ground, mkd. T4S R19W on
N. face, T5S on S. face, 4 notches on W. face and 2 notches on E, face.

Land, level. {
Soil, clay with salt crust.
Vegetation, none.

‘ Deposit original cor, stone XK. of voqdi@ polt;;

N. 89° 41' Q., beﬁ. secs.-3 and'34.
Over level salt flats.

Point for the X sec. cor. of secs. 3 and 34, at proportionate dist.;
there is no remaining evidence of the original cor,

Set a wooden post, 4x4x48 ins., 36 ins. in ground, mkd. % on N. face.

The original cor. of secs., 3, 4, 33 and 34, monumcnted with a granite
stone, 8x2x6 ins., 3 ins, above ground; no mks, visible.

Set a wooden post, 4x4x48 ins., 36 ins. in ground, mkd. T4S R19W on
N. face, T35S on S. face, 3 notches on E and W. faces.

Depostt'original cor. stone S, of wooden poét.
Land, level salt flats.

Soil, clay with salt crust.
Vegetation, thinly scattered salt brush.

S. 89° 56' W., bet, secs. 4 and 33.
Over level salt flats, through thlﬁly scattered salt brush.

The original X sec. cor. of secs. 4 und 33 monumented with a gtanite
stone, 14x10x4 ins., mkd. X on N. £ace, fir-ly set in zround

Set a wooden post, 4x4x48 ini., 3 ins. in ground, mkd. % on 8,face.
T

WIS CEN VeSS VNS 30--0aE0-9




Chains

35.80

40.02 -

[l PR 7

26.20

40.11

24,00

40.05

Deposit original cor, stone W. of wooden post.

.Resurvey .of the Noreh iR 58, Ry1IW,

S. 89° 52! W.; begfnning new measarement. ¢
Road, gravel, bears MNW.~and.SSK. ot

The original <cor. of secs. 4, 5, 32 and 33, monumented with a granite
stone, 2x6x12 ins. above ground, firmly set; no mka. visible.

Set a wooden post, 4x4x48 ins., 36 ins. in ground, mkd. T4S R19W on 4

- N:‘fade,¥58 on S8:"face, ‘4 motches -on E. face and 2 notches on W. facd.

Land, level. © :
Soil, E. % clay with salt crust w g sandy, clay and gravelly.
Vegetatioﬁ <salt brush -

¢ .- sa PN}

PR

-

S. 89° 54' W., beginning new measurement,

S. 89° 52' W., bet. secs. 5 and 32.
Over neafly level lsnd through scattered salt brush, general E.
'drainage. - Co

Road, dirt, bears NNW ‘and 8SE.; asc. 50 ft. over general, gradual
E. slope. )

The original % sec. cor. of secs. 5 and 32, monumented with a granite
stone, 4x6x12 ins., mkd. % on N. face, firmly set in a mound of stone,
2 ft. base.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. .

L. el R T4S ngw .
. - . IS 832 e T -
L % S So e . .
’ - T58-
1958

Deposit original cor. stone N of iron post.- s

[

Raise a mound of stone, 3 ft, base, 2 ft. high, N. of iromn post.

¢

Continue gradual ascent; asc. 70 ft. over E. slope.

Base of mountain, bears N. and S asc. 500 ft. over steep broken
E. slope. - < :

The original cor. of secs. 5, 6, 31 and 32, monumented with a red
granite stone, 2x4x8 ins. above gound, firmly set mkd 1 notch on
W. face and 3 notches on E. face. T

Set' an iron post, 30-ins. long, 2% ins. diam., 20 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T4S R19W

§31]532

S 6{S5
T5S
1958

Deposit original cor. stone W. of iron post.

P_L

).



Chains

20.74

35.68

40,00

80.00

of the. Noxth: S, B B 8. RO LW,

Land, E. % nearly level, W. % broken hills.
Soil, E. % sandy, W. % rocky.
Vegetation, scattered black sage and shadscale,

"5, '89° 53' W., bet. secs. 6 and 31.

‘Over mountainous land,through scattered vegetation; asc. 200 ft.

‘from which

over E. slope.

Top of ascent on ridge, bears N. 5° E. and S. 5° W.; desc. 150 ft.
over W. slope.

The original closing éor.;of'fps.'4 and 5AS.,<l,'19“W., secs. 6 and
31, on the Utah-Nevada State boundary, monumented with a quartzite
stone, 18x8x8 . ins., set in a mound of stone, 2 ft. base 1% ft. high}
mkd. 6 notches on N., S. and E. faces, CC U on E. face and N. on W.
face. .

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd.

T4S RIOW
s31 ¢
Ut.
S6 C
LTS8
11958

Nevl

Deposit original cor, stone E. of iron post,

Mile Post 62 bears N. 2° 38' E., 11.56 chs. dist., monumented
with a 2% in. iron post, set, mkd. and witnessed as described
in the field notes of the retracement of the Utah-Nevada State
boundary bet. Mile Post 62 and Mile Post 81.

Land, mountainous.
Soil, rocky. » o -
Vegetation, black sage and shadscale,

Survey of a Portion of the Subdivisiom, T. 5 S., R. 19 W,

. Over level land,through scattered vegetation. . m

From the standard cor. of secs. 35 and 36 on the S. bdy. of the
township. ' a B I

N. 0° 01' W., bet. secs. 35 and 36.

Point for the %'Secf'éorf of secs. JS:anﬁ 36.

Set an iron post, 30 ins. long, 2% ins, diam., 22 ins. in the ground,
with brass cap mkd., T T

<

T5S8 R19W

$35|536
1958

Deposit rock mkd. with a cross (X) at base of iron post,

Point for the cor. bfusecs.'ZS: 23; 35 and %, : f

700 B, SOVERNRENT SIRTING SFPICE - - £0-—285R0~3




o2 SIe % KT

WOl

Chains

10.40
23,70

32.00

© 39.99:

47.60:
55.00
75.30

79.98

40.00

oo o afiis i Rerticn df the:Subdivisien TS, . 1w

Setoan ivén post;<30.1iks. leng;, 2% fnw..ddam., 22 ims. {n the ground,
with brass cap mkd.

FEET .
R

758 RIW

Dt DL T o0 L0 9261825 ¢ Dok oo
$35(836

P T SR 7 A PN SO 00 SRR EPS 1. 1. . B IO

Deposit rock mkd. with a cross (X) at base of iréﬁ-p;;f;

Land, level.
Soil, sand and clayd |- °
Vegetation, shadscslé .and sage.

Y T SO P I R I S T A A I

From the cor. of secs. 25,and,36 .on thé E. bdy: sf the.Tp. - .= -
N. 89°.58'W., bet. sécs. 25.and 36. - o : . . .
Over nearly level land,through scattered vegetationm.
Road, graded, bears NW. and .SE. . - T
Dimrogd; vheayssSEi andtMW.caaaw 5o, o

Wash, 6 lks, wide, 2. ft..deep, drains:NNE, z

‘Point. fot the 'k sec.cor. of secs. 25 and:.36.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd, '

T5S R19W
S5
.. 1958 .. I

Deposit rock mkd. with a ¢ross (X) at base of: iron post.
Wash, 4 lks, wide, 1 ft, deep, drains NE.. ST
Wash, 3 lks, wide, 1 ft, deep, drains.NNE.
Wash, 5 lks. wide,.lvft: deep, drains NE.
The cor. of secs, 25,.26; 35 and 36.
Land, nearly level,

Soil, sandy and gravelly, intermixed with clay
Vegetation, shadscale and sage. .

e

From the standard cor. of secs. 33 and 34 on the S. bdy. of the
township.

N. 0° 02' W., bet. secé. 33 ahd 34,
Over nearly level land thtough scatteted Qegetation.
Point for the X sec. cor. of lees. 33 and 34

Set an iron post, 30 ins. long, 2% ins diam.; 22 ins. in the ground,
with brass cap mkd. .. ..: . . e .

~Rn T58 R19W

ssaTssA

1958




(b

Chains

54.00

80.00

40.00

55.00

80.00

30.00
36.00

40.00

.Deposit rock mkd. .

_ of .a. Portién of thefubdi 1~ P58, R. Lot

wabl)

with a gross (X).-at base of_iranaposgﬁ

Road, dirt, bears NH. an@ SE. :

Point for the cor.:of secs. 27, 28, 33 and 34. ; .

Set an iron post,
with brass cap mkd. 4 )

T55 R19W
528527 T
$33[S34. - Lo ;
_ 1958: . cLtoL :

Deposit a limestone mkd. with a cross (X) at base of irom post.

Land, level. . S Lo L
Scil, sandy.
Vegetation, scattered.black sage.and shadscale!' : " .

30 ins. long, 2% ins. diam., 22 ins. in the ground,

N. 0° 02' W., bet. secs.27 and 28.
Over level land,through scattered vegetatiom.
Point for the X>sec. cor. of secs. 27 and 28, .

Set an iron post, 30 ins.:long, 2% ins, diam.;, 22 ins. in the. ground
with brass cap mkd.

T5S R1GW .

%
528|827
1958

Road, dirt, bears NW. and SE.

Point for. the cor. of secs. 21, 22, 27 and 28.

Set an iron post, 30 ins. long, 2% ins, diam., 22 ipns. in the,ground,

with brass cap mkd.

T55 R19W

s$21/s822 . . . .
528|827

. 1958 .

Deposit broken glass at base of iron post.

PR ¢ .. . .. o P

Land, level.
Soil, sandy.
Vegetation, scattered black sage and shadscale.

b

N, 0° 02' W., bet, secs. 21 and 22

Over level land, through scattered vegetation. . %
Road dirt, bears NE. and SW T | |

Road, dirt, bears NW, and SE. S T i

- o

Potnt for the % sec. cor. of secs., 21 and 22. ST

0- 5. CIVRENIEIT SIS SRS - 55200803




Chains

80.00

35.00

40.00

77.30

80.00

15

of & Bovtion of the:Subdivisiom T. 5S5.. R, 19 W.

Set an iror post, 30 ims. long, 2% :ins.:diam.,, 22 ins. .in the ground,
with brass cap mkd. ‘

T58 RI9W

R

s21|s22
Lol . 1958

Deposit rock mkd. with a cross (X) at base of irom post.
Point for the cor. of secs., 15, 16, 21 and 22.

Set an iron post, 30. ins. long, 2% ins. diam,, 22 ins. in the ground,
with brass cap mkd.

- .

T58 R19W

« . - 816]815
521|822

¢ - 1958 ..
Deposit rock mkd. with a cross (X) at base of iron post.
Land, level.

Soil, sandy.
Vegetation, scattered black sage and shadscale.

N. 0° 02' W., bet. secs. 15 and 16.

Over level land,through scattered vegetation;
Wash, 80 lks., wide, 5 ft, deep, drains NE.
Point for the % sec. cor. of secs. 15 and 16..

Set an iron. post, 30 ins. long, 2% ins, diam., 22 ins. in the ground,
with brass cap mkd.

T55 R19W
- X
516|515
1958
Deposit rock mkd. with a cross (X) at base of iron post,

Road, graded gravel, bears NW. and SE.; also old railroad grade bet.
Gold Hill and Wendover, Utah.

Point for the cor. of secs. 9, 10, 15 and 16.

Set an iron post, 30 ins. long, 2%;1n81 diam., 22 ins. in the ground,
with brass cap mkd.

T5S R19W .
S 91810 .
S16|S15
1958
Deposit broken. glass alongside iron.post.
Raise collar of stone to.top of iron post. «-.
Land, .level. T . L

Soil, sandy.
Vegetation, scattered black sage.and shadscale.




Chains

40.00

80.00

40.00

81.67

41,25

Survey of a Portion of the Subdivision, T. 5 B., R, 19 W,

S

|N. 0°.02' {., bet. secs. 9 and 10. .

Over level land, through scattered greasewood.

Point for the % sec. cor. of secs. 9 and 10.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T55 R19W

¥ .
s 9|s10
1958

Deposit rock mkd. with a cross (X) at base of iron post.
Point for the cor. of secs. 3, 4, 9 and 10.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

R1OW

0

5

[l ]

w
Olw

S
418
9|81
1958
Deposit rock mkd. with a cross (X) at base of iron post.

Land, level.
Soil, sandy.
Vegetation, scattered greasewood.

N. 0° 11' W., bet. secs. 3 and 4,
Over level land, through scattered vegetation.
Point for the % sec. cor. of secs. 3 and 4.

Set an iron post, 30 ins} long, 2% ins, diam., 22 ins. in the ground,
with brass cap mkd.

T55 R19W
N
S 4]s 3
1958

Deposit rock mkd., with a cross (X)‘ac base of iron post.

The cor. of secs. 3, 4,133 ;nd.34 on the N. bdy. of the township,
hereinbefore described. . .

Land, level.
Soil, sandy. .
Vegetation, scattered greasewood.

From the cor. of secs. 2, 3, 34 and 35 on the N. bdy. of the township,

S. 0° 02' E., bet, secs, 2 and 3.

Over level salt flats, through scattered vegetation, , .

€

Point for the % sec., cor. of seecs., 2 and: 3. ' o . : '

t

i?t a wooden post, 4x4x48 ins., 36 ins, in the ground, mkd., ¥ on W,
ace. o ' o ‘

'+0s 8. GOVERNNENT PRINTING OFRICK < 16—38000-2




Chains

81.25

40.83

80.83

40.01

27,20

80.02

40,00 ¢

[SX

oL oE T s ek s e thes LT R 0 R, QWL

.Beposit ‘Kmestione , 688x10 ins., mkd. wi:h cross (X) w of wooden post|

Point for the cor. of secs. 2, 3, 10 and 11

Set a wooden post 4n4x48 ins., 36 ins. in ground, mkd. T5S R19W on

N. face, 2 notches m‘l-: face and 5 notches on S. face. |

Deposit limestone, 14£iOx8 ins., W. of wooden post. ‘
SRR DSt S N S

Land, level,

Soil, sandy and clay with salt crust,

Vegetation, scattered salt brush.

5 '
i [N C . , .
i P N A R P L e ¢ . . -

From the cor. of secs., 1, 2, 35 and 36 on the N. bdy. of the township
S, 0° O1' E., bet. secs, 1 and 2.

Over level salt flaés, throﬁgh scattered salt brush.
Point for the % sec. cor. of secs. 1 aﬁd 2. |

Set a woodén p;sﬁ, zxkxAB iﬁg., 36 ins. 1h‘gro;nd; mkd. % on W. face.
Deposit limestone, 14x12x4 ins., W. of woodén pOft.

Point for the cor. of secs. 1, 2, 11 and 12;

Set a wooden post, bxbxh8 ins., 36 ins. in ground, mkd. T5S R19W on
N. face, 5 notches on S. face and 1 naotch on E. face. .

Deposit limestone, 10x8x6 ins., W. of wooden post. .
Land, level..

Soil, sandy with salt crust.
Veggtation,,acactered salt brush., .

S. 89° 59' W., bet. secs. 2 and 11.
Over level land,thfough scattered vegetation.
Point for the. % sec. cor, of secs. 2 and 11.

Set.a wooden. post,. 4x4x48 ins., 36 ins. in the ground mkd. % on N.
face. .

Deposit limestone, 6x10x14 ins., N. of wooden post.
Wash, 20 lks. wide, 2 ft. deep, drains NE.

The cor. of secs, 2, 3, 10 and 11,

Land, level, . ‘ . Vg ;
Soil, sandy with patches of salt crust, .. . :
Vegetation, scattered salt brush and some greasewood

From the cor. of secs. 15, 16, 21 and 22,
West, bet. secs. 16 and 21,

RN oLt UL i . S ;
Over nearly level land, through scattered vegetation,

'Poinc for the % sec. cor, of secs. 16 and 21. : ... .mﬂi




Chains

74.00

80.00

14.60
21.50

40.00

80.00

0.60

of .a Portion of the

Set an iron: post, 30 .ins. .long, 2% ins. diam., 22 ins. in the ground,

with brass cap mkd.

' T5S R19W
816

%.821 -
1958

Road, dirt, bears NNW. and SSE.
Point for the cor. of secs. 16, 17, 20 and 21.

Set an iron post, 30 ins. long, 2% inms. diam., 22 ins. in the ground,
with brass cap mkd.

T5S. R19W

517816

S520{821
1958

Land, nearly level.
Soil, sandy.
Vegetation, scattered sagebrush and greasewood

N. 0° 63' W., bet. secs. 16 and 17.

Over nearly level land, through scattered vegetation.

Road, dirt, bears NNW. and S5E.
Road, dirt, bears NW. and SE.
Point for the % sec. cor. of secs. 16 and 17,

Set an iron post, 30 ins. long, 2% ins, diam., 22 &ns. in the ground,
with brass cap mkd.

T5S R19W

S T

S17|s16
1958

Point for the. cor. of secs. 8, 9, 16 and 17.

Set.an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd, .

T58 R19W

S 8|5 9
$17|816
1958

Land, nearly level,
Soil, sandy.
Vegetation, scattered sagebrush,

From the cor. of secs. 9, 10, 15 and 16.

9

West, bet. secs, 9 and 16,

Over nearly level land through scattered vegetation.

Road, graded runs bet Gold Hill Utah and Wendover, Utaﬁ, bears
NW. and SE. e ) B P




PRI S

' Chains

40.02

80.04

40,00

40,10

80.00

40,00

2 H P ST “'.%.,59,<:

.« Suxvwe aof .2-Bortion.of the Subdivision T.:5 S.. R. 19 W.
Point for the .k ﬂ!b}xﬂot qf sec’. 9 and 16, ... . . .

Set an iron post 30 ins. long, ‘2% ins. diam., 22 ins. in the ground
with brass cap mkd.

B Lol ¢ I .o~ B .o ~ -

T5S R19W

S16 ..
1958

The cor. of secs. 8;v9,v16 and 17.
Land, nearly level, ééattered sand dunes in E. %,

Soil, sandy and gravelly.
Vegetation, scattered sagehrush and greasewood. . -

- - "

[N S
; kel

' From the standard cor. of secs. 31 and 32 on the S. bdy. of the
township.

| Boil, gravelly. . .

N. 0° 04' W., bet. secs. 31 and 32

Over nearly level land through scattered vegetatlon, general N
drainage. L

Point for the % sec. cor. of secs. 31 and 32. .

Set an iron post, 30 ins. long, 2% ins. diam,, 22 ins. in the ground,
with brass cap mkd,

T55 R1OW

%
$31|s32
1958

Wash, 5 lks. wide, 1 ft,deep, drains NE.
Point for the cor. of secs. 29, 30, 31 and 32,

Set an iron post,. 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

¢

T5S R19W

§30]529

$31]832
1958

land, nearly level, general NE. drainage.

Vegezatian, scattered sagebrush and shadscale.

From the standard cor. of secs. 32 and 33 on the S. bdy. of the townsh

. Set an irbn Pdﬂt, 30'1ns 1ong, 2% ins, diam., 22 ins in ‘the ground,
. with brqas cap mkj. S S R

N. 0° 03' W, bat, 8€CS.. 32 and 33._
Over nearly levgl 1and th;ough scattered vegetation

Point for the & sec,: cor. of secs. 32 and 33

i - PR . .
Ceeis T PRI . e o R ) E R R <

T5S R19w
%
$32|833
1958




“ND

nD

Chains
46 .00

71.30-

80.00

21.00
39.00

40.00

80.00

20

Survev of a Portion of .the Subdivision. T. 5 S.. R. 19 ..

Wash, 2 chs. wide, 3 ft, deep, drains NE, B

Road, dirt, bears NW. and SE.

Point for the cor. of secs. 28, 29, 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the grougd,

with brass cap mkd.
T55 R19W
29828 .
$32(833
©. 1958

Land, nearly level, general N. drainage. S -

Soil, gravelly.
Vegeéation, scattered sagebrush and shadscale,

N. 89° 59' W., bet. secs. 29 and 32.

Over nearly level land, throughséatteréd vegétation.
Road, dirt, bears NW. and SE. »
Road, dirt, bears N. and S.

Point for the % sec. cor. of secs. 29 and 32,

Set an iron post, 30 ins. long, 2% ins. diam.,22 ins. in the ground,
with brass cap mkd. ' ‘

i

T5S R19W

S29
% S$32
.-1958

The cor. of secs. 29, 30, 31 and 32.
Land, nearly. level, general N. drainage.

Soil, gravelly, .
Vegetation, scattered sagebrush and shadscale.

GENERAL DESCRIPTION

The land in T. 5 §,, R.. 19 W. is arid desert land. It is mostly
flat with the exception of the north four miles along the west boundatg
and extending about one mile east, where the land varies from rolling
hills to mountainous. The main drainage pattern is in a north and :
easterly direction. The soil is principally sandy and gravelly with
patches of clay and salt crust in some portions. The soil becomes !
rocky in the mountainous sections and in the northeast corner, on the
Great Salt Lake Desert, it is composed of clay with a salt crust with
no vegetation. The type of vegetation varies. throughout the rest of
the township from salt brush in the northeast section near the Great
Salt Lake Desert to greasewood, shadscale, sagebrush in other section

There 13 one main road that runms through the township,venteringt
near the southeast corner and leaving on the north boundaty of sec.
3. There are other trail roads scattered throughout the township, |
There {s no habitation or peremial water supply in T. 5 8:, R. 19 ﬂ.

i
!

At present the only use of the land is for the winter graiing of
sheep. .

0. SIVIMEIEEY FILTING SR $0--S0NN0-3
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CERTIFICATE OF CADASTRAL ENGINEER
I Leslie H, Godwin . e , HEREBY CERTIFY upon honor that, in
i April 1958
pursuance of special instructions bearing date of the 16th _ dayof ...AP , ,
I have smwoeges . dependently resurveyed the north and east boundaries and surveyed the
south boundary (First Stap_._c_l_z_t_;_r_l___g_g_;gA]:_]'.g_]_."_§_c_>p_>t_:_1_1__)_4_§__r1_g__§_ portion of the subdivisiop‘of
Township 5 South, Range 19 East s
of the .. ... Salt Lake  Meridian, in the State of Utah , which are

represented in the foregoing field notes as having been executed by me and under my direction; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the

Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes.

June 9, 1959 9/4/4 B ol

Salt Lake City, Utah _ Leslie H. Godwin, Cadastral Surveyor

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D.C., ... NV 3 196€

Meridian, Utah
executed by Leslie H, Godwin, Cadastral Surveyor
having been critically examined and found correct, are he approved.

Cadastral Engineering Staff Officer.

CERTIFICATE OF TRANSCRIPT

‘L«:L‘:..;!_g-t"ﬂ U J L I S . .
v sin S lpaiiy et Dl s T sl L S - [
s .7 v 2oy of the original field notes.

BT mvctewsat criatoe o PRy



(Septamber 1048)

UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
ORIGINAL

FIELD NOTES

... OF THE SURVEY ..

JOF

e e ~ AND
_A PORTION OF THE SUBDIVISION
OF

TOWNSHIP 6 SOUTH, RANGE 17 WEST

Of the ... Salt Lake . ~Meridian,

EXECUTED BY

....Leslie H. Godwin -  Cadastral Surveyor

nder special instructions dated . ... o April 16 1958 , which provided
or the surveys included under Group No. ....... %2 approved May 9, 1958

nd assignment instructions dated ....... May 19 ... . ... _.,1958

Survey commenced ................. . June 30 .., 1958 .

Survey completed ... ... .. .. .. July 28 . , 1938 .
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Chains

40.00

80.00

Dot LA ot ! 1.1 e 17 West

33

The east boundary was surveyed by A. J.Steokey in 1903 in connectiln

with the survey of the west boundary of T. 6 S., R. 16 W. and indepen(
ently resurveyed by Andrew Nelson in.1925.:im connection with the
resurvey of the west boundary of T. 6 S., R. 16 W. The nprth boundar;
(First Standard Parallel .Scuth) .was surveyed by A. J.Stéckey in 1903
in connection with the survey of the First Standard Parallel South.
sthxough R. L7 W. and indepemdently resyrveyed by Andrew Nelson in
1925 in connection with the resurvey of the Flrst Standard Parallel
South through R, 17 W, The south 3 miles of the west boundary were

{’sarveyed by Leslie K. Godwin in 1958 ‘in conmnection with:the survey

of the south 3 miles of the east boundary of T. 6 S., R. 18 W. The
north 3 miles of. the west boundary were surveyed by A. J.Stookey in
1904 in commnection with the survey of a portion of T. 6 S., R. 18 W.

-and dependently resurveyed. by Leslie H, Godwin in 1958 in connection

.with the dependent resurvey of a. portion of T. 6 S., R. 18 W.

The following field notes are those of the survey of the south
boundary.and a portion of the subdivision of T, 6.S., R. 17 W.,
deemed sufficient in extent to facilitate development of the natural
resources and mark the boundaries of those sections that are normally
considered State school sectioms.

For the test and description of equipment and method of survey
used, see the field notes of the concurrent survey of T. 8 S., R. 17
“Q

The geographic position for the southeast cor. of the township is
in latitude 40° 15'08.9" N. and longitude 113° 42'01.9" W., as deter-
mined by traverse from U.S. Coast & Geodetic triangulation station
"Wild Mule"” located in sec. 31 of T. 6 8., R. 19 W.

The mean magmetic declination was determined by taking several
readings throughout the course.of the survey and found.to be 17° E.

<

| -

y

South Boundary of T. 6 5., R. 17 W.

Vegetation, very spdrse salt:brush.

Beginning at the cor., of Ts. 6 and 7 S., Rs, 16 and.17 W., which is
monumented with a wooden post, 4x4xl2.1ins. above ground, set, mkd.

and witnessed as described in the official record of the survey of

the 8. bdy. of T. 6 S., R.. 16 W,

West, bet. secs. 1 and 36.

Over level salt flats. .

Point for the % sec. cor. of secs. 1 and 36.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. % S36
on N, face and % S1 on S. face.

Raise a mound of stone, 3 ft. base to top of wooden post.

Point for the cor. of secs. 1, 2, 35 and 36.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, and in a mound
of stone, 3 ft. base to top, mkd. T6S R17W on N., T7S on 8., 6 notche
on N. and S., 5 notches on:W., and 1 notch on E. face.

Land, flat. - S
$oil, clay with salt crust.

ES . i1




40.00: ]

40.00

Chains

1

80.00

-:Omer ievel salt flats. .

Z.Poiéé for thé cor. .of secs. 2, 3, 34 and 35.

’Sauthflaundtry.of_l.LS $., R. 17 W.

[T U

West, betsuseés, 2 and 35.

L) e

~Point for thé kX sec. cor. of secs. 2 and 35.° o

[

i . § .
éeﬁ a qudeﬁ post; 4:4148.iﬁ1., 36 .ins. in the.srcu:d,:gkd. k 835 gn
N. face and % 82 on S. face. | ; ;

'

.Deposit granite rock, 16x14x4 ins., alongside voodcn,poot}

"VSet-a woodenvpost, 4x4x48 ins., 36 ins. in the ground, mkd. T6S Rlzw

on N. face, T78 on S. face, 6 notches on N. and S. faces, & notche,
on W. face and 2 notches on E. face. :

| Deposit white.quartzite stone, 12x10x10 ins., N. of wooden post.

Land, level.
Soil, clay with salt crust.
Vegetation, very sparse salt brush.

80.00

West, bet. secs. 3 and 34.

| over 1ével salt flats.

1i . . . i

Point for the % sec..tor. of secs. 3 and 34.

Set. a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. k¥ S3 oa
8. face, % S34 on N, face. !

Deposit white quartzite stone, 12x10x8 ins., N. of wooden post.
Point for the.cor., of secs. 3, 4, 33 and 34.

Set an wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R17W
.en N. face, T7S on S, face, 6 notches on N. and S. faces,' 3 notches
on E. and W. faces.

Deposit white quartzite stone,.10x12x3 ins., N. of.wooden post.

Land, level salt flats. . . . .
Soil, clay with salt crust.
Vegetation, very sparse salt brush.

40,00

80.00

West, bet. secs, 4 and 33.
Over level salt flats.

Point for the % sec, cor. of secs. & ;nd 33.
Set a wooden'post,‘4x4x48 ins;;‘36 ins. in the grouha, mkd . k's33 |
on N. face, ¥ S4 on §. face. . L

5 L T A PO .ol '
Deposit white guarfzite, stong, Bx6x6. ins., N, of wooden post.

Point for the cor. of secs. 4, 5, 32 and 33. o . ?
Set a wooden post, 4x4x48.1ins,,. 36.4ms, ia the ground, mkd. T6S RLIW
on N. face, T7S on S. face, 6 notches on N. and S. faces, 4 notches

on E. face and_g_notches on W. face, I

o

Deposit quartzite stome, 8x6x6 ins., N. of wooden post.

T LNRTE GO IR N SN PINTING OrPYeE 123 105-28800-3




Chains

e

40. 00

80.00.

40.00

60.00

62.30
72.00
77 .22

78.00
82.15

. South Boupdarv»f T. 6 S. R, 17 W.

Land, level.
Soil, clay with salt crust. Lol . ; ] .
Vegetation, sparse salt brush. . '

West,. bet.. . secs.. 5:and 32. ;" ...

Over level salt flats.

Point<for the % sec. cor. of secs. 5 and 32.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. % $32 on
N. face, X S5 on S. face. . )

Deposit 3 small stones and steel. cap, 12 ins. in diam., N. of wooden
post.

| TITE

Point for the cor. of secs. 5, 6, 31 and 32,

Set a wooden. post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R17W
on N. face, T7S on S. face, 6 notches on N. and S. faces, 1 notch on

iW. face and 5 notches on E. face..

Land, level.
Soil, clay with salt crust. ¢
Vegetation, sparse saltbrush.

West, bet. secs., 6 and 31.
Over level land.
Point for the % sec. cor. of secs. 6 and 31,

Set a wooden post, 4xbxh8 ins., .36 ins. in the ground, mkd. % S31 on
N. face and % S6 on S. face.

Leave salt flats, bears NW. and SE.; enter scattered sage and sandy
soil.

Wash, 1 ch. wide,.3 ft. deep, drains NE.

Road,: gravel, bears  WW.:to Wendover and SE. to Gold Hill.

The closing cor. of T. 7 S., Rs. 17 and 18 W., which is monumented
with a 2% in. iron post, set, mkd. and witnessed as described in the
field notes of the concurrent survey of T. 7 S., R 18 W.

0l1d railroad bed, bears NW. and SE. »

Point for the .SW. cormer. of sec. 31, T. 6 S., R. 17 W.

Set an iron post, 30 ins. long, 2% 4ins. diam., 20 ins. in the ground,
with brass cap mkd.

T6S
R17W

T7S-R18W
1958

Raise a mound of stone, 4 ft. base, 3 ft. high},m. of cor,
from which S oo R

The cor. of Ts. ¢ and 7 S., R. 18 W., secs. 1 and 36,bears

"11.11 chs. dfst.," monumented with a 2% in. iron post, set,
mkd and witnessed as described in the field notes of the concurr

survey of the S. bdy. of T. 6 S., R. 18 W. .

he

(o)

)



Chairs

40.00

80.00

40.00

80.00

40.00

South Boundarv of T. 6 5., R. 17 W.

Land, level
Soil, clay with salt crust.
Vegetation, sparse salt brush.

h

Portion of the Subdivision, T. 6S., R. 17 W,

ey

'

|
l

From the cor. of secs. 1, 2, 35 and 36 on the S. bdy. of the township

N. 0° Ol' W., bet. secs. 35 and 36.
Over leval salt flats.
Point for the % sec. cor. of secs. 35 and 36.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, and in a collax
of stone to top, mkd. ¥ 536 on E. face and % S35 on W. face.

Point for the cor. of secs. 25, 26, 35 and 36.

Set a wooden p§st, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R17W
on N. face, 1 notch on E. face, 1 notch on S. face.

Deposit granite stone, 10x8x6 ins., N. of wooden post.
Land, level salt flats.

Soil, sand and salt,
Vegetation, sparse salt brush.

From the cor. of secs. 25, 30, 31 and 36 on the E. bdy. of the townshi
monumented with a wooden post, set, mkd. and witnessed as described
in the official record of the resurvey of the W. bdy. of T. 6 S.,
R. 16 W. by Andrew. Nelson in 1925.

West, bet. secs. 25 and 36.

Over level salt flats.

Point for the % sec. cor. of secs. 25 and 36.

Set a wooden post, 4x4x48 ins., 36. ins. in the ground, mkd. % $25 on
N. face, ¥ S36 on S. face.

Deposit granite stone, 8x10x6 ins., N. of wooden post.
The cor. of secs. 25, 26, 35 and 36.
Land, level salt flats.

Soil, clay with salt crust.
Vegetation, none.

N. 0° 02' W., bet. secs. 33 and 34.

~on N. face, ¥ S34 on E. face and X $33 on W. face.

From the cor. of secs. 3, 4, 33 and 34 on the §S. bdy. of the township

Over level salt flats.
Point for the k sec. of secs. 33 and 34.

Set a wooden post, 4x4x48 ins., 26 ins. in the ground, mkd. T6S R17W

Raise a mound of stone, 2 ft. base, 1 ft. high, W. of wooden post.

B 0. OVCIRRENY s VR 20-Nilig0-3



. Portion, of [ﬁhe:‘Suhmu.im, :Te; 6 8+, Ro 17 W,

Chains
80.00

40.00

80.00

40.00

80.00

Deposit Q'quartiite ;ﬁone,(i4iiOxBAihé.;_w: gf_wgdden bqa#.

L Land, level salt flats.

Vegetation, none.

bLaﬁd,Alevel éait flgts.

.Vegetation, none.

R —

Point for the cor. of seca. 27, 2§, 33.and 34. , -

Set a wooden.post, 4x4x48.ips., 36 ims. in. the ground, mkd. T6S R17W
S28 on NW. face, S27 on NE. face, S$34 on SE. face and S33 on SW. face|

- e D

Soil, clay with salt crust.
Vegetation, none.

N. 0* 02' W., bet. secs, 27 and 28.
Over level salt flats. .

Point for the ¥ sec. cor. of secs. 27 and 28.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S on N.
face, R17W on S. face, % 527 on E. face and % S28 on W. face.

bepoait ﬁu&rt;iiq atohe, 12&19:8 ins., W. of wooden post.
Point for the cor. of secs. 21, 22, 27 and 28,

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd . T6S R17W
S$21 on NW. face, S22 on NE. face, S27 on SE. face and S28 on SW. face}

Land, level salt flats.
Soil, clay with salt crust.

N. 0° 02' W., bet. secs, 21 and 22.
Over level salt flats.
Point for the ¥ sec. cor. of secs., 21 and 22,

Set a wooden post, 4x4x48 ins., 36 ims. in the ground, mkd. T6S on
N. face, R17W on S. face, % S21 on W. face and % 522 on E. face.

Deposit quartiite stoné, 8x10x4-ins.; W. of wooden post.
Point for the cor. of secs. 15,(16, 21 and 22.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R17W
S15 on NE. face, S16 on NW, face, S21 on SW.face and S22 on SE. face.

Deposit quartzite stone, l4x12x4 ins., W. of wooden post.

¢ -

Soil, clay with salt crust.

" over level salt flats.

{
1

N. 0° 02' W., bet. secs. 15 and 16. ;
‘ |
" ¢ . - L t i

|

Point for the k sec. cor. of secs. 15 and 16. !

Set a wooden poé%, 4xhx48>ih;., 36 ins. in the gtound,‘mﬁd. T6S on’
N.. face, RL7W on §. face, k 815 on E. face and % S16 on W. face. |

< Ll B . R, [ PPN : (

Ll JER el L S e PR P

-2



4—08T78 b

w
D

Chains

40,00

91.29

- 80.00 -

40,00 -

80.00 -

FOver level salt flats.

80.00

Deposit quartzite»stone,-12x10x6~ins., W. of wooden post. e

Point For the-cor.-of secs.-9, 10, 15 and 16. . .

Sét a wooden post, 4x4x4é ins., 36 ins. in the ground, mkd. T68 R17W

{59 on NW. face; 510 on NE. face; 815 on SE. face and 816 on 8W. face,

Deposit quartzite stone, 14x12x10 iné., W. of wooden post.

Land, level salt flats.
Soil, clay with salt crust.
Vegetation, none.

N. 0° 02' W., bet. secs. 9 and 10,

Over level salt flats.

Point for the % sec. cor. of secs. 9 and 10.

Set a wooden post, 4x4x48 ins. long, 36 ins. in the ground, mkd. T6S
on N. face, RL7W on:S.-face, % S10 on E. face and % S9 on W. face.

Deposit basalt stone, 10x8x6 ins., W. of wooden post.

‘Point for the cor. of secs. 3, 4, 9 and-10.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R17W
S3 on NE. face, S4 on NW. face, S9 on SW. face and S10 on SE. face.

Deposit quartzite stone, 12x10x8 ins., W. of wobdenvpost.
Land, level salt flats.

Soil, clay with salt crust.
Vegetation, none. :

N. 0° 02' W;; bet; secs.‘3 and 4, - .- o .

< P

Point for the % sec. cor. of secs. 3 and 4.
Set a wooden post, 4x4x48 ins,, 36 ins. in the ground, mkd. T6S on
N. face, R17W on-S. face, % -S3 on E, face:and-% -S4 on W. face.

Deposit'qgarﬁzite-stone, 16x826 ins., Wy of wooden post.

[ - ¢

Point for the 1/16 sec. cor. of secs. 3 and 4,

< ¢ -

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R17W
on N, face, 1/16 S3 on E. face and 1/16 84 on W, face, :

i

- -

Deposit quartzite stone, 14x12x8 ins., W./ of wéoden;post..

i

Intersect the First Standard Parallel South on the S, bdy: of sec.;
34, T. 5 8., R. 17 W.

N ! \
-

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R17W
CC on S. face, T3S on N. face, S3 on-E. face and S4 on W. face. |
Deposit quartzite stone,~10x8x6- ins.,-at base  of woeden past,.and

raise'gymound of stone, 2 ft. base, 2 ft. high, S. of wooden post. |

wan ol N

From this cor. the standard ¥ secw cor. of sec. 345 T..5 §., R. 17 W.
bears W. 13.25 chs. dist. and is monumented with a 4x& ins. post, 12

ins, above ground, set, mkd. and witnessed as described in the . |
official record. ; L

e e SUVERNNEN IRANTIIS WDACE - - 3-SRA00-2




.« V. . Pprtlen, of the Subdivision, T..6.5., R. 17 W.

Chains

11.27

51.27

Land, lewel-salt flats.. ¢, ... (,..2 oocuulr. oo
S0il, clay, with salt crust,
Vegetation, npne. ... ..

P L 0V R N

ool R T TR pe el ol PRV

tou el FYRARVERY

The point for the cor. of secs. 1 and 2 is on the First Standard

.1 Parallel South apd at proportiopate dist. bet..the NE, cor. of the

Tp. and the closing cor. of secs. 3 and 4. !
Set a wooden post, 4x4x48 ims.,: 36 ins in the ground mkd T6S R17W
on S. face, S1 on E. face and S2 on W. face.. . . . .

Deposit quartzite stone, 14x12x8 ins. S. of wooden post.

From this point, the standard % sec. cor. of sec. 36, T. 5 S., R. 17
W., bears W. 13.11 chs. dist., monumented by a 4x4 ins. wooden post,
12 ins, above ground, set, mkd. and witnessed as described in the
official record.

The point for the N. % sec. cor. of sec. 2 is om the First Standard

Parallel South and at midpoint on the N. bdy. of sec. 2.
Set a wooden post 4x4x48 ins., 36 ins,dln the ground mkd T65 R17W
% S2 on S. face.

- e . L - el L L L

Deppsit quartzite stone, 10x8x6 ins. S. of wooden post.,

From this point, the standard cor. of secs. 35 and 36 bears W. 13.14
chs, dist., monumented by a 4x4 ins. woaoden post, :12 ins. above
ground, set, mkd. and witnessed as described in the official record.

The point for the cor. of secs. 2 and 3 1is on the‘first Standard
Parallel South, and at proportionate dist., bet. the NE. cor., of the
Tp. and the closing cor. of secs. 3 and 4.

Al
Set a wooden post, bxbhx48 ins. 36 ins. in the ground mkd T6S R17W
on S, face, S2 on E. face and S3 on W. face,

Deposit quartzite stone, 16x14x10 ins., S. of;wooden,post;

Fropm this point the standard % sec. cor. of sec. 35 bears W. 13.18

chs. dist., monumented by a 4x4 ins. wooden post, 12 ins. above the
ground, set, mkd. and witnessed as described in the official record.

pa e L e L . P '
)

‘From the cor. of eeos.,llahd>§ on'the N:‘bdy,‘oﬁ the Tp.

S. 0° 01' E., bet. secs. 1 and 2,

Over level salt flats.

e e . < -

l

Che UL Do Ll s i

Point for the 1/16 cor. of secs. 1 and 2. . . - . o
|

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. 1/16 SL
1 on E. face and 1/16 S2 on W. face.

l
4
. B . i
Deposit a quartzite stonme, 10x8x8 ins. W. of post. t

.- <~

Point for the % sec. cor. of secs. 1 and 2.

Set a wooden post, 4x4x48 ins., 36 ins. 1n the ground mkd. ¥ sl on
E. face and % S2 on.W. .face.: . .. . .. SO Lo .




4—@T8D

Chains

91.27

39.97

40.00

80.00

91.28

Soil, clay with salt crust.. - o=

79.9

40.00

. portien: of. the Subdivisien, T..6 8. R. 17 W.

12x10x8 ins. W. of post. A

[N Lo

Deposit quartzite stone,
Point for the cor. of secs. 1, 2, 11 and. 12,

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T6S R1LW
on N. face, 1 notch on E. face and 5 notches on S, face.

Dep081t a~quartzxte stone, 14x12x10 ins., w. of wooden post.

Land, level salt flats.

Vegetation, none.

< N L

S. 89° 59' W., bet. secs. 2 and 11,
Over level sait flats. . -
Point for the % sec. cor. of secs. 2 and 1l.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground mkd. % S2 on
N. face and % Sll-on S. face. -: . -

DEPOSlt a quartzxte stone, 10x8x6 ins., N. of post.
P01nt for the cor. of secs, 2 3 10 and 11.

Set a wooden post, 4xAx48 ins., 36 ins. in the ground, mkd. T6S R17W
with 5 notches on S. face, and 2 notches on E. face.

Deposit basalt stone, 10x8x8 ins, W, of wooden post.»

Land level
Soil, clay with salt crust.
Vegetation, none.

N. 0° 02' W., bet. secs., 2 and 3

Over level salt flats.

Point for the % sec. cor. of secs. 2 and 3.

Set a wooden post, 4x4x48 ins., 36-1ns. in the ground mkd. % S2 on
E. face and % S3 on W. face. :

Point for the 1/16 sec, cor.of secs, 2 and 3

Set a wooden post, 4x4x48 ins., 36 ins. in the ground mkd, 1/16 S2
on E. face and 1/16 S3 on W. face. - - -

The cor. of secs. 2 and -3 on the First Standard Parallel South.
Land, level salt flats. oLt

8011, clay with salt crust.
Vegetation, none. el oL -

From the cor. of secs. 15 16 21 and 22

West, bet. secs., 16 and 21 ‘ - H

Over level salt flats.

N ¢~

Poxnt for the k sec. cor. of .secs, 16 and 21. . -. ‘

- . SOVIRNNENT Y NITING SVICE ©  M~-20800-3
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80.00

80.00

et Doaeoss ad st ceud 8€ (ovad ERAG o T N TTY

‘L
Ovor 1¢vcl lllt flatl.

LW L . sPortion. 6¢,phe Subdtvision,  B..6.8., R. 17 W,

% I

G177

T

Set a wooden.posbychthxé8zinsiy 36 4ns. :in the:ground,. nld k S16 on
W, face amd k 521 on §. facas. !
Deposit a qutuiu stone, 10x8x6 {ms., N.. of wooden poel:.'

i

Point for tnhcon of gecs, 16,17, 20 aud:21,.: - . ... . .o,

.}Set & wooden post,.4mAx48 {ns., 36.4ns. in the ground, mkd. T6S R17W

on N. face, 4 notches.on E..fsce, 3 notches on 8, face;

Deposit quartsite stone, 20:16:16 m., Wi of wooden, pou.

- [ PR

Land, . level salt flats, .. .. : . . - . . i
Soil, clay with salt crust,
Vegetation, none,

T PR L . =

N. 0° 03' W., bet. secs. 16 and 17.
Over level salt flats. ’ -
Point for the k sec. cor. of secs. i6 and 17.

Set a voodcn post, 6:4:108 ins., 36 {ns. in the ground, mkd X $16 on

.|2. face and k S17 on N. face..

Deposit quartzite stone, 10:8:6 mi.., W. of wooden pbst'.
Point for the cor. of secs. 8, 9, 16 and 17.

Set a wooden pont.'lom ﬁn., 3 ins, ia the ground, mkd. T6S R17W
on N, face, 4 notches on S. face and 4 notches on E. face.

Deposit quartzite stone, 14x12x10 Lnl., W. of voodcn: pbct.
Land, level u& flats.

Soil, clay with salt crust.
Vegetation, none,

From the cor. of cecsv. 9, 10, 15> and 16.
West, bet. secs. 9 and 16.

Over level o;lt flatse. '

Poﬁ;t for the k sec cor, o'i secs. 9 and 16,

Set & wooden post, 4xAx48 ins., 36 ins. in the ground, mkd. k S9 on
N. face and k S16 on S. face.

Deposit quartszite stone, 12x10x6 ﬁu.. N. bf wooden ;pqat.
The cor. of secs. 8, 9, 16 and 17. o

Land, level salt flats. i ;
Soil, clay with salt crust. |
Vegetation, none. g

N T S TN vy

T JEETI - IV O I b N . e

Taasr oL,

1nba£or¢ described.

i L de 1A BINYS B¢
N. 0° 03" ;'Osa bﬂ‘- lﬂﬁb A¢..and. 33-‘ gon
Eaeoqdias doad o
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!ron the co,:. ot ,nu. 4. 5, _ und'.mp_’n‘ r.,hahs. ‘bdy': of :Le Tp. hefe-




Chains

40.00 -

80.00

40.00

80.00

39.98

79.96 -

| set.a wooden post,.4x4x48 ins.,

| Land, level salt flats. -.... . = : Sl L

Land, level salt flats.
- 80il, clay with salt erust. S - 4

10

. Portion.ofgthe\Subdivisian,:T.;ﬁ“Sa,AR. 17 W.

HUERD %
Point for the: X sec..eor. of secs...32. and 33.. i oooa 8 <\ [

P

Set a wooden post, 4x4x48 ins., 36 ins. in the ground mkd ¥ 832 oP
W. face and % 533 om E. face.. - - -~ . B ‘ |
i
pPoint for the cor. of secs. 28, 29, 32 and:-3363 oL Dz

36 ins.. in the ground,;-hd with &4
notches on E. face:and.l. notch.on.§. face. . . - i

Soil, clay with salt crust. ‘
Vegetation, scattered salt brush on S, %, none on N. %.
LU L Ll

D L {

From the cor. of secs. 5, 6, 31 and 32 on the S. bdy. of the Tp. here;
inbefore described. 3

N. 0° 04' W., bet, secs. 31 and 32.

Over level salt flats.

Point for the % sec. cor. of secs, 31 and 32

Set a wooden post 4x4x48 lns., 36 ins. in the ground, mkd. % S32 on
E. face and % S31 on W. face,

Point for the cor. of secs. 29, 30, 31 and 32 : i
Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. with 1
notch on S. face and 5 notches on E. face. .

- . . . - - 13

Vegetation, sparsely scattered salt brush.

From the cor. of secs. 28, 29, 32 and 33l‘
N. 89° 59' W,, bet. secs. 29 and 32.

Over level salt fiats.r | o

Point for the % sec., cor. of se‘cs. 9 and. Z;Z
Set a wooden post, 4x4x48 ins., 36 ins. in the éround mkd k 529 on
N. face and % S32 on S. face. . .t Z

The cor. of secs. 29, 30, 31 and 32, .-

Land, level salt flats, - -

Soil, clay with ealt crust, ‘ - N
Vegetation, none.

T PR

General Desctiption o -
The land within T. 6 S§., R. 17 W. is very flat with the excepti&n
of a small part of the southwest cormer of section 31, It is entirely
on the Great Salt Lake Desert. The elevation varies from 4,240 feet
to 4,350 -feet. There is very little-drainagé. - T
L . i
The soil consists of clay with a salt crust, with the exception
of a small part of the southwest corner where thersoil 48 sandy and

gravelly. Part of the township has no ve etaci
scattered over the rest. P R % - On, Salt bruSh e

6. 8. SUNRUEINT FONNS SIRIE  QP--S0ON0~3




11

Towmship 6 South, Range 17 West

The only road in T, 6 8., R. 17 ﬂ. is a dirt road that runs through
the southwest cornmez of section 3l. It runs southeast toward Gold
Rill, Utah, and northwest toward Wendover, Utah,

Mo one lives in T. 6 8., R. 17 W, and there is no pcrcxﬁiul water
supply. At the present times there appears to be no use for the
majority of the land within this township.
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STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

FIELD ASSISTANTS

NAMES

CAPACITY

Jim Tyer

Dean Conklin

Dean Burt

Earl Zarbock

Bill West

Stan Wilfong

e NN

..Iransitman, Instrumentman

..Front Chainman
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, HEREBY CERTIFY upon honor that, fn:

| A Leslie H. Godwin .. e v

i April .19

pursuance of special instructions bearing date of the .. 16th day of ... APTZL } ﬂ__,

I have surveyed _..the S9}},'_5_},!A_!?9._“2‘_1_?!!1/._.«?_!!Q,A_@__BQF_FEQQ_..Qf-_._!':_h.@.4.:‘.‘.1.1?_‘.1.1!15i@..QS._I.thLnxﬁ____‘
South, Range 17 WESE '
of the Salt Lake _ Meridian, in the Stateof . ... Utah —, which are |

represented in the foregoing field Totes as having been executed by me and under my direction ; and that

said survey has been made in strict conformity with said instructions, the Manual of Instructions for the

Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes. ,
o
March 2, 1958 SO 4 Al
__Salt Lake City, Utah Leslie H, Godwin, Cadastral Surveyor
CERTIFICATE OF APPROVAL
BUREAU OF LAND MANAGEMENT,
NOV 3
Washington, D.C., ... ... 1960 ,19
The foregoing field notes of the survey of ...__the south boundary and a portion of the

executed by Leslie H, Godwin, Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

Cadastral Engineering Staff Officer.

CERTIFICATE OF TRANSCRIPT

e copy of the original field notes.

Cadastral Engineering Siai-Ofiser.

U. 5. GOVERNMENT PRINTING OFFICE  16--535R/5-8
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UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
ORIGINAL

FIELD NOTES

_______________________ THE NORTH BOUNDARY AND ...~~~
A_PORTION OF THE EAST AND WEST BOUNDARIES
______ OF
TOWNSHIP 6 SQUTH, RANGE 18 WEST .
Of the Salt Lake Meridian,
the Stale of L
EXECUTED BY
Leslie H. Godwin - Cadastral Surveyor .
der special instructions dated JApril 16 , 19.38 ., which provided
the surveys included under Group No. ... 422 , approved _May 9, 1958
| assignment instructions dated ... May .19 ... , 1938 .
Survey commenced June 6 .. , 1958

Survey completed _...... August 26 , 1958 ..
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.. L . Townshig 6 south! Range 18 West

Chains

17,00

20,00

=

)

The north boundary was surveyed by A. J. Stookey in 1903, in
connection with the survey of the First Standard Parallel South
through Rs. 17 and 18 W. . In 1925 Andrew Nelson independently resur-
veyed the Firet Standard Parallel South through R. 17 W., which
includes the east 51.87 chs. of the north boundary of sec, 1, Tp. 6
5., R, 18 W. The north half of the east and west boundaries and the
north half of the subdivision were surveyed by A. J. Stookey in 1904,
The record appears'in the field notés of the survey of the north half
of Tp. 6 S., R, 18 W,

The following field notes are those of the survey of the south
boundary, the south half of the east and west boundaries, and a
portion of the subdivision, and the dependent resurvey of the north
boundary and the north half of the east and west boundaries, deemed
sufficient in extent to facilitate the development of the natural
resourced and to finish marking the boundaries of those sections
normally considered State. school sections. .

v

For description and tests of equipment and methods of survey used,
see the field notes of the concurrent survey of a portion of Tp, 8 §S.,
R. 17 W.

The geographic position for the southeast cor. of the township is
in latitude 40° 15' 16.14" N. and longitude 113° 48' 52.3" W., as
determined by traverse from U.S. Coast and Geodetic Survey triangulati
station "Wild Mule" which is located in sec. 31, Tp.- 6 S., R. 19 W,

The magnetic declination was read at a number of stations through-
out the. township, and the average of several readings was found to be
17° 15" E.

Survey of a- Portion of the E. Bdy., Tp. 6 S., R. 18 W.

The cor. of Tps. 6 and 7 5., R. 18 W. is established at a point 240.00
chs. S. of the original cor. of secs. 13 and 24, which was remonu-
mented as hereinafter described, .

Set an iron post, 30 ins. long, 2% ins. diam,, 22 ins, in the ground,

with brass cap mkd. .
T6S R18W

S$36 |- 165 -
S 1 |R17W

78 1958
Deposit rock mkd. with a.cross (X) at.base of iron post.

from which

The :SW. cornér.'of sec. 31, Tp. 6 S., R. 17 W,, bears S., 11.11
chs. dist., monumented with a.2%.ins. iron post, set, mkd. and. wit-
nessed as described in the concurrent survey of the south boundary
of Tp. 6. S., R, 17.W, - - '
0ld railroad grade that runs NW. and SE., bears S., 8 chs. dist.
North, along the E. bdy. of sec., 36.
Desc; iSO,ft. over gradual NE. slope, through scattered salt brush.
Road, dirt, bears NW, and SE.
Wash, 5 ft. wi&e,‘6 ft. deep, drains ﬂE.

Desc. over bank 20 ft. high, into: barren flat desert which bears
NW. and SE, . PN . : oo

g - Mo B QOVERNPENE PRINTING OFFIGR . 2A—BR5I0-2



CLains

40,00

{

3

. of a Portion of the E. Bdv. Tp. 6 S.. R. 18 W.

Point for the % sec. cor. of sec. 36. - a L

Set a wooden post, 4x4 Lns., 4 ft. long, 36 ins. in the gtound mkd .
. X 836 on W. face, pail location poster on S, face,

LLow T

Cantinue along ovgr flac;salt dgsett,,

42,00 iwash,AA ft. wide, 2 ft. deep, drains NE.

80.00

40.00

80.00

40,00

80.00

{

' Point for the cor. of secs. 25 and 36.

! Set an wooden bost 4x4v1n§., AHft, lddg, 36 ins. in the ground, mkd.

. T6S R18W S25 on N. face and S36 on S. fncc, nail location poster on

S. face, . o L

Land, S 1/3 general NE.- slope' N. 2/3 level salt flats.
Soil, S. 1/3 sapdy and rocky, N. 2/3 clay with salt crust.
Vegetation scattered salt brush.

North, along the Ey bdy. of sec., 25.

Over level arid salt flaté, through scattered sadt brush.

Point for the ¥ sec} cot..of sec, 25. -

Set a wooden post, 4x4 ins., & ft, long, 36 ins. in the ggound, mkd.
¥ S25 on W, face; nail location poster on S, face.

Point for the cor. of secs. 24 and 25.

Set a wooden post, 4x4 ins., 4 ft. long, 36 ins. in the ground, mkd.
T6S R18W S24 on N. face and S25 on S, face; nail location poster on
S. face. .

Land, level salt flats. - .- }
Soil, clay with salt.crust, - - -
Vegetation, scattered salt brush.

!

1
|
)
i

|
!

i

North, along the E. bdy. of sec. 24.
Over level salt flats, through thinly scattered salt brush.
Point for the % sec. cor. of sec..24,

Set a wooden post, 4x4 ins., 4 ft. long, 36 ins, in the ground, mkd.
X 524 on W. face; nail location poster on S. face.

The original cor.of secs.13,18,;19 & 24which is monumented with a
set stone, 6x8x18 ins., set, mkd. and witnessed as described in the
official record of the survey of the.N, half of T. 6 S., R. 18 W, by

!A. J. Stookey in 1904. This point now functions as the cor. of secs.
{13 and 24 only. ) -

At the corner point

Set a wooden post, 4x4 ins., 4 ft, long, 36 ins. in the ground, mkd.
T65 R18W S13 on N, face and.824 on 8. face; nail aluminum location

! poster on S. face.

. Deposit original cor. stone at base of wooden post.

Land, level salt flats.
Soil, clay with salt crust.
Vegetation, very sparse salt brush.

G, & GVIAAENY FEIETIOS SPVAR  3O—-S0EN0-Y




«.DggendEnb Resurvey of a :Portion .of the E. Bdy.,.Tp. 6 S., R. 18 W.

Chains

40,03

40.00

40.00

40.03

 Depoist original cor. stone W. of wooden post. .

Restoration of the survey executed by A. J. Stookey in 1904,

From the cor. of secs. 13 and 24 hereinbefore described.

N. 0% 03! W., along the E. bdy. of sec. 13
Over level salt flats, through very sparse salt brush.

The original % sec. cor. of sec. 13, which 'is monumented with a stone|]
6x8x18 ins., set, mkd. and witnessed as described in the official
record. - -

At the ‘¢gorner point

Set a wooden post 4x4 ins., 4 ft, long, 36 ins. in the ground, mkd.
% S13 on W. face; nail aluminum location poster on S. face,

PO B -

Deposit origlnal cor, stone W. of wooden post.

4 n - . [N B 1.

North, beginning new measurement.
o JUTEES B - . N

The original cor.of secs,7,12,13& 18, which is monumented with a
stone, 6x8x20 ins., set, mkd and witnessed as described in the

official record. . This point now functions as. the cor. of secs. 12
and 13 only.

At the corner point. R

Set a woodenhpost lxt ins;; 4 ft; 1dﬁg, 36 ins. in the ground, mkd.
T6S R18W S12 on N, face and S13 on S, face; nail aluminum location
poster on S, face.

Land, level salt flats.
Soil, clay with salt crust.
Vegetation,, very sparse salt brush.

1N. 0° 06 E.;-albng the E. bdy. of sec, 12, ~-~-

- : ;
o AR S e Lo A R -

'

Over level salt flats, - =& .- = = - o=e— et

The original %-sec. cor. of seg,,lé, which is mqnumented with a stone,
6x8x20 ins., set, mkd. and witnessed as described in the official
record.

At the corner point

Set a wooden post,.4i4 iﬁé.,'4 £t, long, 36 ins. in the ground, mkd.
¥ S12 on W. face; nail aluminum location poster on S. face.

Deposit ofiginel cor.“étone W. of wooden post.

N. 0° O4' W W., beginning new measurement.

The original cor. of secs1,6,7 & 12, which is monumented with a stond
ox6x20 ins., set, mkd. and witnessed as describea in cne official
record. This point How functions as the cor. of secs., 1 and 12 only.

At the corner point °

Set a wooden post, 4x4 ins., & ft. long, 36 ins. in the ground, mkd.
T6S R18W S1 on N. face and S12 on S. face; nail aluminum location
poster on S. face.




CLains

40.05

40.05

9.60
27.70

40.00

of a Portion of the E. e a6 8.. R, 18 W,

BRI
| Deposit original cor. stone W. of wooden post.
Land, lewel salt flats.

. Soil, clay with salt crust.
Vegetation, S. % sparsely scattered salt brush, N. % none,

¢

! T
| North, along the E. bdy. of sec. 1. . : -

i0ver level salt flats.

)

! The original X sec. cor. of sec. 1, which is monumented with a stome,

i6x8x20 ins., set, mkd, and witnessed as described in the official
record. . .

.lAt the corner point

Set a woodeﬁ post, &4x4 ins.; 4 fﬁ. long, 36 ins. in the ground, mkd.
% S1 on W. face; nail aluminum location poster on S. face,

Deposit original cor. stone W, of wooden post.

N. D° 03' W., begimming new measurement.

The original closing cor. of Tps. 6 S., Rs. 17 and 18 W,, secs. 1
and 6, which is monumented with a stone, set, mkd. and witnessed as
described in the official recoxd. . :

At the corner point

Set a wooden post, 4x4 ins., 4 ft. long, 36 ins. in the gtound, mkd.
T6S CC on S. face, R18W S1 on W. face, R17W S6 on E. face; nail ‘
aluminum location poster on S. face. . '

‘ Deposit original cor. stome S. of wooden post.

from which

The origina}hsgg.co;. of gec, 31 monymgnted by a wooden
post 4x4x20 ins., 8 ins. out of ‘grouind, bears W., 11,87
chs. dist.; not remonumented.

Land, level salt (lats,
Soil, cday with salt crust.
Vegetation, nome,

Survey of the S. Bdy., Tp. 6 S., R. 18 W.

{ From the cor. of Tps. 6 and 7 S,, R. 18 W.

N. 89° 55' W., along the S. bdy. of sec. 36.

H

' Asc. 100 ft. over broken general NE. slope to.polnt for X sec. cor.
. Old railroad grade, bears MW. and SE. .
Wash, 10 lksf vide,/Z ft. deep, drains NE, |
Point for the X sec. cor. of sec. 36.

. Set an iron past, 30 ins, long, 2% ins. diam., 22 ins. in th ;
‘with brass cap mkd. ' ¢ ground,

1O/ CIRRNBIT SIS GVNE  0-GRI0-3




e Survey of .thé §. Bdy., Tp. 6:8., R. 18 W.

Chains

55.50
66.80
e g

70.00

80.00

6.40

7.50
14.60

19.70
28.60

40.00

55.10

59.70

-T68 R18W -
X _S36
PR Jaee L a T7S'
1958

T VSRS ¢ O .St il

Raise a mound of stone, 2 ft, b;sé, 18 iﬁs. high, N. ;f iron post.
Asc. 100 ft. over ESE. slope

Spur, slopes N.; desc; #0mft. over W. slope to point for sec. cor.
Wash, 25 lks wide, 2 ft. deep, drains NW.

‘Road bears SE and NW.

Point for the cor. of secs. 35 and 36

s

Set an iron post 30 ins. long, 2% ins. diam., 22 ins in the ground,
with brass cap mkd,.

. S -T6S R18W
§35[S36

[N P §7's,‘1

1958

Deposit rock mkd. with a cross (X) at base of iron post.
Land, rolling NNE. slope.

Soil, gravelly.
Vegetation salt brugh,rshadscale and some sage.

N. 89° 55' W., along'the S. bdy. of sec. 35.
Asc. 200 ft. over broieh‘NE. slope.

»Road dirt, bears N. and S.

‘Wash 10 1ks wide 2 ft deep, drains N.

Spur, slopes N.; desc 150 ft, over broken general NNE. slope to
point for % sec: cor,-’ ~

Wash, 10 lks. wide; 2 ft. deep, drains-N.-
‘Over series-of washes draining N, 10° E,-
Point for the % sec. cor. of sec. 35,

Set an iron post, 30 iﬁs, long, 2% ins. diam., 4 ins. in the ground
to bedrock, and in a mound of stone, 5 ft. base to top, with brass
cap mkd.

.- T6S R18W
k _835
T78
1958

Continue over broken N. slope.
Wash, 7 lks. wide, 5 fr. ﬂeep, drains N.

Wash, 10 lks., wide, 5 ft. deep, d;atns NNE.




va)

CLaizs

63.10

80.00

35.60

40.00

&
-3
~
o

80.00

24.60

of the §. .. 1. 6S. R, 18 W.

. Road, dirt, bears N. and S.

Point for the cor. of secs. 34 and 35.

Set an iron post, 30 ins. lomg, 2% ins. diam., 22 ins. in the ground,

. with brass cap mkd.

T6S R18W

§341835
T78
1958

Raise a mound 6f stone, 2 ft. base, 18 ins. high, N. of iron post.

Land, broken N. slope.

' Soil, gravelly. . .
' Vegetation, sage, shadscale and salt brush.

N. 89° 55' W., along the S. bdy. of sec. 34.

Asc, 50 fr. over gentle north slope to point for % sec. cor.
Wash, 50 lks. wide, 3 ft, deep, drains N.

Wash, 50 lks. wide, 2 ft. deep, drains N, 10° E.

Point for the X sec. cor. of sec. 34,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T6S R18W

Xk _S34
T78
1958

Deposit a rock mkd, with a cross (X)'at base of iron post.

Continue over broken general mnorth slope.

Wash, 20 lks. wide, 1 ft, deep, dré;ns N,‘
Point for the cor, of secs. 33 and 34.

Sct an fron post, 30 ins. long, 2% ins. diam., 22 {ns. in the ground,
with brass cap mkd.

T6S R18W
S}3|834
T78
1958

'Ratse a mound of stone, 2k ft. base, 18 ins. high, N. of iron post.

Land, gentle N, slope.

5vil, sandy and gravelly,

Vegetation, sage, shadscale and salt brush,

N. 89° 55' W., aloug S. bdy. of sec. 33.

Over gentle N, 10° E. slope.

Wash, 10 lks. wide, 2 ft. deep, drains NNE.

B & GRS SIS QNS -




Chains
40 .00

61.00 .
62.30
80.00

30.40
32.80
36.00

40.00

60,50
71.90

80.00

with brass cap mkd,

1

3

Point for the & sec. car.’df sec. 33,

Set an iren post, 30 iss, long, 24 ins. diam., 22 ins. {n the ground,
with brass cap mkd, .

oo TOS RO . o,
e ke 833 .
R T R T

1958

Raise a mound of stone, 2 ft.. base, 18.4ns. high, N. of.iron post,

| Road, dirt; bears WNW. amd SE.* . »

Wash, 10 1ks. wide, 1 ft. deep, drains N.
Point for the cor. of secs. 32 and 33.

Set an iron post, 30.ins. long, 2k ing. diam., 22 tns. in the ground,

1]

T6S R18W. .-

S32|S33

T7S
1958

Raise a mound of stone, 2 ft. base, 18 ins. high, N, of iron post.
Laad, gentle N. 10* E, slope.

Soil, rocky and gravelly.
Vegetation, salt brush, sage and shadscale.

N. 89° 55' W., along the S. bdy..of sec., 32..

Over gentle N. slope, through scattered vegetation,
Road, dirt, bears NNW. and. 8B,

Road, dirt, bears N, and S,

Wash, 10 lks. wide, 2 EFT deep, drains.N.

Point for the X sec. cor'. of sec. 32.

Set an iron post, 30 ins;‘long, 2% ins. diam.,, 10 ins, in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd.

T6S R18W

k _S32

Y 1)
1958

Asc. S0 ft. overAbrok;h t&z. slﬁfe fo ﬁoint fot“sec. cor,
Wash, 20 lks. wide, 2 ft. deep, drains N.

Wash, 20 lks. wide, 2 f¢. deep, drains N.

Point for the cor, of secs, 31 and 32, -

Set an iron post, 30 ins. long, 2k ins. diam.,. 14 ine. in the ground,
and i{n a mound of stone, 6 ft. base to top, with brass cap mkd,

. ! .
[ ca o, ; ot atorg ey o




Chains

24.90

32,30

40.00 .

43.90

49.40

55.70

79.65

. of the S. Bdy. of « ..6.8. R. 18 W,

ity g

T6S.R18W. " ! e
S31|832
T78
1958

Land, E. % gentle ENE. slope, W. % rolling.
Soil,W. % rocky, E. % sandy and gravelly.
Vegetation, sagebrush salt brush.

N. 89° 55' W.,.albng S.sbdy..of sec. 3l.

Desc. 140 ft. over broken N. slope to point for ¥ sec. cor.
Wash, 15 lks. wide, 2 ft. deep, drains N.

Road, dirt, bears NE. and SW. .

Point _for the % sec. cor. of sec. 3l.

Set an iron post, 30 ins. long, 2% ins. diam., 22 1ns. in the ground,
with brass cap mkd.

T6S R18W

% 831
T7S
1958

Deposit rock mkd. with a cross (X) at base of irom post.

Thence over nearly level land. . . .

Road, dirt, bears NNE. and S.

Wash, 20 lks,.wide, 2 ft. deep, drains ENE...

Road, dirt, bears SW. and NE.

Point for the cor. of Tps. 6.5S., Rs. 18 and 19 W., .- . .. ca, .

Set an iron post, 30 ins. long, 2% ins. diam,, 22 fins. in the ground,
with brass cap mkd.
T6S
R19W- R18¥ L
836|S31
: ¢ - T78 R19W
z N L 1958 z

Deposit rock mkd. with' a cross (X) at base of iron post.

Land, W. % nearly flat E % hills and rolling general N. slope.
Soil, sandy and gravelly.
Vegetation, salt brush, sagebrush and shadscale.

1: . . .

Survey of a Portionkof the W. Bdy., Tp. 6 S., R. 18 W.

-

From the cor. of Tps. 6 S., Rs.:18 and 19 W.. 2201 f.ua | .

North, bet. secs. 31-snﬂ 36.4

R .
A4 Fo

Asc. 30 ft. over general ESE. slope, across series of washes to point
for % sec. cor.

& 8. COVERNERIT PINTING OFPFOE - - - 16-~20800-2




4

L
Chains
| ~80.00 {Point foi’the ¥ sec. éot.:of secs. 31 and 36. .
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. . : - .
el B P By R B - - T68 .
R19W R18W -
%
836|831
1958
Deposit rock mkd. with'a ctoss (X) at base of iron post.
Slope changes, asc. 150 ft. over broken SW. slope.
._/ ¥l _l .
57.00 {Wash, 5 lks. wide 2 ft deep, drains SW
62.00 |Spur, slopes SW., desc. 80 ft. over NW. slope.
FEET Y S
68.00 |Wash, 5 lks. wide, 2 ft. deep, drains SSW., asc ; 70 ft. along E. slop
PRV A “ L vie -
80.00 Point for the cor. of secs., 25, 30 31 and 36
-Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.
T6S
“ R19W R18W .-
§25|830
- .- $361831-
1958 -
Raise a mound of stone, 2 ft. base, 18 ins. high, W.. of iron post,
Land, mountainous., -
Soil, rocky.
Vegetation, scattered sage and ‘grass. : S .
North, bet. secs. 25 and 30,
Asc. 190 ft.- over general ESE. slope.
9.20 - [ Bottom of draw, drains 5. 5°'E :
i7.00 Spur, slopes SW.; desc. 50 ft. over NW. slope.
25.00 | Bottom of draw in small canyon, drains WSW.; asc. 200 ft. over SSE.
| slope.
35.90 |Crest of spur, slopes SW.; thence along rolling steep W. slope.
%0.00' {-Point ‘for the % sec. cor. of ‘secs.. 25 and 30.

o TV Ty

Set an iron post, 30 ins. long, 2% ins, ‘diam., 18 ins. in the ground,
and in a mound of stone, 3 ft base to top, with brass cap mkd.

T6S
R19W R18W

X
525|830
1958

Raise a mound of stone; 2. ft. base, 18 ins. high, W. of iron post.
Desc. 20 ft. over steep, rolling rocky W. slope.

P

. . . - N Gt N
PIRAN . R - . - - RS - < -

i R




RS

Chains
73.00

80.00

1.70

5.30
16.00
24,70
32.00
36.30

40.00

49.00

61.40

69.30

74,40

80.00

Survey of a Portien of the W. de-;-TPw 6 S., R. 18 W.

. I,

Crest of spur, slopes N. 80° W.; continue to desc. 190 £t. oyer steep

N. slope.

—

Point for the cor. of secs. 19, 24}425_356 30.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins, in'the ground,
with brass cap mkd.

T6S
R19W R18W
524|819
$25|830

1958

Deposxt rock mkd. w1th a cross (X) at base of iron post

[

Cor. falls near bottom of steep N. slope of spur.

Land, mouncoinous:
Soil, xocky. . '
Vegetatlon, scatxered sage and grp,ss°

‘Slope changes to NE,.; entefxfhinly scattered juniper; desc. 120 ft.

Wash, 20 lks. wide, 6 ins. deep, drains ENE. for 2 chs.'into main

North, bet., secs. 19 and 24,
Desc. 280 ft. over moderate broken N. slope to point for % sec, cor.

Head of wash, 5 lks wide, 1 ft. deep, drains N, 30° E. into main
wash.

Crest of spur, slopes N, 10° E, !
Wash, 5 lks. wide, 6 ins. deep, drains N. 10° E.
Road, dirt, bears E. and W.
Foot of spur, slopes SE.
Foot of spur, slopes NE.
Point for the % sec. cor. of secs. 19 and 24.
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.
165
RLIW R18W

¥ .
524819 ;
- 1958

Raise a mound of stone, 2 ft. base, 18 ins. high, W. of iron post.

Desc. 40 ft. over N. slope.

over broken NE. slope to point for sec. cor.
Spur, slopes NE.

Foot of spur, slopes N. 10° W.

wash.

The original cor. of secs. 13, 18, 19 and 24 which 1s monumented with

a stone, 12x12x5 ins., lying at edge of eroded wash, mkd., 3 notches
on S. face and 3 notches on N, face. :

8. GRVZANNENT PENTING SFINCE - 30—S8880-3



o . - Survey of a Portion of the W. Bdy., Tp.6.S., R. 18 W,

0.10

4.70

9.80

.15.30

16.90

23.60

28.30

29.60
33.50
36.50

40.06

1 Due to erosion that has taken place since the original cor. was set,

this point is not suitable for nenunnmnltation

i3 w. . O . - .
Land, general NNE. slope.
Solil, sand, clay and.gravel, with rock outcraps. 3
Timber, thinly scattered patches of juniper.
Undergrowth easebrush -and grass. . S

R N R AR -t S : L

Dependent Resurvey of a Portion of‘the W. Bdy., Tp.6 S., R, 18 W,

il N PR Y

Restoration of the survey executed by A, J, Stookey in 1904.

From the original cor. poimt of secs. 13, 18, 19 and 24.

N. 0° 05' E., bet. secs. .13 and 18.

Desc. 40 ft. over numerous washes draining NE. to point for % sec. cox.

Point selected for the witness cor. of secs. 13, 18, 19 and 24,

Set an irom post, 30 ins. long, 2% ins, diam,, 22 ins. in the ground,
with brass cap mkd. \ . .

T65
R1%W R18W.

S13[(S18
8244819 .. .
WC
1958 . -

| Raise a mound of stone, 2 ft. base, 18 ins., high, W. of iron post.

Deposit original cor. stome alongside iron post.
Wash, 15 lks. wide, 1 ft. deep, drains N, 10° E. .

Wash, 20 lks. wide, .l ft. deep, drains NE. . .

‘Low spur, slopes NE.

I¥ o . il - ¢ -

Wash, 20 lks. wide, 2 ft. deep, drains NE.

Wash, 30 lks. wide, 1 ft. deep, drains E.
Wash, 20 lks. wide, 1 £t héeﬁ,'dréins ENE. .
Wash, 10 lks. wide, 1 ft. deep, drains E.
Wash, 15 lks. wide,.Z'ft.:neep, drains NE.
Wash, 10 lks. wide, 1~ft;’deep, drains NE.

Point for the % sec. cor. of secs. 13 and .18, proportionate dist.;
there is no remaining evidence of the original cor.

Set an irom post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

v

"Tes ‘
R19W R18W

X
s13|s18 ,
1958 o

Deposit rock mkd. with a crdegi(X) aiﬁbdeé of 4ron post.

- % SOVERNARNY PNItESOVIAN - T5—88830-)



Chains

49.40
56.90
64.80

80.12

5.20.

9.40
37.80

40,06

6.20
14.80
16.90

28.60

. of a Portion of the W. | . v %, 6 8. R, 18 W

N ]

[T Slw

Continue along NE. slope, desc. 60 ft. to point for kec. cor.
SIS .

Wash, 15 1ks. wide, 3 ft. deep, drains ENE.
Wash, 7 lks. wide, 6 ins. deep, drains ENE.

Wash, 11 lks. wide, 2 ft. deep, .drains ENE.

Point for the cor. of secs, 7, 12, 13 and 18, at proportionate dist.;
there is no remaining evidence of the original cor.

éet en iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T6S
R19W R18W
siz2is 7
S13}s18

1958
Deposit rock mkd . with a cross (X) at base of iron post.

Land, rolling NE. slope.

Soil, sand and clay.

Timber, very sparse patches of Juniper.
Undergrowth sagebrush and native grass.

N. 0° 05' E., bet, secs; 7 and 12,

Desc. 40 ft, over broken general NE. slope to % sec. cor.

Wash, 15 lks. wide, 2 ft: deep, drains N, for 2 chs., thence NE.
Wash, 5 iks. wide, 2 ft, deep, drains ENE. 7

Wash, 50 lks. wide, .2 ft. deep, drains NE.

The original % sec. cor. of secs., 7 and 12, which is monumented with
a stone, 6x8x12 ins., mkd. % on S. face.

At the cor. point

Set an iron post, 30 1ns. long, 2% ins. diam., 22 1ins, in the gtound
with brass cap mkd, .. .- . . . .

: T6S . . .
R19W R18W

Lk
s12|s 7
< - 1958

Depasit original cor. stone W. af iran post. -

At

N. 0° 03' E., beginning new ‘measurement.’

Wash, 10 lks, wide, 2 ﬁt. deep, drains NE.
Wash, 20 lks. wide, 1 ft. deep, drains E.

Road, dirt, bears NE, and SW.

Road, dirt, bears NE, and SW.

D ps— J— o M a0g02




R RSN 7 8 S
Dependcnh urvey af,cdlantlon of the H de., Tp. 6 S., R, 18 wW.

Chains
40.00 .

R

2.70
9.50

40.10

2.40

40.00

| fsee.. . irc .

| 'iﬁh hrasu nnp mkd. a D

The -original cor. of .secs. 1, 6, 7 .and 12, which is monumented with
a stone, 6x3x18 ins., mkd. 5 notches on S. face and 1 notch on N.

At the cor, potlt
o f

Set an {iron post 30 tns. long, 2& 1ns diam., 22 ins. in the ground,

T6S
RL9W R18W
S1|s 6
.81218 7

1958
Deposit original cor. stone W. of 1ron post

Land, N. % nearly level with gentle NE. slope, S. % rolling NE. slope
i8oil, clayand sand,
Vegetation, sagebrush and native grass.

E D

N. 0° 03' E., bet. secs. 1 and 6.
bvér:;eafly'léQe;-i;ﬁd;. '
Road, dirt, bears NE. and SW.
Road, dirt, bears ENE. and WSW.

The original % sec. cor. of secs. 1 and 6, which is monumented with
a stone, 10x4x20 ins., set 10 ins. in the ground; marks illegible.

At the cor. point

Set an - iron‘post 30 tns. long, 2& ins. diam 22 ins in the ground,
with brass cap mkd,

. T6S
R19W R18W

¥
s1|s 6
1958

Deposit original cor. stqne W. of iron post.

N. 0° 03% E.,:heginning neﬁ measurement .
Road, dirt, bears N. 80° W, and S. 80° E

The. original. closing cor. of Tps. 6 S., Rs. 18 and 19 W., secs. 1 and
6, hereinafter described, .

Land, flat.
Soil, sandy and clay.
Vegetation, scattered sagebrush.




Chains

10.00

28.36

40.19

80.38

At the standard cor.

Dependent Resurvey of the South Boundary, Tp. 5 S.3 R. 18 W.
. . (First Standard Parall ' D TR S

Restoration of the survey execu;ed by A.-J. Stookey in..1903.

of Tps. 5 S., Rs. 17 and 18 W., secs. 31 and 36,
which is monumented with a granite stone, set, mkd. and witnessed as
described in the official record of the:survey of the First Standard
Parallel South by A. J. Stookey in 1903.

Set.a wooden.poét, 4x4 ins., & ft. long, 36 ins. in the ground, mkd.

SC T5S on N. face, R18W $36 on W. face and R17W 531 on E. face. :
Deposit original cor. stone N. of wooden post.
N. 89° 58' W., along the.S. bdy. of sec. 36.

Over level land, through very sparse salt brush.

Leave salt flats, enter heavy greasewood.

The oriéinal closing cor, of‘secs. 1.and 2, which is monumented with
a stone, 6x6x20 ins., set 8.ins, in the ground, mkd. 6 notches and
CC on S. face, 1 notch on E. face and 5 notches on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. . o .

T5S RL9W
S2[s 1
‘T6S
cCC
1958

'Deposit original cor. stone S. of irom post.

Point for the standard % sec, cor, of sec. 36, at proportionate dist.
there is no remaining evidence of the original cor..

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with collar of stone to top, with brass cap mkd.

T5S8 R19W

SC

¥ 536

1958

The original standard cor. of secs. 35 and 36, which is monumented
with a stone, 3x6x20 ins., set 12 ins. in ground, mkd. SC on N. face,
1 notch on E. face and 5 notches on W, face...

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. . . o

T5S R19W
S C.

. S35|S36

1958
Deposit original cor. stone N. of iron post.,
Land, nearly level,

Soil, clay
Vegetation, W. 2/3 heavy sagebrush, greasewood.

0. 8. SOVERNRENT PRINYING OWIEK - - F5—A0I0-3




“- .. Dependait Resurwey of.the South Boundery, Tp..5 S., R, 18 W,
‘ncooc L (Pirst Stamdard ‘Parallel South

Chains
ou M. 820 56' Wiy along.tke S. bdy.. of sec,:35.

Over nearly level land, through heavy'vegetéﬁion._

11.00 | Road, dirt, bears NW..and SE.

AR
28.30 | The original closing gor. of secs. 2 and 3, Tp. 6 S., R, 18 W.,
monumented with a stone, 4x6x20 ins., 12 ins. in ground, mkd. CC on
8. face, 2 notches on E. face and 4 notches on W. face.

At the cor. potat .- . ., -

2. | Set an:iron post, .30:ins., long, 2% ins. diam,, 22 ins. in the .ground,
~. | with-brass cap mhkd. - Do .

3

S 3[]s2 . . s

ccC
o .o .. .T6S RIBW .
1958

Deposit original:cor. stone S. of iron post.

40.15 | Point for the standard % sec. cor. of sec. 35, at proportionate dist.
there is no remaining evidence of the original cor.

Set an iron post, 30 ‘ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap_mkdr .

T5S R18W '

sc
¥ S35 -

1958

‘Deposit rock mkd. with-a-cross (X) at base of .iron post.
o PRI - S .

80.30 | The original standard cor. of secs. 34 and 35, monumented with a
stone, 6x4x18 ins., 10 ins, in ground, mkd. SG-and 6 notches on N.
face, 2 notches on E. face and 4 notches on W. face.

<

At the cor. point

Set an iron post, 30“ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd:

T5S R18W
SC

S34|S35

1958
Deposit original cor. stone N. of iron post.
Land, nearly level.

Soil, clay.
Vegetation, heavy greaseweod and sagebrush.

N. 89° 56' W., along S. bdy. of sec. 34,
Over nearly level lan&;’through heavy vegetatiom.
28,37 | The ‘original closing cor: of secs. 3 and 4, Tp. 6 S., K. 18 W.,

' | monumented with a stome, 624420 ins., 12 ins. in the ground, mkd.
"CC and 6 notches on $:-face, 3 notches on E. face and 3 notches on
W. face. : ’

At the cor. point




Chains

40.20

40.19

8.30

28.31

| At theﬂbox; pqiﬁt

ent Besurvey of:the South Boundary, Tp. 5 8i, R. 18 W.

D nd
epe (First Standard Parallel South)

Set an iron post, 30 ins. long, 2% ins, diam., 22 {ns. -in! the ground,
with brass cap mkd.

T5S R18W
- 834 «

S 4|S 3
- T6S :
cC
- 1958

Deposit original cor. stone S. of iron post. . -

The original standard % sec. cor.:of sec. 34, monumented with a slate
stone, 3x6x18 ins., 10 ins. in the ground, mkd, 8C % on N. face.

At the cor. point

Set an iron post, 30 ims. long, 2% ins. diam., 22 ins. in the grouad,
with brass cap mkd.

-T55 -R18W
sC
¥ S34.

T6S
1958

Deposit original cor. stone N. of iron post.

N. 89° 56' W., beginning new measurement.

The original standard cor. of secs. 33 and 34, monumented with a
slate rock, 5x7x20 ins,, 12 ins. in ground, mkd. SC on N. face, 3
notches on E. face and 3 notches on W. face

F

Set an iron post, 30 inms, long, 2% ins. dlam., 22 ins. in the ground,
with brass cap mkd. -
. T58 R18W
sc
§$33[5834
T6S
1958

Deposit original cor. stone N. of iron post.
Land, nearly level.

Soil, clay and sandy loam.’
Vegetation, heavy sagebrush, greasewood.

- s o - ——

West, along S. bdy. of sec. 33.
Over nearly level land, through scattered vegetation.
Wash, 8 lks. wide, 4 ft. deep, draips NE,

The original closing cor, of secs. 4 and 5, Tp, 6 S., R, 18 W.,

,monumented with a slate stone, 6x8x24° ins., 12 1ins, in ground, mkd ;

CC and 6 gotches on S. face, 2 notches on W. face and 4 notches on;
E. face.

At the cor. point

Ui 5. GOVERNAENT PRIATING OFFICE’ | 35~RE500-2




o5 Dependent Rnluxvty af: the South Boundary, Tp.. 5'S.,, R. 18 W.

- {Pirst ‘Standard Parallel South)

40.13

- s

37.20

40.17

7.60

28.16

iget ‘an lron pest, 30:.ins. long, 2% ins. dilm.,‘zz ins. in the ground,
with brass cap mkd. “ :

VAN T55 R18W
e 5§33
s S 5[5 4

a T6S
[ CcC
S 1958

Deposit original ‘cor. .stone.S..of iron post. .. - °

The original standard % sec. cor. of sec. - 33, monumented with a slate
stone, 6x4x14 ins., 10 ins. in ground mkd. SC % on N, face.

At bheicon‘kpotnb' S A Lo

Set an irom post, 30 ims. long, 2% ins, ‘diam,,. 22 ins. in the ground,
with brass cap mkd.
SS R18W
SC
¥ 833

T6S
1958

Deposit original cor;‘stone N. of iron post.

N, 89° 52' W., beginning new measurement.

Wash, 5 lks. wide, 1 ft. deep, drains NE, «-

The original standard cor. of secs. 32 and 33, monumented with a slatd
stone, 8x4x20 ins., 10 ins. in ground, mkd. SC on N, face, 2 notches
on W. face and 4 notches on E, face. - - -

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd
T5S R18W
SC

’ 532|S33
T ' T6S
: : 1958

Deposit original cor. stone N. of itrén post.

Land, nearly level., - - . & : .- R

Soil, sand and clay loam.

Vegetation, heavy greasewood and scattered sage.

[ e e

‘West, along .S. .bdy. of sec.. 32,

- At the -clor’, point T

Over nearly levelvlan&,1through'3cattered vegethtion.
Road,- dirt, bears NW. ‘and SE, - - . &

The original closing cor., of seés. 5 and 6, Tp. € S., R. 18 W.,
monumented with a stone, 6x14x16 ins., 10 1ns. in ground, mkd. CC and
6~hotches an-S face, 1 notch on W. face and 5 notches on E, face.

¢ Gite
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[an)
(S

Chains

35.20

40.22

10.30

40.08

endent Resurvey of the .South Boundary, Tp. 5 8., R. 18 W.
Dep : (First Stamndard Parallel South)

LIRS ]
| Set an irom post, 30 ins. long, 2% ins. gian.,~22 ins .. inthe ground,
{ with brass cap mkd . . LI

T5S R18W
§32

S 6[5 5
T6S
cC
1958

Deposit original cor. stone alongside iron post.

Dim road, bears NW. and SE. .. R R

The original étandafd-k sec. cor. of sec;r32; monumented with a slate
stone, 4x6xl4 ins., 8 ins. in ground, mkd. SC X% on N. face.

At the cor. point .

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in?the ground,
with brass cap mkd.

T55S R18W
SC

y S32 !
T6S :
1958

Deposit original cor. stone N. of iron post.

N. 89° 56' W., beginning new measurement.
Dim road, bears NW. and SE.

The original sfandarq cor. of secs. 31 and 32, which is monumented
with a slate stone, 2x6x20 ins., set 10 ins. in ground, mkd. SC on
N. face, 1 notch on W. face and 5 notches on E, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T5S R18W
SC

S31|S32

T6S
1958 .

Deposit original cor. stone N. of iron post.
Land, nearly level. o
Soil, sand and clay loam.
Vegetation, scattered sagebrush.

- . -

| N. 89° 59' W., along §. bdy. of sec. 31.

Over nearly level land, through scattered vegetation,

| Road, graded, bears NW. and SE.

The original clouing'cpr. of Tps, 6 s., Rs. 18 and lﬁlw.,.which isi

! monumented with a stone, 8x6x20 ins., 10 ins. in ground, mkd. CC T4S

and 6 notches on S. face, R18W and 6 notches qn E. face, R19W and Q
notches on W. face. :

© ¢ eovmediur sumes VNS ¢ UP-0E880-8




Dependent Resutvey of the South Boundary, Tp. 5 S., R. 18w,
: Y Fivsg: S ;Paralle} 8

LU i

Chains

40.14

40.16

17.00

5 ]
)

At the cor, podne. -~ ... - .. .. .

‘Set .an iron .post, .301.ins. long, 2% ins. dtan., 22 ins, in the ground,
with brass cap mkd.

B T5S R18W

SIS e
R19W R18W
T6S
cc¢C
1958

’ﬂEpoSit'originélicof}”stone S. of iron post.,

The original stendard'%'Sec. cor. of sec. 31, monumerted with a stone
3x6x12 ins,, 8 ims. in ground mkd SC % on N. face

At the,cor,;point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd,

T5S R18W

SscC

¥ 831

1958

Deposit original cor. stome, N. of iron post.

N. 89° 55' W., beginning new measurement.,

The original standard Tp. cor. of Tps, 5 S., Rs. 18 and 19 W.
monumented with a stone, 6x4x20 ins., 10 ins. in ground, mkd. SC on
N. face, 6 notches on E. face and 6 notches on. W face.

Le .

At the cor. point

Set an 1ron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd, - :

- “T58 - o
R19W R18W
- 8¢C
36|S31

© 1958
Deposit original cor. stone N. of iron post.
Land, nearly level.

Soil, sand and clay.
Vegetation, scattered sagebrush.

Sutvey of a Portlon of the Subdivision, Tp. 6 S., R. 18 W.

——

From the cor. of secst_35 and:36 on thevS. boy. of the township.
N. 0° O1' W., bet.secs. 35 and 36.

Desc. 125 ft. over general NE. slope to point for % sec. cor.

’Bped;_q%ft}“PEa;s'ﬁEﬂbanH SW.




i~

6

Cbains
40.00

45.00
70.70
75.60

80.00

40.00

54 .50
6% .00

80.00

( ;-;;s;of a Portion of ithe:: * #. len. . 68S. R 1 w
. !
Point for the X sec. cor., of secs, 35 and: 36. .. : .uu J‘: )

Set an. iron posty .30 ins. long, 2k.ins. Aiam., 22 inl. inithe grouqd
with brass cap mkd. _

Y
T6S R18W | !

E 4
$35|536
1958 : !

Deposit rock mkd.with 'a cross (X) at base of iron post.

Cor. is approx. 4 chs. W. of dir; rqu‘whicg bgarng. and S. f
Continue desceng, desc.‘30 f§1 over NE. s%qpe. :
Wash, 10 1Ks. wide, 2 'ft. déep,‘drains NE.
Road, dirt, bears NW. and SE.; continue ‘over déarly'levellland.
0ld railroad grade, ‘bears NW.and SE.

Point for the cor. of secs. 25, 26, 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T6S R18W

826|825
S§35|536
1958

!

Deposit rock mkd. with a-cross'kX)'at'base‘af iron posf.

Land, neafly lével in'N; %,.genflé NE; éidpe in'S._%.
Soil, sandy.
Vegetation, moderate black sage and shadscale.

From the cor. of secs. 25 and 36 on thp_i. bdy. of th&Ltognship.
N. 89° 56' W., bet. secs. 25 and 36. '

Over nearly level salt fléts, through scattered vegetatiom.
Point for the % sec. cor. of secs. 25 and 36.

Set an iron post, 30 ins. long, 2% ins. dlam., 22 ins. in the ground,
with brass cap mkd. : ’

T6S RIBW = :
2
1958
pepoFit r9ck pkd. wiph a crqés (X) aﬁ base of iqu post.
Leave Great Salt Lake Desert which bears NW. aﬁd SE.
Wash, 10 lks. wide, 3 ft. deép, drains NE.
The cor. of secs. 25, 26, 35'and 36. ~ "

Land, nearly level, general NE. drainage. o
Soil, W. % sandy and gravelly, E, ¥ clay with salt cruat.‘

Vegetation, W. % moderate black sage, shadscale and greaéewood E. k
salt brush.

LS, YOVIRuREEY PRRTING OFPILE * - S5—NEIN0-2




Chains

19.10
19.50
27.50

40.00

42,10
44.20
47.80
59.10
61.00

80.00

8.50
23.00
26.80

30.90

Jron tha cor. of vsecs. 31:-and 32 on the S. bdy. of the township.

N. 0° 04' W., bevs secs. 31 and .32. . . . & oo

‘Desc. 140. ft. over ‘M. slope 't pdint fon % sec. cor,

Road, dirt, bears S 80° W and N. 80°

Road, dirt, bears NE._and SW for 1 ch. to road above.
W: edge.of dry pond;

Boint for .the ¥ 'sec..car. of secs. 31 and 32.

Set an irom post, 30 ins. long, 2% .ins. diam., 22 ins. in the ground,
with brass cap mkd

T6S R18W

ok
S31|s32
1958 .

-Raise a mound of stone, 2 ft. base, 18 ins. high W. of iron post.

Continue descent, desc. 30 ft. over N slope.
Wash, bottom of camyon, 10 lks, wide, 1 ft. deep, drains SE.
J
Same wash, drains NE.on curve from SE.; asc. 20 ft. over §. slope.

N. edge of small canyon, bears E. and W. ; continue to asc, 150 ft.
over broken ESE. slope.

R’ L . . :
Crest of spur, slopes §..80° W'.; desc. 20 ft. over N. slope.

Bottom of N.' slope, therice along nearly level bottom -of valley.

Point for the cor. of secs. 29, 30 31 and 32

Set an iron post, 30 ins, long, 2% ins. diam., 22 ins. in the ground,

and in a collar of stone to top, with brass cap mkd,

TbS.RISW- Sl .

$30is29
§31|s32

1958
Cor, falls in bottom of small closed valley.

Land, broken. .

Soil, sand and clay.

Timber, very sparse juniper.

Undergoowth, shadscale, salt brush, white sage and halogeton.

From the cor. of'secs. 32 and 33.on the S. bdy. of the township.

N. 0°.03' W.,.bet.. secs;, 32 and 33:

Desc. 60 ft. over genera} broken NE. siope.
Road, dirt, bears S.AQQ; E. and W,

Wash, 30 lks. wide, 2 ft. deep, drains NE.
Same wash, drains NW.

Same wash, drains NE.; asc. 60 ft. over steep SSE. slope.

T - OUNERNGENE PRINTIOS UG  Mr—PRE30-3



64

Chains
35.00.

40,00

-51.90
71.80

80.00

9.00

26.00

40.00

-, of :a Poxkdon nf the. fukdivision - 6 8. K. 18 W.

mariact’

Great of apur, .alopes NE.; thence aver wary.snntlacﬂlmaau‘ .

Point for the k sec. cor, of seca, 32 and 33.- '

Set an iran post, 30 ins. long, 2% ins. diam., 22 1ns.»1n;the ground,
with brass cap mkd,

{
" T6S R18W
k.
532|833
1958 . : "
Deposit rock mkd. with a cross CX)uat base of iron post.
Enter scattered juniper.’
Top of small knoll; desc. 150 ft. over NW. slope.
Wash, 10 lks. wide, 2 ft. deep, drains NE,; asc. 60 ft. over SE. slop¢

Point for the cor. of secs. 28, 29, 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T6S R18W
$29(528
§32(833
AR . 1958
from which -

A juniper, 6 ins. diam., bears S§. 39° 30' E., 89 lks. dist.,
mkd, T6S R18W S33 BT. - . . .

A juniper, 10 ins. diam,, bears N. 82° 30' W., 155 lks, dist.,
mkd. T6S R18W S29 BT.

No other ttées.éuitable foi mafking.

Land,, broken. : e

Soil, gravelly S. %, sand N. %.
Timber, scattered juniper N. ¥,
Undergrowth, shadscale and white sage.

N. 89° 53' W., bet. secs. 29 and 32..
Over rolling sand dunes, through scattered timber; asc. 30 ft.
Top of slope; desc. 140 ft. over N: bezﬁ. slope.

Wash in bottom of canyon, 20 1ks. wiﬂé, 2 ft.vdeep, drains N. 10° E.;
asc. 180 ft. over E. slope.

Point . for the % sec, cor. of secs. 29 and 32.- .

Set an iron post, 30 ins. dong, 2} ins.. diam., 22 ins.

in the ground,
with brass cap mkd. ’

T6S R18W
¥ 829 .
$32
.1958 . .

PP : o e DI
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Survey of a Portion of the Subdivision, Tp. 6 S., R, 18 W.

Chains

51.00
59.40
61.50
68.60
76.00

80.00

from which

A juniper, 6 ins. diam., bears N. 42° 45' W., 74 lks. dist.
mkd. ¥ S29 BI.

A juniper, 10 ins. diam,, bears S. 38° W., 7 lks. dist., mkd.
X S32 BT.

Cor. falls near top of E. slope.

Leave juniper and sandy soil, soil changes to clay.

Road, dim, bears N. and §.

Begin ascent of steep E. slope, asc. 170 ft.

Spur, slopes SE. for 2 chs., thence SW.; desc. 80 ft. over SW. slope.
Bottom of slope, thence over nearly level land.

The cor. of secs. 29, 30, 31 and 32,

Land, rolling and broken.

Soil, sand and clay.

Timber, scattered patches of juniper,
Undergrowth, salt brush, shadscale, sagebrush and halogeton.

GENERAL DESCRIPTION

The land within Tp. 6 S., R. 18 W. is nearly level in the northeast
half. The east boundary and the east mile of the north boundary are
located in the Great Salt Lake Desert with clay soil covered with a
salt crust. The remainder of the northeast half of the township has
soil varying from sandy loam to gravel. The southwest half of the
township has sand dunes and clay hills, and in the vicinity of secs.
18 and 19 the land becomes relatively mountainous. Patches of junipen
are found in portions of the southwest half of the township. A major
portion of the land is covered with greasewood, shadscale, sagebrush,
saltbrush, and in some areas halogeton and native grasses. A ma jor
portion of the township has a northeasterly exposure with drainage
towards the Great Salt Lake Desert. The old Western Pacific Railroad
track bed runs through the township, bearing NW. and SE. At the
present time it is used as a road between Gold Hill, Utah and Wendoven
Utah. There are several other dirt roads in the township. No per-
ennial water supply was noted. The ma jor use of the land is for
winter grazing of sheep.

3
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Edward Degn Conklin ; B Instrumentman .~~~

Beginald Dean Burt Front Chaipman .~
_Earl Zarbock Flagman . ...

Stanwood .S, Wilfong ) Truckdriver and Cornerman

S



68
CERTIFICATE OF CADASTRAL ENGINEER

_.., HEREBY CERTIFY upon honor that, in
April 1958

I, Leslie H, Godwin .. e

pursuance of special instructions bearing date of the _...16eth ___ dayof
the south boundary, a portion of the east and west boundaries, a

I have surveyed

Utah e ‘ , which are

of the Salt Lake  Meridian, in the State of

represented in the foregoing field notes as having been executed by me and under my direction; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the

Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes.

April 23, 1959 IS (723 < Y S
Leslie H., Godwin - Cadastral Surveyor

Salt Lake City, Utah

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,
NOV 3 1960
Washington, D. C., : ,19

west boundaries, a portion of the subdivision, and the dependent resurvey of the

north boundary and a portion of the east and west boundaries, Township 6 South,

Range 18 West, Salt Lake Meridian, Utah =~~~

having been critically examined and found correct, are hereb proved.

Cadastral Engineering Staff Officer.

CERTIFICATE OF TRANSCRIPT

ue copy of the original field notes.
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EXECUTED BY

Leslie H. Godwin _ - Cadastral Survevor

Woodrow H. Sylvester - Cadastral Surveyor
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Survey completed October 25 1958
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(- . TownshipAGASeuth! Range 19 West

Chains

39.90

0.00

| triangulation station "Wild Mule", located in sec. 31 of this township.
The geographic position of this station is Latitude 40°. 15' 55.380" N

"~ The north half of ‘the «east boundary was surveyed by A. J. Stookey
in 1904 in connection with the survey of the north half of T. 6 S.,
R. 18 W. The south half of the -east boundary was surveyed arid the
north half of the east boundary was dependently resurveyed by Leslie
H. Godwin in 1958. The record appears in the field notes of the
survey and dependent resurvey of a portion of T, 6 S., R. 18 W, The
west: boundary (State Boundary betweett Nbvada and Utah) was retraced
‘and new monuments for extant mile posts set by Godwin inm 1958, The
record appears in the field notes of the Retracement of the State
Boundary between Utah and Nevada from Mile Post 62 to Mile Post 8l.
The north boundary (First Standard Parallel South) was ‘surveyed by
Godwin in 1958 and the record appears in the field notes of the First
Standard Parallel South through R, 19 W. in connection with the survey
of a portion of T. 5 S., R. 19 W,

The following field notes are those of the survey of the south
boundary and a portion of the subdivision of T. 6 S., R, 19 W.,
deemed sufficient in extent to facilitate development of the natural

resources and mark the boundaries of those sections normally considerdd

State school sections.

For description and tests of equipment and methods of survey used,
see the field notes of the concurrent survey of a portion of T, 8 S.,
R. 17 W,

The geographic position for the southeast corner of the township
is in latitude 40° 15' 16.599 " N. and longitude 113° 55' 40,506" .,
as determined by traverse from U. S, Coast and Geodetic Survey

Longitude 114° 02' 19.608".W.. . . _ : - O

~ The magnetic declination was read at a number of stations through-
ott the township and the average was found to be 17° 15' E.

South Boundary of T, 6 S., R. 19 W.

. L : - : 1958

Beginning.at the cor. of secs. 31 and 36, T.-6 8., Rs. 18 and 19 W.,
monumented with a 2% in. iron post, set, mkd. and witnessed as des-
cribed in.the. field notes of the-concurrent survey of a portiomn of
T. 6 S., R. 18 W,

from which
The closing cor, of T. 7.S., Rs. 18 and 19 W., monumented with
a 2% in. iron post, set, mkd. and witnessed- as described in-the

field notes of the concurrent survey of T. 7 S5,, R, 18 W., bears
S.89° 55! E., 9.05 chs. dist, . -

West, along the S, bdy. of sec. 36.

Over nearly level land, general NE. drainage, through scattered sage-
brush and shadscale.

Road, dirt, bears NW.and SE.
Point for the % sec. cor. of sec. 36.

Set an iron post, 30 ins. long; 2% ins. diaﬁ., 22 ins. in the ground,
with brass cap mkd, - . . . ' .

. . T6S.R19W
% 836
. L S n L P78 DL




46780

Chains

" 63.40

67.70

70.95

78.30

80.00

2.00
7.80
14,20

30.95

37.80

40.00

53.30

60.60

70.95

South Boundarv of T. 6 S.. R. 19 W.

Deposit rock mkd. with a cross (X) at base of iron pest.
Wash, 30 lks. wide, 2 ft. deep, drains NE.
Wash, 80 lks, wide, 6 ft. deep, drains N.

Point for the section cor. of secs. 1 and 2, T. 7 S., R. 19 W.,
‘hereinafter described in the fileld notes of the concurrent survey of

a portion of T. 7 S., R. 19 W.
Wash, 10 lks. wide, 2 ft. deep, drains NNE,
Point for the cor. of secs. 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T6S R19W

535|536

T7S
1958

Deposit rock mkd.‘with a cross (X) at base of iron post.
Land, nearly level.

Soil, sandy.
Vegetation, scattered sagebrush and shadscale,

: OVei rolling hills; through scattered undergrowth, géﬁéral NE, : i

P a0 o [

‘Wést, aloﬁgdthe‘é.“Bay.Jéf ééé._SSQ.r HESEE SURUR ST

Spur, slopes N.; enter hills.
Wash, 10 lks. wide, 2 ft, deep, drains N.
Wash, 10 lks. wide, 3 ft., deep, drains NE.; asc. over SE. slope.

Point for the ¥ sec. cor. of sec.'Z, T. 7 S., R. 19 W.; hereinafter
described in the field notes of the concurrent . survey of a portion
of T. 7 S., R. 19 W,

Road, dirt, bears NE, and SW.
Point forfﬁhe % sec, cér.,of sec; 35.

Set an iron éost, 30 ihs,‘long, 2% ins. diam,, 22 ins. in the ground,
with brass cap mkd,

T6S R19W.

% 835
T7S.
1958

Deposit rock mkd. with a cross (X) at base of iron post,
Asc. 65 ft, over SE. slope.

Spur, slopes WSW.; desc. 65 ft. over W, slope.
Road, dirt, bears N, and'SE.

Point for the section_éér. of secs. 2 and 3, T, 7 S., R. 19 W.,
hereinafter described in the field notes of the concurrent survey |
of T. 7 S., R. 19 W,

i

U. 8. GOVERNMENT PRINTING OFFICE 16—28520-2 ~1




L. ... O Séuth Boundary ofiT, 6 §., R. 19 W,

80.00

Set an iron post 30 ins. long, 2% ins. diam., 22 ins. in the ground
with brass cap mkd.

1=

o
Chains
76.10 | Spur, slopes’SW.:.
80.00 | Point for the cor.uofgaecs. 34 and 35.
Set an iron post, 30 1ns.,long, 2% ins. diam., 22 ins, in the ground,
with brass cap mkd
¥ PR P I PO ‘- T
T6S R19W :
' 834|S3S-~" SRR
T78
1958 -
Deposit a rock mkd. with 4 °cross (X) at base of irom post.
“Land; rolling-htlls;" general NE. drainage.~
Soil, gravelly.
'ngetation "scattered sagebrush" and shadscale.
West, along the S. bdy. of sec. 34.
i PR .o . T H .- - .. .
Over rolling hills, general NE. draindge, through ‘scattered vegetatiof.
2.30 | Draw, course SW.
6.60 | Point of spur, slopes .SW.; desc., 60 ft. over W. slope.
14,00 | Wash, 1 ch. wide, 8 ft. deep, drains N.
18.50 | Deep Creek Wash, 40 lks. wide, 12 ft. deep, drains NE.
24,50 | Road, dirt, bears NE, and SW.
40.00 | Point for the % sec. cor. of sec. 34,
Set an iron post 30 ins. long, 2% ins. diam.; 22 ins. in the ground,
with brass cap mkd. . g . Lo s .
SLan .o . : . - T6S R19W
4 - - - .- R . k 834
T78
1958
Deposit rock, mkd. with a cross (X) at base of iron post.,
43,40 | Sandy spur, slopes NE.; thence over nearly level land.
70.10 | Graded gravel road between Gold Hill, Utah and U. S. Nevada Highway
No. 50 bears NW. and SE. -
70.95 | Point for the cleclng cor. of secs. 3 and 4, hereinafter described
in the field notes of the concurrent survey of a portion of T. 7 S.,
R. 19 W,
73.00 Asc. 50 ft over E. slope. ‘
77.30 | Small knoll, bears N, and s,
79.70 | Wash, 10 lks., wide, 1 ft. deep, drains NE. . . . .
Point for the cor. of secs. 33 and 34




Chains

26.60

40.00

44,00
58.90
76.20

80.00

10.10

17.60

28.30

c .

South Boundary of T. 6 S. R, 19 W,

T6S R19W.
$33|S34
TIS - U T SO .
1958 i

Land, nearly level, general NE. drainage.

Soil, sandy. ' |
Vegetation, scattered sagebrush and shadscale,

West, along the S. bdy. of sec. 33. o .
Over rolling hills, general NE. drainage, through,scagtered vegeta:ioﬁ

Graded graveled road between Ibapah, Utah ‘and U. S ‘Nevaﬂa Highwny
No. 50 bears N. and S.

Point for the % sec. cor. of sec. 33.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T6S R19W
¥ 833

T78 . . -
1958

Deposit rock mkd. with a cross (X) at base of irom post.

Waéh, 20 lks, wide, 1 ft; deep, drains NEQ
Ravine, course SE.; asc. 360 ft. over E. slope.
Rocky point, slopes SE.; desc. 60 ft. over SW. slope.

Point for tﬁe cor; of secs. 32 and 33. - L

Set an iron post, 30 ins. long, 2% in. diam., 8 ins. in the ground
to bedrock, and in a mound of stone, 5 ft. base to top, with brass
cap mkd.

T6S R19W

532833 o
T75
1958 , o .

Land, nearly level in W. half, rolling hills, g, half. -

Soil, gravelly and rocky.
Vegetatlon, scattered sagebrush and shadscale.

West, along the S, bdy. of sec. 32.

Over rolling hills, general SE. drainage, through scattered timber'
desc. 110 ft, . .

S

Wash, 50 lks. wide, 2 ft. deep, drains. SE.; asc, 500 ft., over.NE.
slope.

Spur, slopes NE.; continue ascent over series of small spurs slopink
NE. . !

o~ N o P -

Spur, slopes NE,

B. 5. SOVIRNMENT PRINTING OPFICE-  26~28580-2 1



g Sodthvgggggggzwof; w6 S., R, 19 W.

75

R
Chains
39.20 | Spur, slopes: NE.; desc, .over NW. slope. .
40.00 | Point for the Xk sec. cor. of sec, 32. - S
Set an iron post, .30 ins. .long; 2% ins. diam., 3 ins. in the ground
to bedrock, and in a mound of stone, 10 ft. base to top, with brass
cap mkd. . TR .
.l TGSRLQW cel U
k¥ 8§32
- Y P78
1958
‘Note: Cor. falls on very steep and rocky NW. slope of ‘spur.
Continue descent, desc, 240 ft. over NW. slope.
49.80 | Draw, course N.; aac.1270 ft. over broken E. slope.
54.00 | Point of spur, slopes NE.
58.00 | Draw, course NE.
80.00 | Point for the cor. of secs. 31 and 32.
Set an iron post, 30 ins. long, 2k ins. diam., 18 ins. in the ground,
and in a mound of stonme, 3 fr, base to top, with brass cap mkd,
T6S R19W
S3l|832
T7S
1958 .
Cor. poinf falls on crest of sbur'which siopes ENE,
Land, rolling hills, genetai E. drainage.
Soil, rocky. , .
Timber, scattered juniper. .
Undergrowth, scattered sagebrush and shadscale,
West, along the S. bdy. of sec. 31,
Over rolling hills, general SE. drainage, through scattered timber.
2.00 | Spur, slopes ENE., over westerly slope,
22,00 | Draw, course SE.; aéc. 50 ft. over SE, aldpé.
26.40 | Road, dirt, bears N. and SE.
40,00 | Point for the % sec. cor. of sec. 31.

Set an iron ﬁost; 30 1ins, 1ong,-2& ins. diam., 22 ins. in the ground,
with brass cap mkd,

_T6S R19W .

¥ _s31
T78
1958

Set a cedar post, 4 ins, diam,, 4 ft, long, 22 ins. in ground,
alongside iron post,

-«




oix.‘s. l. l '

~b.

-l

52.640

6/.X

1.

90

1<.%

80,

81

B

R

I,

10 .

oG

S

26

. Ravine, course SE.; asc. 60 ft. ower K. slope.

Ravine, course S.; asc. %0 ft. over 8SK. slopa. PR

S;ur, slopes SE. . . :

Spur, slopes SE.; desc. over SW, slope. . N

. Ravine, course SE.; asc. 50 ft. over SE, slope. ?

Point for the 1/16 sec. cor. of sec. 3l. -

Set an irom post, 30 ins. lomg, 2% ins. diam., 18 ins, in the groumd,

. and {n & mound of stone, 3 ft. base to top, with brass cap mkd.

T6S R19W
1/16 _S31 80.00

T78
1958
Continue over brokem SE. slope,.across series of small spurs,
Spur, slopes SEK.
Siur, slopes NE. for 4 chs., thence SE.
Spur, sleoves SW,; desc. 60 ‘ft. over W, slope.

Head ot small draw, course SW.

[ntersect State Boundary between Utah and Nevada at a point 15.57
chs. S. 0° 07’ E. from Mile Post 74, monumented with a 2% tn, iron
yust, set, mkd, and wvitnessed as described in the field notes of
the Rotracement of the State Boundary between Utah and Nevada from
M{le Post 62 to Mile Post 81,

Set an {roun post, 30 ins. long, 2% ins. diam., 20 ins. tn the ground,
and {n a mound of stone, 3 ft. base to top, with brass cap mkd,

T6S R19W
¢ _s3l
Nev s 6
178
1958

trom which

U.$.C.6 G.S. triangulation station "W{ld Mule" bears N. 25° 19!
£., 65.78 chs. diat, - - .

Land, rolling hills, general SE. drainage.
Sotl, rocky,

. Timber, scattered juniper.
. Undergrowth, scattered sagebrush and shadscale.

Fortiom of the Subdivision, T. 6 S§., R, 19V,

. Prom che cur. of secs. 35 and 36, on the 8. bdy, of the tommship,
f’ K., G 01’ W., bet. secs. 1S amd 3.

. Over rolling Bills, through nuucu& vegetation; desc, 60 ft. over
! broken N. slope to point for § sec. cor.

6 & SR S, NS WP ¥ s




WQI .i{ '.6f:: 3

“.w

71.70
80.00

4,20

19.50

24.90

33.60

39.95

41,60

Pl T 7'+ £t EARDURE S . i K : "o

55. 50
62.80

P

S, . o S . 1958

Point for the k sec. cor. of secB 35 4and 36, .0 . ..t .00

Set an iron post, 30 -ins. long, 2% ins. diam., 24 dns. {n the .ground,
with brass cap mkd,
YL o i

rss ntsu ?
s35|ssa

COnttnu‘ sradual descent) desc. 90 .ft. over .broken general N. slope
to point for sec. cor.

¢

Wash, 40 lks. wide, 6 ft. deep, drninn N 15° H.
w7 Lt

Point for the cor. of secs. 25, 26, 35 and 36.

“Set an iron post, 30 ins. long, 2§ ins. dtam., 34 ins. in the ground,
with brass cap mkd.

T68 R19W
826825
835|836 .
1958
Land, broken hills, general N. drainage.

Soil, sandy and gravelly, some clay,
Vegetation, scattered sagebrush and shadscale.

From the cor, of secs. 25, 30, 31 and 36 on the E. bdy. of the township,

monumented with -4 2k in. iron post, set, mkd. and witnessed as des-
cribed {n the field notes of the concurrent survey of a portion of
T. 6 S,, R, 18 W, . . )

N. 89° 55' W,, bet secs. 25 and -36.

Over rolling hills, through scattered vegetation; asc., 100 ft. over
E. slope.

Crest of spur, alopél 8. 10° W.; desc. 150 fr. over W. slope,

Wash, 10 lks. wide, 2 ft. deep, drains S, 10° W.; continue along
rolling S. slope. . o

Slope changes; desc. 60 ft. over W. slope. .

Bottom of hill, bears N. 10* E, and 8. 10* W.; continue over gentla
$. slope.

Point for thc k sec. cor. of secs. 25 lnd 36

Set an lron post, 30 1nl. long, 2& inl. dinm., Zkins. in che ground
with brass cap mkd., -

S C T : T66 RISW . .-

. . . O :gz L
1958

Continue over 3ant1¢ 8. llopc.- o | 7 i

Road, dirc, bcur- 3¢nerally NW. nnd SE. - 1 ( N i

Hlnh 20 lkl. wide, 3 ft deep, dtuin. Bu 30' W, o

ldge of small canyon, bears NW, and 8E., thence along broken S. sl&pc




Chains
70.80

79.90

4.60

40.00

41,60
71.20

80.00

8.00

15.00

34.60

40.00

Portion of the Subhdivisiom, T. 6 S., R. 19 W,

Desc. 70 ft. over W. slope. . . R coa L
The cor. of secs. 25, 26, 35 and 36.
Land, rolling, broken general SW. slope.

Soil, sandy and gravelly.
Vegetation, shadscale and sagebrush.

From the cor. of secs. 33 and 34 on the S. bdy. of the township.
N. 0° 02' W., bet. secs., 33 and 34.

Over neaély levél land, general NE, drainage, through scattered
vegetation.

Road, graded, runs between Gold Hill, Utah and U. S, Nevada Highway
No. 50, bears N. 75° W. and S. 75° E. .

Point for the % sec. cor. of secs. 33 and. 34.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

T6S R19W

%
§33|s34
1958

Wash, 10 lks. wide, 18 ins. deep, drains N. 85° E.
w;sh, 30 lks, wide, 1 ft. deep, dréins E.
Point for the cor. of secs. 27, 28, 33 and 34,

Set an iron post, 30 ins. long, 2% ins. diam., '24 ins. in the ground,
with brass cap mkd.

T6S R19W
5281827
833|834
1958
Land, nearly leﬁel, general NE.‘drainage.

Soil, sandy and gravelly.
Vegetation, scattered sagebrush and shadscale,

N. 0° 02' W., bet. secs. 27 and 28.

Over nearlyvlevel land; through'scatfered vegetation.

Wash, 15 lks. wide, 5 ft. deep, drains N, 85° E.

Road, graded, runs between Gold Hill, Utah and U. S. Nevada Highway
No. 50, bears N. 20° E. and S. 20° W.; asc. 30 ft, over S. slope of
knoll,

Top of knoll; desc. 20 ft. over N. slope.

Point for the % sec. cor. df secs; 27 and 28.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the.grouna,
with brass cap mkd, . -

3
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edi .- Eortion of tthe Subdivision, ?. 6 S.,, R. 19 W.

Chbains

43.90

77.60

80.00

30.90 .

37.20..

40.00

80,00

0.00

. . I6S R19W .
S
s28|s27
1958
Road, dirt, bears N. 65° E, and S. 65° W.
Asc. 70 ft, along E.Aélope of spur.

Point for the cor. of>§écs; 21, iZ, 27 and 25.

Set an iron post, 30 ins. long, 2& ins. diam.,w24 i&s; in the’ground,
with brass cap mkd, , B o .

. . T6S R19W .
S§21]822
a. S5281827 .
1958 . ..
Land, rolling, general NE. slope.

Soil, sandy and gravelly.
Vegetation, scattered shadscale and sagebrush.

N. 0° 02' w., Set; séds. él and 22,

Over rolling ﬁillé,’throﬁgh écatfered>végétatf6n;‘desc. 200 ft.
along E. slope of spur,

Road, graded, bears N. .35° W. and .§. 35° E. ..
Road,. dirt, bears N. 20° W. and S. 20° E. .
Point for the ¥ sec. cor. of secs., 21 and 22.

Set an iron post, 30 iné. long,VZ% ins. diam.; 24 iﬁs. in the-ground,
with brass cap mkd.

T6S R19W
s21(s22
1958

Continue over nearly level land.

Point for the cor. of secs. 15, 16, 21 and 22.

Set an iron post, 36 ins. fong;ﬂi% ins. diaﬁ;; 24'in§. in the ground,
with brass cap mkd. . : .

< . [

T658 R19W

516 [S15
821822

" 1958

¢ < -

Land, rolling, N. % nearly level,
Soil, sandy and gravelly.
Vegetation, scattered shadscale and sagebrush.

" . . . N

N. 0° 02' W., bet. secs. 15 and 16.
Over nearly level land, through scattered vegetation.

Point for the % sec. cor. of secs. 15 and 16.




R
&)

Chains

41.00

55.00

64.00

80.00

9.30

40.00

80.00

Portion of the Subdivision. T. 6 S. R, 19 W.
i il

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins, in the grounﬂ,
with brass cap mkd.

T6S R19W

3 : :
$16|S15 S . |
1958

Wash, 8 lks. wide, 3 ft. deep, drains N. 30° E

Road d1rt bears NW. and SE.

i

Asc. 70 ft. over SW. slope.
Point for the cor. of secs, 9, 10, 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in ‘the ground,
with brass cap mkd.

. T6S R19W

S_9]810 <
S16}S15 8 -

1958

Land, rolling hills, general NE. drainage.
Soil, sandy and gravelly.
Vegetation, scattered sagebrush and shadscale.

N. 0° 02' W., bet. secs. 9 and 10, . B

Over rolling hills, through scattered vegetation; asc...30 ft. .over
W. slope.

Desc. 350 ft, over general NW. slope.
Point for the % sec. cor. of secs. 9 and 10,

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T6S R19W

%
s 9|s10. o
1958

Desc. 150 ft. over moderate N. slope.
Point for the cor. of secs. 3, 4, 9 and 10.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

Land, broken hills, general N. drainage.
Soil, gravelly and rocky.
Vegetation, scattered shadscale and sagebrush.

¢ .

WL 5. GOVERNUSHT FRIATING SFFICE  10—38530-2 i




211

ctartion of .the Subdivision, T, 6 S., R. 19 W.

Chains

40,00

3.00

40.38

80.38

) tf Wasﬁ"io'lks;ébiae, Zuft; _deep, draiﬁs:N '55‘ E.f"

“| concurtent éurvey 6f " the First Standard Parallel South ‘through R. 19

L .

'Lddd, ‘nearly lével, gfadual N, 'slope., -~ - - -

Point for the cor. of secs. 2 3, 10 and 11,.

81

N. 0° 02' W., bet. secs. 3 and 4.

Over nearly levelhlandflﬁhrough scattered vegetation,

Point for the ¥ séc. cor. of secs. 3 and 4.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd,
TES R19W . “’_,ﬂ'
S 4|s 3
1958

‘Infersect the First Standatd Parallel South at a “point 14.99 chs. E.
of the standard X sec. cor. of sec. 34, monumentéd with a 2% ins.iron
post, set, mkd, and witnessed as described in the field notes of the

W., in comnnection with a portion of thé survey of T. 5- S., R. 19 w.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd

[72]

S

T6S R19W

0 Wn
waXn

98 -~ e L ol

Soil, sandy and gravelly,
Vegetation, scattered shadscale and sagebrush,

The point for the cor. of secs, 2 and 3 on the N. bdy. of the Tp. is
on the First Standard: Parallel South and at proportionate dist. bet.
the closing cor. of secs, 3 and 4 and the closing cor. of T, 6 S.,
Rs. 18 and 19 ¥. con -
Set.an iron,post, 30 ins. long, 2% ins, Qiam., 22 ins. in the ground,
with brass cap mkd, . . -
S 3|S 2
T6S R19W

1958

From this cor. the standard % sec. cor. of sec. 35, an iron post, 2%
ins, diam,, set, mkd. and witnessed as described in the field notes
of the concurrent survey of T. 5 S., R. 19 w., bears W. 15,03 chs.dist

PPN 5 L . N P

8., 0° 02' E,, bet, gecs. 2 and 3.

Over nearly level }and, through‘gcattered vegetation.
Road, dirt, bears SE. and NV. » .
Point for the X sec. cor. of secs. 2 and 3, "~ - - -

Set an iron post, 30. ins. long, 2% ins, diam,, 24 ins. in the ground,

with brass cap mkd.
T6S R19W

Cont, over héarly level” land‘

Set an fron post, 30‘£ns. Iong,‘2¥ ins. diam., 24 ins, in the ground,

with brass cap mkd,. ... = LI - : -




Chains

79.80

80.17

40,17

48.20

5.70

"and 19 w.

'with brass cap. ‘mkd.

¢

T6S R19W
k
s2|s1
1958
-Gont over nearly level land.. e
Wash, 5 lks. wide, 2 ft. deep, drains N. 10° E.
Road, dirt, bears N. 70°'W. and S, 70® £, ~ °°
Point for the cor. of secs.'1, 2] 11 and 12.

-2

[Re . o LI eI

. T6S Rl

[ -8 318 2
810811
T 1958

Land, ‘nearly ‘level. R o j
Soil, sandy and gravelly.
Vegetation, scattered shadscale and sage.

The point for, the cor. of secs. 1 and 2 on the N. bdy. of the Tp. is
the First Standard Parallel South ‘and &t propofttionate dist. beét. the |
closing cor, of secs. 3 and 4 and the closing cor. of T. 6S., Rs. 18

Set an iron post, 30 1ns long, 2& Ih: dii-., 24 1nt Ln ths grouad,
T58 N

s 2|S'1
T6S R19W
1958

From this cor. the standard X sec. cor. of sec. 36, an irom post, 2k
ins. diam., set, mkd, and witnessed as described in the field notes of
the concurrent survey of T. 5 S., R, 19 W., bears W. 15,07 chs. dist,

~ - o T

S. 0° 01! E,, bet. secs. 1 and 2,

Over nearly levcl land, chrough selttcred vcget&tion.

Point for the % sec, cor, of secs, 1 and 2

Set-an iron.post, 30 ins. long, 2% ins. din-., 24 ins., in the ground,
with brass cap mkd. . .

Set an iron post, 30 ins. long, 2% ins. dlam.,‘24 ind. in the ground

with brass cap mkd.

Land, nearly level, general N. drainage.
Soil, sandy and gravelly.
Vegetation, scattered shadscale and sagebrush, .

5. 89° 53' W., bet, secso-2.anddd, . .. : i oc . s .| .. |

<. sl

Over nearly level land,. through scattqred vegetation.

Wash, 8 lks wide, 1 ft. deep, drains.ﬂ. 10 diL G

8.8 SOVERNNENT BN NTING. AP . Mo RRRA~S
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_Rortien of the Subdivision, T, 6 S., R. 19 W.

Chains
13.00

115,50z
37.20

40,02

80.04

21,20

39.70

-Vegetation, scattered: shadscale and sagebrush.

[set a an iron post 30 ins. long, 2% ins. diam,, 24 ins. in the ground,

Road, dirt, beéars:N. 5°.E: and S..5? We

Wash, 10.1ks.:wide, 3_ft. deep, drains N,:25° K. .
Wash, 15 lks. wide, 4 ft. deep, drains.Ni 305;W. .
Point for the % see;;co;. of secs. 2 and 11,

Set an iron post, 30 dns. long, 2% ins., diam., 24 ins. in the ground,
with brass cap mkd,.
”'Tes RIOW
t S 2 .
&SIt S11
1958

< -

] P o
Sl il LT z

Cont. over nearly 1eve1 land

The cor. of secs. 2; 3, 10 and 11.

Land, nearly level,,geheral N. drainage.
Soil, sandy and gravelly.

« -

The point for thé ¥ sec: cor. of sec. 2 is on the First Standard
Parallel and at midpoint on the N. bdy. of sec. 2.

with brass cap mkd. e .oL Lo .

o Lo LIolLe Tlleto L r g 82 r o
T6S.R19W. . -
1958

From this &or. the standard-cor. of secs.<35 and 36, an iron post, 2%
ins. diam., set, mkd. and witnessed as described in the field notes
of the concurrent survey of T. 5 S.; R, 19 W.; bears W. 15.05 chs.dist

The point for the k sec, cor. of sec. 3 is on, the First Standard
Parallel South and at midpoint on the N. bdy. of sec. 3.

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins, in the ground,
with brass cap mkd
¥83
T6S R19W
LT e 1958 R I

9]

\

From this cor the standard cor. of secs. 34 and 35, an iron post, 2%
ins. diam., set, mkd. and witnessed as described in the field notes of
the concurrent survey of T.'5 S., R. 19 W., bears W. 15. 01 chs’. dist,

. ce e ew L o e P

From the cor. of secs. 15, 16, 21 and 22,
Weat, bet. secs. 16 and 21,

Over nearly level land through scattered vegetation.

¢ -

Road, dirt, bears N. 10° W. and S. 10°'E. N

¢ -

Road, graded runs ‘bet. Gold Hill and Ibapah Utah ‘and U S. Nevada
Highway No. 50, bears N. 50° W. and S. 50° E. ;




4—€78D0

Chains
40,00

80.00

130.00

59.70

40,00

80.0C

14

Portion of the Subdivision T. 6 B.. R. 19w,

Point for the % seo. cor. of seas. 16 .and 21.

Set an iron post; 30 ins. long, 2% ins. diam., 24 ing. ia the ground,
with brass cap mkd.
| T6S R19W
1 816
¥ 821
1958

Begin ascent; asc. 450 ft. over E. slope.
Point for the cor. of secs. 16, 17, 20 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T6S R19W
S17]S16-
s20s21
1958
Land, E. % nearly level, W. k mountainous, general NE. drainage.

Soil, sandy and rocky.
Vegetation, scattered shadscale and sage.

N. 0° 03' W., bet. secs. 16 and 17.

Over mountainous land, through scattered vegetation; desc. 650 ft.
over steep NE. slope,

Bottom of slope, thence over nearly level land.
Point for the % sec. cor. of secs. 1lb and 17,

Set an iron post, 30 ins. long, 25 ins. diam,., 24 ins. in the ground,
w1th brass cap mkd.

_T6S R19W
X
S17]s16
1958

Road, graded, runs from Gold Hill and Ibapah Utah to U, S. Nevada
Highway No. 50, bears N. 40° W. and S. 40° E

:Polnt ‘for the cor. of secs. 8, 9, 16 and 17.

Set an irom post 30 ins. long, 2% ins. diam., 24 ins, in the ground,
with brass cap mkd.

-T65 R19W

S 8ls 9
S17{s16 -
1958

. -~ N

land, S. % mountainous, N. % nearly 1eve1
Soll, sandy and ‘rocky. - SR R

Vegetatlon, scattered shadscale and sagebrush

¢

From the cor. of secs. 9, 10, 15 and 16.

West, bet. secs. 9 and 16,

. 5. COVERNMENT PRINTING QOV1OR . 16~—38580—2




i .o Portion.efithe Subdiviaien, T. 6 S., R. 19 W.

Chains

16,00
18.90 .

24.70

39.99

77.80

79.98

8.70
9.40
22,40

40.00

4.10

30.00

st 10
Over hilly land, through scattered vegetation, desc. 90 ft. over W.
slope, B N UV TS U R S PR ST N T

Bottom of slope, thence over nearly level land.

-Road,/.dirt, bears N..1Q° W. and S. 10° E

Wash, 15 lks. wide, 3 ft. deep, drains S.
Point ; for:the % .sec. cor. of secs. 9 and 16.

Set an iron post, 30 ins. long, 2% ins. diah., 24 ins. in the ground,
with brass cgp mkd, .: o '

T6S R19W
s9
%.tSIG.
1958

Continue ever neerlyhlevel land.l;

Road, dirt, hears“ﬁ. 75; W. and é. 75;E.
The~cer. of eees.,é,_9, 16 ahdAl7,A

Land, nearly level in W. %, hilly in E. X.

Soil, sandy and gravelly.
Vegetation, scattered shadscale and sagebrush.

From the cor. of secs. 31 and 52, 6n the S. b&y. of the township.
N. 0° 04' W., bet, secs. 31 ané—32

Over broken hills, through scattered vegetatlon, desc., 120 ft.‘over
N. slope. . .-

Wash, 20 lks. wide, 3 ft. deep, drains E.

Road, dirt, bears E. and W.; asc, 120 ft, over broken §, slope.
Spur, slopes E.; desc. 60 ft. along NE; slope.

Point for the % sec. cor. of secs. 31 and 32.

Set an iron post, 30 ims. long, 2% ins. diam., 12 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T6S. R19W

%
$31|s32
1958

Continue through rollimg hills, general NE. slope.

Wash, 10 lks, wide, 2 ft., deep, drains E.

IS .

.Point for the cor. of secs. 29 30, 31 and 32

Set an iron post, 30 ins. long, 2% 1ns; dieh.,-is ins. in the éround,
and in a mound of stome, 3 ft. base to top, with brass cap mkd,

T65S. R19W - :

' - s30]529 -
it e _ .. 831j832 | P

1958




Chains

15.40
27.50
34.60
39.90

40.00

53.20
72.90
78.40

80.00

3.10
19.00

39,95

.LSotl, .rocky. - AR

. Portion of the Subdivision T.68. :. . 19W. S

Land, broken hills, genernl NE. drainage.

Vegetation, scattered shadscale and sagebrush. Lo

o e - v_.

From the cor. of secs. 32 and 33 on the S. bdy..of the tewnship,

N. 0° 03' W., bet. secs, 32 and 33.

Over mountainous land, through scattered vegetation; asc. 110 ft.
over S, slope.

Spuf, slopes.s. 75.° E.;‘desc; 146 ft. over N. slope.

Wash, 15 lks. wide, '2 ft, deep, drains E,; asc. 120 ft. over 8. slope,
Top of hill; desc, 70 ft. over N. slope.

Wash, 10 lks. wide, 1 ft. deep, drains S. 80° E

Point for the ¥ sec. cor..of secs. 32 and 33,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd.

' b Té8 R19W
. X .
$32|833 -
1958
Asc, 170 ft, over S, slope.
Top of ascent; desc. 40 ft. over N, slope.
Wash, 25 lks. wide, 1 ft. deep, drains E.; asc. 50 ft. over S. slope.
Spur, slopes S. 75° E.; desc. 30 ft. over N. slope.
Point for the cor. of secs, 28, 29, 32 and 33.

Set an iron post, 30 ins. long, 2k ins. diam., 24 ins. in the ground,
with brass cap mkd.

T6S R1W

829528
§32|s33

¢ . 1958.

Land, semi-mountainous.
So0il, rocky and gravelly.,
Vegetation, scattered shadscale and sagebrush.

5. 89° 58' W.,.bet. secs. 29 and 32..

Over rolling hills, through scattered vegetation; asc. 140 ft..over
broken, rolling general SE. slope to poﬁnt for % sec. cor.

1

Top of spur, slopes SE. o

j ' PR RS I |

Wash 25 lks. wide, 2 ft deep, drains S, 35 E.

Point for the % sec. cor{ of secs. 29 and 32.

Set an iron post, 30 ins‘ long, 2% ins. diam., 16 ins. in the groun‘,
and in a mound of stone, 3% ft. base to top, with brass cap mkd .

SNl 8. SOVERNNENT M NTING ‘SPPTCN ™ - 1G-R85N0-2 -1
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Portion of the Subdivisionm, T. 6 S., R. 19 W,

"
Chains
T6S R19W
829
X $32
1958
Asc, 320 ft. over steep E. slope.
55.40 | Ridge, bears N. and S.; desc. 220 ft. over W. slope,
71.40 |Wash, 12 lks. wide, 3 ft. deep, drains N. 10° E.; thence over
rolling land.
78.90 | Road, dirt, bears N, 15° W. and S. 15° E.
79.90 | The cor. of secs. 29, 30, 31 and 32.

Land, rolling and broken.
Soil, rocky and gravelly,
Vegetation, scattered shadscale and sagebrush,

GENERAL DESCRIPTION

The land within T. 6 S., R. 19 W. is arid desert land varying from
nearly level in the north half to rolling broken hills and mountains
in the south half. The major drainage pattern is in a northeast
direction.

The soil is principally sandy and gravelly becoming rocky in the
mountains. It is covered mainly with shadscale and sagebrush and

sparse native grasses, with an occasional juniper tree in the south
half,

The only maintained road in the township is a gravel road which
comes from U. S. Nevada Highway No. 50 and runs through the west half
of the township in a general southeast direction. This road junctiond
near the south boundary of sec. 33, one branch going nearly due south
towards Ibapah, Utah, and the other branch going southeasterly towards
Gold Hill, Utah, a nearly abandoned mining town. There are several
trail roads running through the township.

No perennial water supply was noted. The main use of the land
is for the grazing of sheep.
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CERTIFICATE OF CADASTRAL ENGINEER

ge’ Leslie H. Godwin and Woodrow H, Sylvester ypREBY CERTIFY upon honor that, ﬁ
pursuance of special instructions bearing date of the . 16th _dayof ... April 19_2.‘,_4
;ehave surveyed _..The south boundary and a portion of the subdivision of Township 6 :
Range 19 West .
of the . Salt Lake Meridian, in the State of Utah , which are

represented in the foregoing field notes as having been executed by me and under my direction; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the
Survey of the Public Lands of the United States, and in the specific manner described in the foregoing
field notes.

;. .
April 3, 1959 jda% /f%r o

T L 7,

oodrow H. éy]:vest_é 5

Salt Lake City, Utah

CERTIFICATE OF APPROVAL

BUREAU oF LAND MANAGEMENT,

Washington, D. C., .. VOV 3 1960

19

3

The foregoing field notes of the survey of ..__the south boundary and a portion of the

subdivision of Township 6 South, Range 19 West, Salt Lake Meridian, Utgh '

executed by .Leslie H. Godwin and Woodrow H. Sylvester

having been- critically examined and found correct, are herebv approved.

Cadastral Engineering Staff Officer. -

CERTIFICATE OF TRANSCRIPT

oA L S

. - . . .
R A R Py S < - R A v e - [

, w3 .. - ey of the original field notes.

U. 5. GOVERNMENT PRINTING OFFICE  14—535A5~7
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1948)
UNITED STATES
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
ORIGINAL

......................... OF THE SURVEY.. .. .. ... . o

U -
............................. A PORTIONOFTHESUBDIVISION
.......................................................................... OF
.............................................. TOWNSHIP 7. SQUTH, RANGE 17. WEST .. ...

Ofthe ... .. .. .Salt Llake Meridian,
he Stateof ... . ... Utah
EXECUTED BY
.................................... Leslie H. Godwin - _ Cadastral Suxveyor . ..
er special instructions dated ... April 16 , 1938, which provided
he surveys included under Group No. ... 422 . , approved May 7, 1958
assignment instructions dated ] May 19 . . , 1958
Survey commenced ... ... June 28 . , 1958 .
Survey completed ... v July 28 , 1928
. U, 5. GOVERNNENT PRINTING OFFICL 18=—580770-1
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e+« Towwship 7 South, Eggggilz,West

R

w

Chains

40.00

80.00

=

The east boundaty was surveyed by A. J. Stnokey in' 1903 in connectid
with the survey of the west boundary of T. 7 5., R. 16 W, 1In 1925
this boundary was- indepehdently resurveyed by Andrew: Nelson in con-
nection with the resurvey of the west boundary of T. 7 S., R. 16 W.
The south 8.07 chs. of the west boundary was surveyed by A;Nelson m1
in connection with the survey of the east boundary of T. 8 S., R. 18
W. The remainder of the west boundary was concurrently surveyed by
Leslie H, Godwin in 1958 in connection with the survey of the east
boundary of ¥, 7 S., R. 18 W. The south boundary was concurrently
surveyed by Leslie H. Godwin in 1958 in connection with the survey of
) the notth bowmdary of T. 8 8., R. 17 W. The north boundaty was cor-
currently surveyed by Leslie H. Godwin in 1958 in connection with the
survey of a portton of T. 6'8., R. 17 W. ‘

The following field notes are those of the survey of a portion of
~fhe subdivision of T. 7 S., R. 17 W. deemed sufficient in extent to
facilitate development of the natural resources and to mark the

boundaries of those sections normally considered State school sectionﬁ.

Por description and test of equipment and method of survey used,
see the field notes of the concurrent survey of a portion of T, 8 §.,
R. 17 W,

The geographic position of the southeast corner of T. 75S., R, 17
W. 15 in latitude 40° 09' 55.9" N. and longitude 113° 42'0L.9"-W. as
determined by tie made to U. S, Coast & Geodetic triangulation station
'"Wild Mule"”, which is located in sec. 31, T. 6 S., R. 19 W,

The mean magnetic declination based on several readings taken
throughout the progress of the survey was found to be 18° E.

Survey of a Portion of the Subdivision, T. 7 S., R. 17 W.

Beginning at the cor. of secs. 1, 2, 35 and 36 on the S. bdy. of the
township, which 1s monumented by a 2% in. iron post, set, mkd. and
witnessed as described in the concurrent survey of T. 8 S.,, R. 17 W,
N. 0®* O1' W., bet. secs. 35 and 36.

Over open general E. slope, through moderate black sagebrush; desc.
30 ft. to point for ¥ sec. cor.

Point for the % sec. cor. of secs. 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T7S R17W

%
A s35ls36»
1958 -

Deposit a rock mkﬁ. with a cross (k) at base of iron post.

Continue aléng gentle ﬁf slope; .

féiﬁt.for th; éor.-of secs. 15,726; 35 aﬁd 36.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,

with brass cap mkd,
‘ T78 R17W

S26(525
835|836

1958

(%]




Chains

40.00

80.00.

4.70

40.00

74.60

80.00

| Vegetation, black sagebrush}

Survev of a Portion of the Subdivision T. 7 8.. R. 17 W,

Deposit a rock mkd. with a cross (X) at base of irom post.

Land, nearly level, general E. drainage.
Soil, sandy and gravelly.

|described in the official record of the survaey of the west boundary
lof T. 7 5., R. 16 W.

‘| Over level salt flats.

From the cor. of secs. 25, 30, 31 and 36 on_ the ﬁ.—bﬂ&. of the tondl
which is monumented with a wooden post, set, mkd. and witnessed as

West, bet. secs. 25 and 36.
Point for the % sec. cor. of secs. 25 and 36. :

Set a wooden post, 4x6x36 ins., 30 ins. in the ground, mkd. ¥.S25 og
N. face and % S36 on south face.

Raise a mound of stone, 2% ft. base, 2 ft. high, N. of wooden post.
The cor. of secs. 25, 26, 35 and 36.
Land, level salt flats.

Soil, clay with salt crest.
Vegetation, scattered greasewood and salt brush.

_|Over gentle N. siope, through moderate greasewood.

From the cor. of secs. 3, 4, 33 and 34 on the S. bdy. of the township,
vwhich is monumented by a 2% in. iron post, set, mkd. and witnessed as
described in the concurrent survey of a portion of T. 8 S., R. 17 W,

N. 0° 02' W., bet secs. 33 and 34,

Road, dirt, bears NW. and SE,
Point for the % sec. cor. of secs. 33 and 34.

Set an iron post, 30 ins. iong,.Z% ins. diéﬁ., 22 ins. in the ground,
with brass cap mkd.

T7S R17W

%
$33|834
1958

Deposit a rock mkd. with a cross gxg at base of irom post.
Desc. 230 ft. over N, slope to point for sec. cor.

Wash, 1 ch. wide, 3 ft. deep, drains NE.

Point for the cor. of secs. 27, 28; 33'aﬁd 34./

Set an iron post, 30 ins. long; 2% in§;>diam:,>20 iné; iﬁ‘the ground,
and in a collar of stone to top, with brass cap mkd.

T7S RITW

5281827 -,
$33|834

1958

@, 8. SOVERNNERY PRINTING OFVICE 10—28820-2
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¢ Survey af & Povtiowm of the Subdivision, of.T; 7 S., R. 17 W.

el

vl

Chains

e

31.90

. 40.00

45,30 .
71.50

80.00

40.00

Pl CE - b4 - . . L PO ¢

30.00

Im;“.‘mlﬂ u‘.s“lmﬁl " PIE DI N IR RS A U PR T
Soil, gravelly. A
Vegetation, moderate greasewood.

|
N. 0° 02' W., bet. secs. 27 and 28.
Over. gentle N. slopej desci 110 ft. to.point .for ¥ see. cor.
Wash, 20 'lks. wide, 2 ft. deep, drains. NE. . e

Podnt .for the % sec..cor. of.secs. 27 and 28. . . .

Set an irom post, 30 ins. long, 2% ins. diam., 20 ims. in the ground,
with brass cap mkd. ‘

T7S RL7W

Sk

528|527

. ..1958. . . -

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of . cor.
Continue over gentle NE. slope; desc.. 30 ft. to point for sec..cor.
Wash, 30. 1lks..wide, 2 ft. deep, drains NE.
Wash, 10 lks. wide, 3 ft. deep, drains NE.
Point for the cor. of secs. 21, 22, 27 and 28.

SeE an ironApbst;‘30.iﬁs.-loné, 2% ihsl diam., 22 ins.viﬁfthe ground,
with brass cap mkd., , - _ Lo

T78 R17W.

T " s21]s22
S . s28[s27..

.. 1958 .

.} Raise a _mound- of stone, 3.ft. base, 2 ft, high, W. of.cerv.

.Land, nearly level, gentle N, slope, .E. drainage,
Soil, sandy.
Vegetation, moderate greasewood. . e ¢ e

SN N - L . . o N

N. 0° 02' W., bet. secs. 21 and 22.
Over level grass land, through greasewood.
Point for the % sec. cor..of secs. 21.and 22..

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd,

¢ [N

LTSRN, L
%
Lo S210822 .2 L L i
1958

IS A B T - L
Raise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.
Point for the cor. of secs. 15, 16, 21 and 22. '

. R L R At




Chains

11.70
25.80

~40.00

80.00

40,00 -

80.00

of a Portiom:of the Subdl - - ~Tw¥ .. R, T W,

[

H widihal)

!
Set an iron post, 30 ins. long, 2k ins. dinn.gllﬂ lnsuull!the grouqd,
with brass cap mkd. f

T78 R17W
851618 o !
§21;822 : f

. 1958 .-
Raise a mound'of stome, 3 It. base, 2 ft. high, W. of. ceor. {
Land, nearly level. o IR T R

Soil, sandy. :
Vegetation, scattered greasewood, shadscale and lomeualtiye graes, |

-

N. 0° 02' W., bet. secs. 15 and 16.

Over level land, throuéo-moderate greasewood and shadscale.
Wash, 20 lks. wide; 5 ff. deep, drains E.

Wash, 20 lks. wide, 4 ft. deep, drains NE.

Point for the.} sec..cor. ¢f secs.. 15 and 16.

Set a wooden post, 4x4x48 ims., 30 ins., in the ground, nkd ¥ 815
on east face and % S16 on west face. ! ,

Paint the wooden post, aone ground, with acid resistant ﬂaint.
Raise a mound of stone, 2 ft base, 2 ft high, w. of corq
Cor. point falls at edge of salt flat.- . S o

Point for the cor. of secs. 9, 10, 15 and 16.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T7S R17W
89 on NW. face, S10 on.NE., S15 on SE. and S16 on SW. face.

Paint wooden post; above ground, with acid resistanmt paint.
Raise a mound of stone, 2.ft., basa, 2 ft, high; W.:.of cer.
Land, level, N. % salt flat. . : ' .4;;

Soxl, sandy S. %, clay with salt crest on N. %
Vegetation, S, % greasewood and shadscale, N. % salt brugh.

N. 0° 02' W., bet, secs. 9 and 10, .
Over level salt flats, through scattered salt brush.-
Point for the % sec..cor. of.secs.. 9 and 10.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground mkd T7S on. N
face, R17W on S.,'%, 89 on W. and % S10 on E. face.

Paint wooden:post, above ground, with acid resistant paint.
Raise a mound of stone, 2 ft. base, 2 ft. high W. of cor. '

~ Ce ey

Point for the cor. of secs., 3 b, 9 and 10 ?

|

!

!
Set a wooden post 4x4x48 ins., 36 ins. in.the ground mkdx T7S R17w
83 on NE. face, S10 on SE., S9 on SW. and S4 on NW. face,

T . SUNSRNBET PIIRTISS SAREE - 1O--BASR0-3




Y. Lxu!!gx;gfznwnnntlan;uﬁkthc/Subdivisiong T. 7:8., R. 17 W.

Chains

40.00 .

80.12

40.08

80.08

Vegetation, scattered salt brush.

Paint wooden post, abeve ground, with .acid' resistant ‘paint.
Raise a mound .of ‘stone, 2 .ft. base, 2 ft. high, W. of cor.

Land, level salt flats.
Soil, claey with salt :crest.

ST )

| Raise a mound of stone,'Z ft. Basé, 2 ft, high,'w. of wooden post.

N. 0° 11' W., -bet secs. 3 and 4. . '
Over level salt flats, through' very sparsely scattered salt brush.
‘Point for thei § sec. cor. of secs. 3 and 4.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T7S on
N., RI’™W'on S., X S3 on E. and k S4 on W. faces.. .

Paint portion of wooden post above ground with acid resistant paint.

The cor. of secs. 3, 4, 33 and 34 on the N. bdy. of the township,
which 18 monumented with a wooden post, set, mkd. and witnessed as.
described in the concurrent survey of T. 6 S., R. 17 W.

Land, level salt flats.
Soil, ciky with salt crest. :
Vegetation, S. % sparsely scattered salt brush,. N. % none,

Bl

From the cor. of secs. 2, 3, 34 and 35 on the N. bdy. of the township,
which 18 monumented with a 4x4in.wooden post, set, mkd. and witnessed
as described in the record of the concurrent survey of T. 6 S., R,
17 w.

S. 0° 02' B., bet. secs, 2 and 3.

Over level salt flats.

Point for the ¥ sec. cor. of secs. 2 and 3.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. % S2 on
E. face and X S3 on W.: face, T7S R17W. on N. face.

Paiat portion of wooden post above ground with acid resistant paint.

Point for the cor. of secs. 2, 3, 10 and 11.

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. with 2
notches on E. face, 5 notches on S., T78 R17W on N, face.

Paint portion of wooden post above ground with acid resistant paint.
Land, level salt flats., °

Soil, clay with salt crest.-
Vegetation, none. o

R . R G R N I Tl NP
From the cor. of secs. 1, 2, 35 and 36 on the N. bdy. of qhe‘township,
which is monumented with a wooden post, set, 'mkd. and-witnessed as
described in the field notes of the concurrent survey of T. 6 S.,
R. 17 W. . } R U PR o

S, 0° 01' E., bet. secs, 1 and 2.




Chains

40,04

80.04

40.00

80.00

8.00
32.50

40.00

51,90

80.00

8§ -.-.. of a Portion of the Subdivision T 7 8 L R, 17 r:

Over level salt flats.

{ Point for the ¥ sec. cor. of secs. 1 and 2,

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T7S R17W
on N., ¥ S2 on W. and % S1 on E. face.

Paint portion of wooden post above ground with acid resistant paint.

Point for the cor. of secs. 1, 2, 11 and 12,

!

Set a wooden post, 4x4x48 ins., 36 ins. in the ground, mkd. T7S R17W
on N., 1 notch on E., 5 notches on S, face.

Paint portion of wooden post above ground with acid resistant paint,

Land, level salt flats.
Soil, clay with salt crest.
Vegetation, none.

S. 89° 59' W., bet. secs. 2 and 11.
Over level salt flats.
Point fof the % sec. cor. of secs. 2 and 11.

Set a wooden post, 4x4x4B ins., 36 ins. in the graund, mkd. T7S R17/W
% 52 on N. face and ¥ S11 on S. face.

Paint portion of wooden post above ground with acid resistant paint.
The cor. of secs. 2, 3, 10 and 11.
Land, level salt flats.

Soil, clay with salt crest.
Vegetation, none.

From the cor. of secs. 15, 16, 21 and 22.

West, bet. secs. 16 and.21.

Over nearly level land, through moderate black sage and.greasewood.
Wash, 20 lks. wide, 2 ft. deep, drains NE. Y

Wash, 20 lks. wide, 3 ft. deep, drains NE.

Point for the % sec. cor. of secs. 16 and 21.

Set an iron post, 30 ins. long, 2% ins. diam:, 22 ins. in the ground,
with brass cap mkd.

T7S R17W
816
¥ 51
1958

Raise a mound of stone, 3 ft. base, 2 ft. high, N. of cor.

Wash, 30 lks. wide, 5 ft. deeﬁ, dfains NE,

| Point for the cor, of secs. 16, 17, 20 and 21;

¥. §. GOVERNMENT PRINTING OFPICE 16—26880-3
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1L, Burvew of a, Pertian &f the Subdivisdon,: T 7 8., R. 17 W.

Chains

11.90
27.50

40.00

3.40

30,00

0.01

<

Set an iren post,. 30 iws. long, 2% ins. diam., 22 ins. in the ground,
vith brass cap mkd.. '
| ERA

T78 R17W

N s17|s16
SRV e d sl L o L 820821 i

1958

Raise & mound of stone, 3 ft base‘ 2 Et high w. of cor.
land, nearly level, general E. drainage. ST

Soil, sandy. .. : ‘
Vegetation, noderate greasewood and shadscale, scme black sage.

BRSNS i - . - . ¢

N. 0° 03" W., bet, secs. 16 and 17.

>ovgr neprly 1e§ei lapd, gegerel RNE d;ainage, through moderate shad-

scale and greasewood..

Wash, 20 lks. wide, 3 ft, deep, drains NE.

Wash, 20 lks. wide, 2 ft. deep, dralns NE.

Point for the—i eec}tebr..sf sece;,ib eddv17:..'

Set an iron post, 30 ins. long, 2% ins. diam., 22 {ns. in the ground,

with brass cap mkd.

. . [

T78 R17W

ook
S17|s16
..1958

S PRI . ¢ .-

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.
Road, dirt, bears NW. and SE.
Point for the cor:—of‘secs. 8, 9, 16 and 17.

Set an iron post, 30 ing. long, 2% ing..diam., 22 ins. in the ground,
with brass cap mkd.

Raise a mound of'etohe;;j ft. base; 2 ft, high; W. of(cer.
Land, nearly level, general ENE. drainage. o

Soil, sandy, . | :

Vegetation, moderate shadscale and black sage, some greasewood

PR P . ¢ - - I P . -

From the cor. of qecs.\ﬁa 10, 15 and 16.

N. 89° 59' w,, bet.. decs. 9 and 16, ‘

Over nearly level lend, general NE. drainage through moderate
shadscale. and ,8reasewood, Ci e e o AT

Point for the % sec, coxr. qf secs..9 eqd 6. ... -, e

Set an iron post, 30 ins. long, 2% 1ns. dimn., 22 1ns. in the ground
with brass cap mkd.




Chains

59.00

80.02

9.00
17.00

40.00

44,00
63.9C
68.60

80.00

. Survey of a.Portion of the Subdivision, T. 7.8 R. 17 W.

175 RL7W. S
59 R
¥ 576

1958

Raise a mound of stone, 3 ft. base, 2 ft. high, N. of Cor,
Leave salt flats which bear NW. and SE.

The cor. of secs. 8, 9, 16 and 17.
Land, nearly level, general E. drainage.

Soil, gravelly. -- - ~
Vegetation, moderate greasewood and shadscale.

"+

From the cor. of secs. 4 5, 32 and 33 on the S. bdy. of the Tp. whic#
is monumented with a 2% in iron post, set, mkd. and witnessed as
described in the field notes of the concurrent survey of T. 8 S., R.
17 W.

N. 0° 03' W., bet. secs. 32 and 33,

Over rolling hills, general NNE, drainage, through moderate black
desc., 180 ft..to point for % sec..cor,-

Rocky knoll, slopes-N.-

Road, dirt, bears SW. and NE.

Point for the % sec. cor. of secs. 32 and 33.

Set an iron post, 30 ins. long, 2% ims. diam,, 22 ins. in the ground,
with brass cap mkd.

T7S R17W

X
$32|s33
1958.

jRaise a mound-of stene, 3 f&, base, 2 ft. high W. of cer.

Cont, descent; desc, 110 ft. over broken general NE. slope to point
for sec. cor. e

Wash, 10 lks. wide, 3:.ft., deep, drains NE.

Wash 3 chs, w1de, 12 ft. deep, drains NE
Rocky point, slopes NE.

PR

Point for the cor. of secs. 28 29 32 and 33.;~ SRR

PR W

Set an iron post 30 ins, long, 2% ins, diam., 22 ins, in the ground,
with brass cap mkd.

< I78 -R17W. .. -

529]s28
.832[s33 o T
1958

G A . ¢ A e-

Raise a mound of stone, 3 ft. base, 2 ft. high,-h.rof cor.,

Land, rolling hills,.-general NE, slope.: Tl +
Soil, gravelly and rocky. |

-|Vegetation, moderate black sage, . - . -t e L

¢ e CONFRNMENY ARIUTNAWPIOL | 16—205002




i3
~—

>
b—a

w4 {¥rom the cor. of-secs’. 5,6, 31 and 32 on the 6.bdy. 6f the Tp.,
which is monumented with a 2% in. iron post, set, mkd. and witnessed
as described in the field notes of the concurrent survey of T. 8 8.,
R.e 172 W, <« 70wy oo 0 o, e S e .

N. 0° 04' W., bet. sece. 3l-and 32, (.- . ¢ . .

- |Over rolling hills,: general-NE. drainage, -through moderate black sage;
asc, 50 ft. -

2.60 |Point of rocky spur, slopes-SE.; desc. 60 ft. over NE. slope.
9.20 {Head of small ravine, course SE.; asc. 90 ft. over S. slope.
13.80 |Spur, slopes E.; desc. 160 ft. over N. slope.

21.70 - |Wash, 30 lks. wide, 3 ft. deep,- drains' E.; asc, 100 ft. over SE.slope.

27.56 {Spur, slopes: SE.; desc. 150 ft. over NE. slope.,- - -.i ~

40.00 |Point for the k sec. cor. of secs. 31 and- 32, ¢

--. |Set an iron post, 30 ims. long, 2% ins. diam., 16 ins. in the ground,
- |and in & mound of etone, 3 ft. base to top, with brass cap mkd.

. D B T7S RI7W - - . S

- .- - - s31|s32- . -
1958

Cont. descemt; desc. 60 ft.over NE. slope.
46.20 |Road, dirt, bears WW..and SE. = .
63.00 jbraw; cﬁurs§>Nw:;iascl-fb‘ft. bVei SW. slop;;
80,00 (Point for the cor. of secs. 29, 30,-}1 and 32,

Set an iron post, 30 ins.- long, 2% ins. diam,, 16 ins. in the ground,
and in a mound of stone, 3 £t. base:to top, with brasse-cap mkd,

T7S R17W
§30]829
831|832
1958
Land, rolling hills, S, % slopes E., N. % slopes W.

Soil, gravelly and rochy.
Vegetation, moderate black sage and shadscale.

From the cor. of secs. 28, 29, 32 and 33.

West, bet, secs. 29 and 32.

Over rolling hills, general ENE. slope; asc. 360 ft,
9.99 |Point for the % sec. cor, of secs. 29 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins. in #he ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd. '

T75 R17W :
529 . i

% §32
1958

Cont, ascent; asc. 110 ft. over general E, slope.




Chains
48.20

55.00

79.98

10

Survey of a Portion of the Subdivision, T. 7 -S., R. 17 W,

Base of hill, bears N. and §.; asc. 300 ft. over moderately steep E.
slope. . . . R,

Top of hill, slopeé SSE.; desc. 320 ft.over W. slope.
The cor. of secs. 29, 30, 31 and 32, -

Land, rolling hills, W. % drainage toward SW,, E. % drainage toward

ENE.
Soil, rocky.
Vegetation, moderate black sage and shadscale.

General Description

The majority of the northeast half of T. 7. 8., R. 17 W. is on the
Great Salt Lake Desert. The southwest half varies from rolling hills
to mountainous, geperal northeast drainage toward the Great Salt Lake
Desert. Elevation of the township varies from 4,250 ft to approxi-
mately 5,500 feet. -

The soil in the southwest portion varies from sandy and gravelly to
rocky. The northeast half varies from sand to clay with salt crust,
There is no timber in the township., Vegetation in the southwest
portion consists mainly of black sage, shadscale and greasewood, with
a small amount of native grass. The northeast portion varies from
some salt brush to no vegetation where the salt crust becomes too
thick.,

There are several dirt roads, scattered throughout the west half of
T. 7 S., R. 17 W. Most of them were made during the time mining
operations were taking place in the tpwnship, apd at this time are in
poor condition. The only road that is maintained is a portion of the
old Lincoln Highway which runs through the southwest cormer of sec.3l.

No water was noted in this township. .There are several patented
mining claims in the township. None of them are being worked at this
time, The only use of the land is for winter grazing of sheep in the
southwest half of the township.

G & CVUENNEEE NP GNES VIS M—20NR0-9
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CERTIFICATE OF CADASTRAL ENGINEER

I ... Leslie H, Godwin .., HEREBY CERTIFY upon honor that, i
pursuance of special instructions bearing date of the _. . 16th day of ... April , 195"
I have surveyed & portion of the subdivision of Township 7 South, Rapge 17 West
of the __Salt Lake Meridian, in the State of ... Uteh —, which are

represented in the foregoing field notes as having been executed by me and under my direction ; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the
Survey of the Public Lands of the United States, and in the specific manner described in the foregoing
field notes.

February 25, 1959 _Aiddi K L rliin,

Salt lake Qity, Utah ] Leslie H. Godwin, Cadastral Surveyor.

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

Washington, D. C., NO\’S 196C 19

The foregoing field notes of the survey of .__.a portion of the subdivision of Township 7

South, Range 17 West, Salt Lake Meridian, Utah

executed by Leslie H. Godwin, Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

Z\

Cadastral Engineering étaﬂ'—O ) flicer.

CERTIFICATE OF TRANSCRIPT

Cadastral Bngs .mi 3

U. S. GOVERNMENT PRINTING OFFICF  11-—S3Ar5—"
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UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

ORIGINAL

FIELD NOTES

OF THE SURVEY

S
THE EAST AND WEST BOUNDARIES
_______________________ AND e
______ A _PORTION OF THE SUBDIVISION
N ¢
_____________ TOWNSHIP 7 SOUTH, RANGE 18 WEST
Of the Salt Lake , . Meridian,
ve Stateof ... ... e
EXECUTED BY
Leslie H. Godwin .- Cadastral Surveyor .
or special instructions dated __ April 16 , 19.38._, which provided
he surveys included under Group No. .. 422 , approved _May 9, 1958
assignment instructions dated I May 19 .. , 19.58.
Survey commenced May 22 , 19.58
Survey completed August 6 , 19.58

U. S. GOVERNMENT PRINTING OFFICE 16—b66770-1
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4.80
5.00
31.00

40.00

€

~d

el OERin ] Scuth. Ronme L0 Meat.

. Tha south boundary of T. 7 S., R. 18 ¥. wae surveysd by Andrew
Kelson in 1925 in comnection with the survey of T. 8 §., R. 18 ¥,
The east 4#.93 chs. of the north boundary was concurrently surveyed
by Leslie H. Godwin in 1958 {n conmectioa with the. survey of a portt
of T. 6 8., R. 17 W. The remainder of the north boundary was con-
currently surveyed by Leslis H. Godwin in 1958 in conmection with the i
survey of & portion of the south half of T. 6 S., R. 18 W,

The following fleld notes are those of the survey of the east and
west boundaries and & portiom of the subdivisiom of T. 7 $., R. 18 W,
deemed sufficient in extent to facilitate the development of the
natural resources and mark the boundaries of those sections normally
considered State school sections.

For the test and description of equipment and method of survey
used, see the notes of the concurremt survey of a portion of T. 8 §S.,
R. 17 w,

The geographic positiom for the southeast corner of the township
is in latitude 40° 10'00.78"N.and longitude 113° 48° 48.10"™,, as
determined by traverse from U.S. Coast and Geodetic Survey triangulat{
station 'Wild Mule" which is located in sec. 31 of T. 6 S., R, 19 W.

The magnetic declination was determined by taking the average of
several readings observed throughout the course of the work, and was
determined to be 17° E.

East Boundary of T. 7 §., R. 18 W,

| cribed in the official record of the survey of T. 8 S., R. 18 W.

Beginning at the cor. of secs. 1 and 36, Ts. 7 and 8 S., R, 18 w.,
monumented with a 3 in. irom post, set, mkd. and witnessed as des-

from which
The closing cor. of Ts. 7 and 8 S., R. 17 W., monumented with

a 2k in. iron post, set, mkd. and witnessed as described in the
fiald motes .of the cemcurrent gurvey of T. 8 S., R. 12 W., bears
S., 8.07 chs, dist,

North, along the E. bdy. of sec. 36.

Over rolling hills, general NNE. slope, through moderate sagebrush,
desc. 260 ft. to point for k sec. cor.

Old railroad bed, bears E, and W.
Road, graded, bears E. and W.

Road, graded, bears W. and SE.

Point for the k sec. cor. of sec. 36.

Set an iron post, 30 ims. long, 24 ins. diam., 20 fns. in the ground

with brass cap mkd,

78 i

R18W RITW
t
$36
1958

Raise & mound of stome, 3 fr. base, 2 ft. high, W. of cor.
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Chains

73.60
78.70

80.00

10.20

20.10 .

36.30

40.00

43.50
44,70
73.20

80.00

Py

Continue descent, desc. 130 ft. over broken general NE. slope to
point for sec. cor.

Road, graded, bears NE. and SW.
Wash, 35 lks. wide, 4 ft. deep, drains NE,
Point for the cor. of secs. 25 and 36.

Set. an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground,
with brass cap mkd.

T78
R18W R17W
3251530
536 53
1958

Raise a mound of stone, 5 ft. bgse,‘Z ft. high, W. of cor.
Léna, rolling, general ESE. drainage.

Soil, sandy and gravelly.
Vegetation, moderate sagebrush.

North, along the E. bdy. of sec. 25.
Asc. 75 ft. over broken hills, general SE. slope.
Shoulder of hill, slopesW.; desc. 100 ft. over N. slope.

Wash, 1 ch. wide, 2 ft. deep, drains.E.; asc. 30 ft. over broken
general ESE. slope, to point for % sec. cor.

Wash, 50 lks. wide, 6 ft. deep, drains E.

Point for the % sec. cor. of sec. 25.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and .in.a mound of stone, 3.ft. base to:-top, with brass cap mkd.

-T78
R18W R17W

X
525
1958

Continue ascent, asc. 80 ft. over broken general easterly slope to
point for sec. cor. .

Wash, 50 lks. wide, 5 ft. deep, drains E. . .
0ld railroad grade, bears NE. and SW...

Wash, 1 ch. wide, 4 ft. deep, drains SE.

Point for the cor. of secs. 24 and 25..

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground,
with brass cap mkd.

T78
R18W R17W

-s24) -
825|319

1958 . '

W 8. GOVERNMENR PRINTHNA OFFIOR. - - M—2B580~2




Chains

17.80

36.70

40.00

48.10

66.60
72.90

80.00

40.00

40.10

1

Raise a meund of .stone; 3 ft. base,..2 ft, high, W. of iron post.
‘Land,.broken hills. - . ... . . | . e a
+8oil,sandy and gravelly. . L ,
Vegetation, moderate sagebrush.

)

North, along the E. bdy. of sec. 24. |

Asc. 280 ft. over rolling broken general ESE. slope to point for 3
sec. cor. !

Spur, slopes E,
Sbur, slopes SSEy -
Point for the X.dec. cor. of sec..24.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 6 ft. base to top, with brass cap mkd.

T7S 1 “ »
R18W R17W

%
s24

1958
Continue ascent, asc.;i70 ft. over E. slope.

Spur, slopes E.; desc. 120 ft. over brokem NE. slope to point for
sec. cor. '

Wash, 30 lks, wide, 4 ft. deep, drains NE.
Wash, 30 lks. wide, 6 ft. deep, drains NE.
Point for the cor. of secs. 13 and 24,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground,
with brass cap mkd.

T78
R18W R17W
S13icy
222181
524 8
. 1958

Raise a mound of stoﬁe, 3 ft, base, 2 ft. high, W.. of iron post.,
Land, rolling hills, general E. drainage.

Soil, gravelly. o
Vegetation, moderate sagebrush.
! ' +

Noxth, along the E. bdy. of sec. 13.
Asc. 75 ft. over rolling hills, general ESE. drainage.

True-potnt for the ¥ sed. .cor. of sec. 13 falls at edge of wash where
cor. cannot be perpetuated.

Wash, 1;ch;J§ide, 6 ftaxdaep, drains SE. . ¢




Chains
42.00

43.00

53.70

69.20

80.00

10.10

21.70

40.00

56.80

80.00

.Point selected for the witness ¥ sec. cor. of ssc. 18.. .. [ i

. <‘Bast | % . o.ifge?

!

Set an iron post, 30 ins. long, 2% ins. diam., 18 imns. in' the groujd,
and in a mound of stone, 3 ft. base to top,:with.brass cap mkd. ‘
o , Y : |

178 ' !
R18W R17W
¥ :
s13 r
we , ;
1958 o . o

Small draw, drains SE.

Wash, 1 ch. wide, 4 ft. deep, drains NE.; asc. 50 ft. over rolling;
broken general ESE. slope to point for sec. cor. ‘ .

Wash, 50 lks. wide,.2 ft. deep,.drains SE.
Point for the cor. of secs. 12 and 13.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the grouad,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S
R18W R17W
Sl12
==I8
S13 !
1958

Land, rolling hills, general ESE. drainage.

Soil, rocky.
Vegetation, moderate sagebrush.

North, along tﬂe E. bdy. of sec: 12,

Asc. 280 ft. over éeneral SE.‘sloée.

Waéh, 50 lké. widé, 5 ft.(deep,‘arains SE.,
Spur, slopes E.; desc. 450 ft. over N. slope.
Point for the % sec.;éor. of sec. 12,

Set an iron post, 30 ins. long, 2% ins. diam., 3 ins. in the ground
to bedrock, and in a mound of stone, 4 ft. base to top, with brass

cap mkd. | . . AR

T7S
R18W R17W
* .
512
1958 _ ‘ i

Continue descent, desc. 280 ft. over broken NNE. -slope.
Rocky knoll. . : : Y

Point for the cor. of secs. .1l and 12,

Set an iron post, 30 ins. long, Z%iins. diam., 3‘ins.>in éhe ground

to bedrock, and in a mound of stone, 6 ft. base to top, with brass
cap mkd. :

t

' e §, GQOVERNNENT RRINTING OFBICA: v - IMOc—2B50-3




1130

Chains
42,00

43.00

53.70

69.20

80.00

10.10
21.70

40.00

56.80

. 80.00

‘Point selected for the witness k sec. cor. of sec. 13,

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the grouad,
and in a mound of stone, 3 ft. base to top,.with brgss cap mkd.

T78
R18W R17W
1

513
Wwce
1958

Small draw, drains SE.

Wash, 1 ch. wide, 4 ft. deep, drains NE., asc. 50 ft. over rolling,
broken general ESE. slope to point for sec. cor,

Wash, 50 lks. wide,.2 ft, deep, .drains SE.
Point for the cor. of secs, 12 and 13.

Set an iron pdst, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stomne, 3 ft. base to top, with brass cap mkd.

T7S
R18W R17wW
812
S 7
S13
1958

Land, rolling hills, general ESE. drainage.
Soil, rocky.
Vegetation, moderate sagebrush.

North, along tﬁe E. bdy. of sec. 12,

Asc. 280 ft. over general SE.Vslope.

Wash, 50 1lks. widé, 5 ft.ideep,'drains SE.

Spur, slopes E.; dese. 450 ft. over N. slope.

Point for the % sec. cor. of sec. 12,

Set an iron post, 30 ims. long, 2% ins, diam., 3 ins, in the ground
to bedrock, and in a mound of stone, 4 ft. bage to top, with brass

cap mkd. . o

T78
R18W R17W

%‘
512 ‘
1958 z

Continue descent, desc. 280 ft. over‘btuknnfluxw:slope. ‘ !
Rocky knoll. . . s S e

Point for the cor. of Becs. 1 and-12- RN uﬁrj T : i

to bedrock, and in A mound. of :8tione,. 6 ft. ‘base to top,sw th hrass

Set an iron post, 30 ins. long, 2% 1ns diam., 3 ins Ihe ground
cap mkd.

]
i
!

E

;

Pk



112

Chains
35.70

39.40

40.00

47.70
50.60 -
63.90

80.00

- Draw, coursge- NE., asc., 30m£t. ‘over: SE alope.-

West £ Ta 1:8i l_‘..lﬂ:ﬂ. Sl
EHLTI]

Spur, slopes SW.; desc. 15 ft, over NW. slope.

Draw, course SW. ‘ !

Point for the % sec.lcor. of secs, 31 and 36, |

Set an iron pose, 30 iﬁs. long, 2% ihs. diam., 1Q ing,.in the grounL
and in a mound of stone, 4.ft. base to:top, with hn;aslcgq mkd,

178 |
R19W.R18W . . o i

X
$36s31-. - .. oo
1958

Aé;. 540 fé: o;e;.brokee; ge;era1 ééE..siope.».rl
Spur, slopes E. R el

Draw, course SE.

Spur, slopes We; desc. 340 ft. over N, slope.

Point for the cor. of secs. 25, 30, 31 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins. in the ground
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

.. T78.:
R19W R18W

. R25}830
$36(S31
- R ol 1958

from which. . . e L . B

- A pinon, 5 ins, diam., bears N. 6° w., 1.52. chs dist., mkd .,
T7S R19W S25 BT. . 3

A pinon, 10 ins. diam,, bears N, 26° E,, 78 lks, dist,, mkd,
T7S R18W S30 BT; :

A pinon, 8 ins. diam,, bears 5. 60° 20' E., 13 1lks, dist.,
mkd. T7S R18W S31 BT. .

:No-.other suitable:bearing tre2 available.

. Land, rolling hills, S. % drains:S. and.N.ek dreins Nm.
Soil,: rocky. = :

y Vegetation, ‘moderate black sage and shadscale.

Timber, scattered- juniper and pinon. . U

DTN oo ¢ - <
. ¢ v L e

North, bet. secs. 25 and 361”:L, S el

Over general NE. slope, through scattered juniper and pin

_ im.ﬂ; .

point for % sec..cori .. .. T

Road, dirt, bears NE., and SW.. . ...

. ., = -
e el e - gt~

-Polnt of spur, slopes E,;wdesc 300 ft. pyer general NH. 1lope to

1-Point for the ¥ secy .cor. of secs.:25. and 30. itk

A :3;3.»;'




_oi s .o West Bowmdaxy of T..7 S., R, 18 W.

T

™ cami

79.70

80.00

6.50

10.20

14.80
24.30

40.00

Set an iron post, 30 ins. long, 2% ins. diem., .6 .ims. in the ground,

and in a mnund of atc-e, 5 ft base to top, wich brass cap mkd.

< .- B . ¢

T7S o
R19W R18W

'4‘;4% . t
s25[s30

1958
Continue deecent desc 90 ft over NH. slope

Small drew, course NNH for 50 lks . thence N.

1.

‘roint for zhe cor., ef ‘secs . 19 24, 25 and 30,

Set an iron post, 30 ins§. long, 2% ins. diam., 3 ins. in the ground,
and in a mound of stohe; 5 ft. base to top, with brass cap mkd.

o 175
RLOW R1SW

824819
© 8251830
1958
from which

A juniper;.8:ims. diam., bears §. 40°°E., 1,70 chs. dist,, mkd.
T7S R18W S30 BT.

A juniper, 8 ins. diam., bears S. 48° 45' W., 1.41 chs. dist.,
mkd. T7S RL9W S25 BT. . :

-No other suitable bearing trees availabie.

Land, rolling hills, general NW. drainage
-8oil, rocky..

Timber, scattered Juniper and pinon.
Vegetation, moderate black sage and shadscale.

North, bet. secs.. 19 and 24.. . . S

Over rolling hills, general NW. drainage, through scattered timber;
desc. 100 ft. .o Dot e - .

Draw, coutse.NE.; asc. 50 ft. over SSE slope
Spur, slopes E.; thence over rolling, broken general SW. slope to
point for ¥ sec. cor. B

Wash, 50 lks. wide,\é}ft. deep, drains NW,
Spur, slopes W.
Point for the.k'sec.-cor. of sees. 19:and 2&.

‘Set .an firon pos¥, 30 ias. -leng, 2% ins. diam:, 14 -ins, in the ground,
and in a mound of stone, 4 ft. base to top, wtth brass cap mkd.
I A IR 20 S S PTYS -
_ R19W R18W
sza|s19
-~ ' 1958 - (-




E Y

Chains

43.00

80.00

12.00
19.90
23.80

34.00

40.00

42,20

54.30
60.10
72,20

80.00

West ~.of Ps 7 8.. R. 18 W,

from which . . T : A Y R T

A juniper, 4 ins. diam,, bears N. 24° 45° E., 47 lks. dist.,
mkd. % S19 BT. '

A juniper, 4 ins; diam., bears S. 48° W., 18 lks. dist., mkd. ;
% S24 BT.

Draw, course W.; asc. 180 ft. over SW. slope.
Point for the cor..of secs., 13, 18, 19 and 24.

Set an iromn post, 30 ihs. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd.

- T78
R19% R18W
S13{S18
5241519

1958
Cor. point falls on steep rocky WSW. slope.

Land, rolling hills, general NW. drainage.
Soil, rocky.

Timber, scattered juniper.

Vegetation, moderate black sage. and shadecale. .

North,.bet. secs. 13 and 18.

Over rolling hills, through scattered timber; asc, 180 ft. over SW.
slope.

Crest of rocky spur, slopés SE.; desc. 330 ft. over NE. slope.
Peak, slopes NE.
Limestone ledge, 20 ft. high, bears NE. and SW.

Road, dirt, bears NE. and SW. in draw, course NE.; asc. 70 ft. over
SE. slope. ‘

Point for the % sec.bcor. of sécs. 13 énd 18.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground,
and in a mound of stone, 4 ft., base to top, with brass cap mkd,

178 :
R19W R18W

.
S13{s18
1958

Continue ascent, asc, 20 ft, over SE. slope.

Point of spur, slopes SE.; desc. 90 ft. over E. slope, across series
of small spurs and washes. .

Point of spur, slopes NE.; desc. over NE. slope,
Fzc.

Draw, course ENE.; asc, 90 ft. over SE. slope.

Spur, slopes NE.; desc, 80 ft. over N. slope.

Point for the cor. of secs. 7, 12, 13 and 18.

G o MENERRNEED SUMWINA SVPACE. -  30-~20500-3




w“t‘.w‘*"o‘". ‘I 'J' ‘(‘9 ”‘u. -

[

AT
J ] 3
L

-t

-
Chains P R
4oty ] Sde -em-lden posty 30:dns. long, 24-ins. diam,.,:18 ins. in'the ground,

and in a mouad of atone, 3 ft. base to. top, with brass_cap mkd.
T78 3
SR R19W R18W ‘
o s121s 7
o 813818
B 15958
: ‘band, rollfmg:-hills, gemeral ME. drainage.
Soil, rocky. ,
Timber, scattered juniper, S : ¢ \
Vegetation, moderate black nage nnd lhnd:cale., : ¢ -
Noxth, bet. aeca. 7 and 12,
Over rolling hills, general NE..drainage, through scattered timber;
desc. 100 ft. to polnt for § sec. cor.
1.90 Hllh 10 lks vide, 2 ft. deep, dtains NE.
4.90 | Point of spur, slopea NE. (
5.80 Draw, course E.
7.70 | Point of spur, slopes NE.
16.20 Draw, course E.
25.30 | Spur, slopes NE.
32,60 | Draw, course NE.
37.40 [ Point of spur, slopes NE.
40.00 | Point for the k sec. cor. of secs. 7. and 12, . .
Set an iron post, 30 ins. long, 2§ ins. diam., over cross (X) mkd. on
solid bedrock and in a mound of stone, 5 ft, base to top, with brass
cap mkd, : . .
. T78 .
R19W R18W
- s12|s 7
1958
Cont. descent; desc. 190 ft. over rolling, broken NE. slope to point
for sec. cor.
40,30 | Small draw, drains E. for 1 ch., thence NE.
41.80 | Point of spur, slopes E. !
44 .60 | Draw, drainl E. fot 150 lks., thenoe.NE.v i
50.50 | Potat ot apur, llopos Nl. . e g;b - i '
50.30 | Leave hilla which be‘r NW. nnd SE., enter level valley. ‘
59.20 | Road, graded, bet. Gold n111 Utah and/u. 8 Ngvnda Highw‘y No. 501

80.00

bcurl NW. and SE. i
! f
B !

Point for the cor. of secs. 1, 6, 7 and 12,




Chains

1.80
10.50

40.00

48.50

. 74,50

78.00

82.44

.;F t.am iron post, 30»“113- lemg, 2% ing. qmgn&zm sim the .

- 10

West .Boundary of T. .7 S Reid@ M. oo w

i . N
' il

th brass_cap mkd. - PR ST - TR AL IR 1Y im.s»

. 78

R19W R18W

s1|s 6

si2]s 7 :
1958 ;

Raise a mound of stome, 2.ft. base, 1% ft..;_h;gh,““'g Qﬁui.xop post.
Land, rolling hills, general NE. draimage.. :- . : ‘dmx

Soil, sandy.and rocky. . - S rEaT. o (.;',ﬁ,: PERENTE
Timber, scattered juniper in hills. ‘
Vegetation, black sage.

o simbs PRSP

Noxth, bet. sees, 1 and- 6. ST

. L '
€ e eeea D duens o LT . )

Over nearly level land through scattered undergrowth

[ <. i

Wash, 20 lks. w1de, 2 ft deep, drains NW

Small spur, slopes NW. from SE.; desc. 70 ft: over NE. slope. )

Point for the % sec. cor. of secs. 1 and 6.

Set an iron post, 30 ins. long, 2!5 ins. diam., 22 ins. in the grouna
and in a collar of stone to top, with brass cap mkd., -

T78 . : nLLl

R19W R18W “ i
!I.' oL e
S 1|s 6
1958 .- oL
Road, dirt, bears NW.. and SE. ., . .. _ B T - '
Road, dirt, bears NE. and SW. .. .. .. . .:

Wash, 20 lks. wide, 2 ft. deep, drains NE.
Intersect the S. bdy. of T. 6 S., R. 18 W.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in ‘the ground
and in a collar of stone to top, with brass cap mkd.

T6S R18W
. - B - ) I
s 1|s 6 o
T78
¢ ~RIW R18W
ccC
. 1958 e
From this cor. the cor. of . 6 S., Ra. 18 and 19 W,, bcnrs N. 89°
55' W., 9.05 chs. dist. and is monumented by an iron post, 2k ins. .
diam., set, mkd. and witnessed as described in the field notes of
T. 6 S., R. 18 H., surveyed concurrently nnder this same group,
Land rolling, ge.neul NE dtainage.
8oil, sandy and .rocky, . oLl TR
Vegetation, black sage. . I L




Portion. of the Subdivisiom of T. 7 S.I R. 18 W.

Chains

6.00
9.00

11.70

35.30

40,00

63.70
74.90

80.00

2.00
32,70

40.02

Cor. is located approx. 2 chs. S. of wash, 80 lks, wide, 2 ft. deep,

~d

From the cor. of secs..l, 2, 35 and 36 on the 8. bdy. of the township
monumented with a 2 in. iron post, set, mkd. and witnessed as describéd
in the official record of the survey of T, 8 S., R. 18 W,

N. 0° 01' W., bet. secs. 35 and 36.

dver folling‘hillé,-éeneral Ni. ar;in;gé,‘thréugh moderate black sage
desc. 30 ft. . . . i . .

Road, dirt, bears WNW. and ESE.

Wash, 50 lks, wide,. 3. ft. deep, .drains NE.; .asc. 13Q ft. over.S. slop¢.

Road, graded, betweem Gold Hill, .Utah and U.S, Nevada Highway No., 50
bears NW., and SE.

>

Spur, slopes SW.
Point for the i séc. cot; of éecs. 35 and 36.

Set an ironvpo;t, 30 Lné. léng, 2% ins. diam., 20 ins. in the ground,
and in & collar of stone to top, with brass cap mkd.

T7S R18W

X
835}s36
1958

Desc. 160 ft. over btéken NE. slépe to‘point for sec, éor.
Old road, bears NE. and Sﬁ.

Spur, slopes NE.

Point for the cor. of secs. 25, 26, 35 and 36.

Set an iron post, 30 ins. long, .2k ins. diam,, 12 ins. in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd,

T75 R18W
8265825
835(sS36
. 1958
drains NE.
Land, rolling hills, general NE. drainage.

Soil, gravelly,
Vegetation, moderate black sage and shadscale.

From the cor. of secs. 25 and 36 on the E. bdy. of the township.

N: 89‘ 51; W.;Abet. secs. 25 and 36.

Over ralling hills, general NE. drainage, through. scattered undergrowth.

Rocky draw, drains S. for 60 lks., thence SE. to main wash.

O0ld railroad bed, bears NNW. ;nd SSE; o -

Point for thc figéé. cor. Af secs, és'aﬁé 56. _

Set an iron post, 30 ins,. long, 2% ins. diam.,:ﬁé:ii;;tin‘the %rﬁund,
with brass cap mkd,




(WY

0]

- ]4‘50 i

Chains

59.70

65.20

80.04

5.80

13.80

22.50

32.90
38.70

40,00

48.40
56.00

66.10 :

78 .10

. Portion-of ithe Sukdivisbesi+X. 7 S. R. .

eainil i
doLuE ‘f{ JX7S RIBW o oo el werip| The ;‘:‘K‘“um‘f'
S LT 825 i i bu XSGR

: S S R E I Co S I B 1 S
Desc. 50 ft. over N. slope. j
. .AJ Lt il .- 8 R -
Draw, course SE.; asc. 230 ft. over broken SE. slope to p?int for
sec, cor. B B P T O N S 0? B
Spur, SE. | |
Braw, course 8E. . . g Lo ol e B TP T 1u€i ‘
Bdn el tilwe ndba ,
|
High rocky spur, slopes SE. f
] i
{

. ) : % 336 RS (I 2 §
1958 o ,
Deposit rock mkd. with a cross (X) at base of 1ron post
Q4 . . FRRE R 5
Asc. 160 ft. over broken NE slope. R A A e g
Old road, bears NNE. and SW.. .. .w«w i.iu’ (270 GHBORTT Ll
!
Wash, 10.lks. wide;.3.ft, deep, .drains W, . .- (ﬁ?ur'i Ll
i
Point of spur, slopes:N.;.desc..70 ft. .over NW;;slopesus
The cor. of secs. 25, 26, 35 and 36. ) E '
Land, rolling hills, general NE. dralnage. f
Soil, sandy .and gravelly..~‘n. .. . DoEa LGl gt D0lne
Vegetation, moderate black sage and shadscale. ) | f
S . NS T .(.. TIoas ‘ | ‘
A TR T R 7 ; ;
From the cor. of secs. 3, 4, 33 and 34 on the S. bdy. of ;he towns hi

monumented with a 2 in. iron post, set, mkd. and witnessed as
in the official record. of the survey of T. 8 S., R. 18 W.

i r
N. 0° 02" W., bet. secs. 33 and 34. |
Over rolllng hills, general NE drainagew through scattered timber;
asc. 70 ft. S N S S !
Road, dirt, bears W. and E, for 2 chs., thence NE. .-: . : |
Spur, slopes NE, .. . BT A S0 'g . ;
Point of spur, slopes SE., desc. 80 ft. over MNE.. slope. i
Draw course E., asc, 80 ft. over S. slope. ‘ o

Crest of spur, slopes,NB. i ;
]
Set an .irom post, .30 .ins, long, 2% .ins. .diam., 18 bns.'ih the grouqd
and in a mound of stone, 3 ft. base to top, with brass clp mkd, :

Point for the % sec. cor. of secs. 33 and 34.

© TIS RISW ... .o L o el

X e DN
e e vlsaa;'saa:. P NI
1958 ! j

from which '

A Juniper 6 ins. diam., bears S 75‘ 15'v ., lllks; Hlst.,
mkd, % S34 BT. ol B . T S

A pinon, ‘4 ins: diam., bears 8..20° W., .32 lks. dist; » {mkd,

% S33 BT. :

£ S SENERANIPIR R AN APV s My 2P0



Chains
80.00.:

- .

Peint . for.thé.cor.:ofisecs..27, 28, 33.and 34. .

Set an iron post, 30 ins. long, 2 ins. diam., 6 ins. in the ground,

io] and{ i a.mouhd. of stone, 4 ft..base to: top, with brass cap mkd.

T7S R18W
.. - s28|s27 -
s33[s34
9% i . .io 1958

No bearing trees within.limits.-

[
t

. A A
Land, broken hills, general E. drainage.
Soil, rocky. .. . -
Timber, scattered juniper and pinon.
Vegetation, moderate blick.sage and shadscale.

sy e oo g
oomE Bl

[ R P EY) Jillts

21,781

22,40

40.00

45450 -

80.00

N. 0° 02' W., bet., secs, 27 and 28,

Over broken hills, general E. drainage, éhrough séaétered‘timber;
desc. 170 ft. over ENE. slope. .

:Wash, 10 lks. wide, 3 ft. deep, .draims SE..

Road, graded, between Gold Hill,-Utah.and U,S, Nevada Highway Ne.50,
bears WNW. and SE.; asc. 120 ft. over S. slope.

‘Poiﬁt“for tﬁé.k-séc. cor. of secs. 27 ,and 28,

Set an iron post, 3@ ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd.

T7S R18W

%
. 528827
1958

from which

A juﬁipéf, 5 ins. diam;; beafé_é} 7° 45! W:, 1,11 chs. dist.,
mkd. % S28 BT.

A juniper, 4 ins:'a{am;,'bears S. 75° 45! E., 1.36 chs, dist.,
mkd, % $27 BT.. .. ) S S

‘Wash, 30.1ks. wide, 3 ft. deep, drains SE.; agc. 350 ft. over S.

slope.
Point for éhe cor. éf.secs.lil, 22, 27 énd;28.

Set an ifdﬁ éost; 30 ihs;‘léng, 2%'1ns. diam., 8 ins, in the éround,
and . 19 3 meund of .stome, 4 ft. base to top, with brass cap mkd.

. T7S R18W
S21]S22
! . i NI it. Y .SZB 827_-.
R R T R . 1938
from which

U.S.L.M. ¥e. lﬁifﬁhiih is monumented with a mound of stone, 5 ft.
base, 3 ft. high, 9 in. post, 6% ft. high, in center of mound

of stone, post mkd. U.S.L.M.10, bears S. 80° 38' E., 71.95 chs.
dist, - :




4.50
25.00
37.00

40.00

46.90
50.10
70.70
78.70

80.00

LRV ;

A juniper, 6 ins. diam,., beaws N, 87° 30’ K., 31: um,au gt
mkd. T7S R18W S27 BT. {
A guniper, 5 ins. diam., bears 8. 45° 15! v.,.sz{1n..;41s:.,
akd. T75 R18W S28 BT. ,
H
No other bearing trees within limits. '

Land, broken hills, general S. slope. i ;
Soil, rocky. o

Timber, scattered juniper.amd pinom. ol :
Vagetation, wmoderate black sage.

N. 0° 02' W., bet. secs. 21.and 22,

Asc. 590 ft. over SW. slope of Dutch Mountain, through scattered
timber.

Draw, course SW.
Top of spur, slopes SW.

Crest of ascent, bears E. and NW.; deac., 65.ft, over N, olon.--

Poimt for the k sec. eor. of secs. 21 and 22,

Set an iron poot 30 Lns. long, 2& ins. diam,, 20 uu in, the grouad
with brass cap mkd. . .

-T78 R18W

X
s21|s22
1958

Raise a mound of stone, 2§ ft, base, 2 ft, high, W. of iron post.
from which

A pinon, 4 ins. diam., bears S. 63° 30' W., 1.39 chs. dist.,
mkd, T7S R18W S21 .B3T.

No other beu:ing trees within limits.
Continue d‘ucmt, du‘c‘. 190(£t; a;er ‘N. »-loﬁc.
Fork of camyon, course W. for 1 ch. to intersection with main canyom}
Main canyon, course SW.; asc. 225 ft. over SW. sloée.
Spur, slopes W.; desc., 70 ft. 'over broi..en W. slope.

Point of spur, slopes ﬂ.;' Gﬂtiﬂ' ‘“c'-lt ovek . Wi ojope,
Point for the cor. of secs. 15, 16, 21 and 22.

Set an iron post, 30 ims. long, 2§ ims. diam., 18 ins. in the ground,
and in & mound of stome, 3 ft. base to top, with brass cap mkd.

T78 R18W
816]81
1 =
1958

from which o .

6 NSNS RN SRS A GRS
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Chains

2.10
15.00
3i.50
37.00

40,00

58.40
65.30
74,70
79.40
80.00

[N ]
bi

A juniper, 10 ins. diam,, bears N. 67° 30° W.; ‘82 lks, dist.
mkd T7S Rlaw s16 BT

pinon, 6 ins diam., bears §. 87‘ 15' W., 1 ch; dist., mkd.
T7S R18W 521 BT.

No other bearing trees within limits

land, broken hills, general N. and NW. draiuage !
Soil, rocky. x
Timber, scattered juniper and pinon.

Vegetation, moderate black sage. - - . S

N. 0° 02' w., bet. secs. 15 and 16. C o

Desc. 60 ft. over broken hills, general WNW. sdope, ‘through scattered
timber.

Draw, course NW,

Spur,‘slopes WSW{

Canyon: ;ourse éﬁ.

Spur, slopes SW.

Point for the E 3 sec- cor. ‘;f secs. 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam,, 18 ins. in the ground,
and in a mound of stone, 3 fe. baae to top, with brass cap mkd.

T7S R18W
‘ - $16(515 -
1958
from which

A juniper, 4 ins. diam,, bears S. 80° 15' W., 37 1lks. dist.,
mkd. X S16 BT.

A juniper, 12 ins. diam., bears S. 69° 15' E., 16 1ks. dist.,
- mkd. k 815 BT. L o - :

Continue over broken general WNW. slope, desc 215 ft.
Canyon, course SW., asc, 140 ft over SW. slope

[

Point of spur, slopes Nw., desc. 170 ft. over Nw slépe,
canyon, course W, - . ¢ N s
Point of spur, slopes-NW;

Point for the cor. of sécé. 9, 10, 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 3.-ft. base to top, with brass-cap mkd.

- . T78 R18W---

§-9[s10" - - ¢
§16[s15

1958




™)
)

Chains

10.00
24,20

24,90

40.00

50.10

63.50

80.00

Portiom, of the Subdiwision, T..7 3., R. 18 W.

from which

A pinon, 4 ins. diam., bears S. 54° 15' W., 95 lks. dist.,
ukd, T7S R18W S16 BT, _ o

A pinon, 6 ins. diam., bears S. 59° 30' E., 20 lks. dist.,
mkd. T7S R18W S15 BT. , L e

A pinon, 4 ins. dism., bears N. 24° E., 18 lks. dist., mkd,
T7S R18W S10 BT, Lo

A pinon, 8 ins. diam., bears N, 45° W., 21 lks. dist., mkd.
T7S R18W S9 BT.

Land, broken mountains, general WNW. slope.
Soil, rocky. . . L o
Timber, moderate juniper and pinon.

Vegetation, black sage.

N. 0° 02' W,, bet. secs. 9 and 10.

Desc, 250 ft. over general WNW. slope, through scattered timbe}.
Head of canyon, course W.; asc. 115 ft. over Sﬁ.‘siopé;L

Crest of rocky spur, slopes NW.; desc. 460 ft. over N. slope.d

Limestone ledge, 50 ft.lhigh, bears NW. and SE;;'confinué-descént
over N, slope,

Point for the % sec. cor. of secs. 9 and 10,

Set an iron post, 30 ins. long, 2% ins. diam,, 16 ins. in the ground,
and_in -a mound of gtone, 3 ft. base to top, with brass cap mkd.

T7S R18W

%
s 9[s10
1958,

e .

Continue descent, deac. 200 ft. over N. élope.

Draw, course NW.; leave scattered juhiper and pihop; continue to desc}
75 ft. over NW. slope.

Point of spur, slopes NW.; desc. 150 ft. over NE. slope.

Point for the cor. of secs. 3, 4,'9 and 10,

Set an irom post, 30 ins. long, 2% ins.diam., 18 ins. in the gfound,
and in a mound of stone, 4 ft. base to top, with brass cap mkd,

T78 R18W .
S 4i{8 3

.S 9810 -
1958

Land, rolling hills, general N. drainage.

Soil, rocky.

Timber, very scattered juniper and pinom.

Vegetation, black sage and shadscale.

O 5. COVERNEELY FUIITING OISR 10—-20RNP-2
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- ‘Portion of the.Subdivisiom, T. 7 S.,-R.-18 W,

Chains

40.00

67.90
83.12

28.20. -
43,28

desc. 380 fQ,oner N. slope.

" [with brass cap mkd,

IN. 89° 55' W,., 4.78 chs, dist, and is monumented by an iron post, 2%

IT.6 8., R B*Wi,‘sufveyed‘concﬁriently under this same group.

N. 0° 02' w., bet. secs. 3 and 4.
Over rolling hills, general N. drainagé; throﬁgh scattered undergrowth;

Point for the % sec. cor. of secs. 3 and 4, '

Set an iron post, 30 ins. long, 2% ins.'di;mi, 18 ins. in the éfound
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R18W
Sl e Ll 1L L.l S<4‘|S’3'

1958

Cont. descent; desc. 90 ft. over NW. slope to point for closing cor,

Road, dirt, bears Nw.vand SE.

Intersect the S. bdy. of T. 6 S., R. 18 W. at the point for the clos-
ing cor. of secs. 3 and 4. L :

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins, in the ground,

¢ T6S RI8W
. _S;4JS 300 T
cc o
L oo T78 31821
Coe 1958 I _
Deposit rock mkd. with a cross (X) at base of iron post.

From the cor., the cor. of secs. 33 and 34, T. 6 S., R. 18 W., bears

ins, diam,, set, mkd. and witnessed' as”described in the field notes of

Land, moderate N. slope.
Soil, gravelly, . el s
Vegetation, moderate black sage and shadscale,

< -

The point for the cor, of secs, 2 and 3 is at proportionate dist., bet,
the closing cor., of secs. 3 and 4 and the pgnge line hetween Rs. 17
and 18 W. to the east .(longitudinally).

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

C T res risw,
B e . ., S35 .
o e e 532 .

‘ ' T78
1958 . !
From this cor. the cor. of secs. 34 and 35, T. 6 S., R. 18 W. bears
N. 89° 55' W., 4.84 chs, dist. and is monumented by an iron post, 2%
ins. diem., set, mkd. and withessed as déscribed in the field notes
of the concurrent survey of T. 6 S., R. 18 W.

S. 0° 02' E,, bet. sees. 2 and 3. ° '

Over rolling hills, general N. drainage; asc. 260 ft. over general N.
slope to point ' for' %} se¢. cor, =~ °° <0t :

3

<

Road, dirt, bears E. and W. - L
Point for‘thé X éec.-éor. ofAsecs; 2 ;nd 3.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 3 ft, base to top, with brass cap mkd.

T7S R18W

k
s 3|s 2
1958

Cont. ascent; asc. 670 ft. over broken general NE. slope to point for
sec. cor,




Chains
56,60

71.10

83,28

26.80

43.44

77.10

18

Portion, of the Subdivis:: » . T. 7 8...R.:18 -,

, . et )

Point of rocky spur, s;opes.NE.

€

Crest of spur, slopes NE.; enter scattered junipet and pinon,

Head of draw, éourse NE.
E [ - . . ° ¢

Point for the cor. of secs. 2, 3,:10 and 11,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 5 ft, base to top, with brass cap mkd.

T7S R18W . ;
"8 3]s 2 - Ty
510|s11

1958

Y - . . o .. . . 8
from which . . . L

" Cor. N6, 1-1 6f January and’ New Year mininglclaim‘lodes,
Mineral Survey No. 5329, bears N, 78° E., 16.10 chs. dist.

Land, mountainous, general NE. slope.

Soil, rocky. -

Timber, N. % none, S. % scattered juniper and pinon.
Vegetation, moderate black sage and shadscale,

The point for the cor. of sécs. 1 and 2 is at proportionate dist.bet.
the closing cor. of secs. 3 and 4 and the range line between Re.. 17 -,
and 18 W. to the east (lohgitudinally).®" N -

Set an iron post, 30 ins. long, 2% ins., diam.,- 15 ins. in the ground,
and in a mound of stone, 4 ft. base to top; .with brass cap mkd.

T6S R18W
_S536 e
S ZIS ) I . N
T7S . w- ok
1958
From this cor. the cor. of secs. 35 and 36, T. 6 S., R. 18 W. bears
N. 89° 55' W., 4.90 chs. dist. and is monumented by an iron post, 2%
ins, diam., set, mkd.-and witnessed as described in the field notes
of T. 6 S., R. 18 W., surveyed concurrently under this same group.

S. 0° 01' E., bet. secs, 1 and 2.
Asc. 660 ft. over NE. slope; through scatteféd black sage.
Road, dirt, bears NW. and SE.

Point for thé % sec. cor. of sees. 1 and 2.

Set an iron post, 30 ins. long, 2 ins. diam., 18 ins. in'the .
ground and in a mound of stone, 3% ft. base to top, with brass cap
mkd, . e . . LI s .

U; @, GOVERNMENT PRINTING OFFIER: - ::10w28530-3
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._PBortion of ithe Subdivisios, T..7.8.; R. 18 W.

Chains

%53.60

54.50

64.20
70.20
?@:60
83.44

21.00
31.00
39.00

+0.00

7.00
3.00
1.00
6.00

2.30

Rocky gulch, course NW.

rag TT§ RIBW oo

I
1958 oo

Cont. ascent; asc. 120 ft. over NE. slope. ° «

Top "of limestone "ledgé, 40 ft. high, bears ‘NW, and SE.; desc. 190 ft.

over SE. slope.

Road, bladed, .bears ME, and SW., . ..
Gulch, course E,; llc;’200 ft. over broken general ENE, slope.
Point of spur, slopes NE.

Canydr, coursé NE. -

‘Point for the cor. of secs. 1, 2, 11 ‘and I2.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stome, 4 ft. base ‘to top, with brass cap mkd.

T7S R18W

S$2i1s1
Sll]sl2

© 1958

Land, semi-mountainqus, broken hills, general NE. drainage.
Soil, rocky.

Timber, scattered funiper and pimon.

Vegetation, N. X none, $. X moderate black sage.

N. 89° 53' W., bet. secs., 2 and 11.
Over mountainous land, through scattered timber.

Canyon, course NE.; asc, 470 ft, over NE. slope.

|Top of spur,'bears NE. and‘Sqt; desc, 130 ft. over NW. slope,

Canyon, course N.; asc. 120 ft., over NE. slope,
Top of spur, slopes N. for 4 chs., thence NW.
Point for the X sec. cor. of secs. 2 and 11,

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 3 ft, base to top, with brass cap mkd.

.. 178 R18W
s 2
X 51T |
o 1es8 = |

.

Desc. 380 ft., over series of broken spurs and washes.

Head of gulch, course NNW. .

Point of spur, qlopgs NW. o o . y i !

Point of spur, slopes NW. ;
Road, dirt, at bottom of canyon, bears N. and S.; asc. 160 ft, overi
NE. slope.




4—678Db

A T

Chains
80.00

1.30
34.80
40,00

47.50
52.20

57.80

64,60

72.60
79.90

80.00

|From the cor. of secs. 15, 16, 21 and 22.

20

Portion of -the Subdivisi:- . ' T. 7 S..R. 18 W.

The cor. of secs. 2, 3, 10 and 11.

Land, broken mountains, general N. drainage.
Soil, rocky. '

Timber, scattered juniper and pinon.
Vegetation, scattered black sage.

The point for the % sec. cor. of sec. 2 is at midpoint on the N. bdy.
of sec. 2, T. 7 S., R, 18 W, ‘ ) o '
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground
and in a mound of stone, with brass cap mkd. . . ; .
T6S
v k82
T7S R18W
© 1958 ;
From this point, the % sec. cor. of sec. 35, T. 6 S., R, 18 W., bears -
N. 89° 55' W., 4.87 chs, dist. and is monumented by an iron post, 2%
ins. diam., set, mkd. and witnessed as described in the field notes o
T. 6 S., R. 18 W., surveyed corcurrently undef "this same group.

N. 89° 51' W., bet. secs. 16 and 21.

Over broken hills, general WSW. drainage, through scattered timber; |
desc. 500 ft. over -broken W. slope to point for % sec. cor. .

Point of spur, slopes NW.
Draw, course SW.

-|Point -for the cor. of seecs, 16 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 2 ins. in the ground
to bedrock, and in a mound of stone, 5 ft. base, to top, with brass
cap mkd. \ T '
- T7S R18W
Slé
%51
. 1958

from which
A pinon, 10 .ins: diam., bears N. 62° 15' E., 14 lks. dist.,
mkd. % S16 BT.
" A juniper, 4 ins. diam., bears 'S. 2° E., 24 lks, dist., mkd.
¥ S21 BT. - -
Cont. descent; desc. 200 ft. over broken W. slope.
Spur, slopes SW. et o

Canyon, course SW.

Spur, slopes SW.

Canyon, course SW.; asc. 130 ‘ft. over SE. slope.
Spur, slopes S.; desc. 120 ft, over SW. slope.

Point selected for the witness cor. of secs. 16, 17, 20 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd,

. T75 R18W R .
W S17|S16
C S20(s2t:
1958
True point for the cor. of secs. 16, 17, 20 and 21 falls on edge of

small limestone ledge, 5 ft. high, which bears NW. and SE., where
monument cannot be perpetuated. ’ T e - U

€. 5. SOVERNMINT PRINTING OFPICE 14285802



.. Portion:of: the Subdivisiem; T..7/S., R. 18 W.

Y

0

Cbhains

7.70
26.50

40.00

48.00

80.00

11.60
23.60
34,10

40.06

land, broken. nnuntninn genexal WSH. dxu1n1g4 NS
s“l, r“kY\ - i
Timber, scattered junipct nnd pinon.

Vegetation, moderate black sage.

N. 0° 03' W,, bet. secs. 16 and 17.

Over broken iountntﬁo genernl W. drainage, through scattered timber
desc. 150 ft, over W. slope.

Spur, slopes 8W.; desc. 250 ft. over NW. slope.
Canyon, course W.; asc, 140 ft. over S. slppe,
Point for the &k sec. cor. of secs. 16 and 17.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins. in the ground,
and in a mound of stone, 4 ft, base to top, with brass cap mkd.

T7S R18W

k
S17|s16
1958

from which

A juniper, 4 ins. diam., bears N. 48° 45' W., 64 lks. dist.,
mkd, k¥ S17 BT,

A juniper, 5 ins, diam., bears S. 68° 35' E,, 85 lks. dist.,
mkd. k S16 BT.

Continue ascent, asc. 240 ft. over S. slope.
Spur, slopes E.; desc. 330 ft. over E. slope.
Point for the cor. of secs, 8, 9, 16 and 17.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 4 ft, base to top, with brass cap mkd, ‘

T7S R18W

S 8is 9
817|816

1958

Land, broken mountains, S, ¥ W. drainage, N. & N, drainnge
Soil, rocky.

Timber, scattered junipet and pinon,

Vegetation, moderate black sage and shadscale.

From the éor. of secs, 9, 10, 15 cﬁd 16.
N. 89° 47' W., bet, secs. 9 and 16.

Over broken mountainl, generalNH drninnge, through scattered timber;
desc. 440 ft, over broken NW. slope, to point for % sec. cor,

Draw, course NW.
Spur, slopes NW,.
Canyon, course NW,

Point for the % sec., cor. of secs. 9 and 16.




22

4~=873b
‘-‘Pbttion.ofmthafBubdiwiltomuutéul 8., R, 18 W, —
Chains o einmd
Set an iron. pest, 30 ins, long, 2% ins, diem,, 18 dngiida the groun@
and in a mound of stone, 2% ft. base to top, with brass cap mkd. :
Gee TIBIRISW . - a i
S 9 :
*sis
1958
40.90 |Point of small spur, slopes NW,; desc. 40 ft, over NW, alope.
45.60 |Draw, course NW.; asc. 130 fti:ever Wroken NE. slope.
49.80 |Point of small spur, slopes N, =~ . - .. - . v
52.70 |Draw, course N, ‘ T e el MR
61.20 |Top of spur, bears NW. and 8E.; dese.- 180 ft.. ever W.ielepe, -~
74.90 - |Ganyon, course NW.; ‘asc. 60 ft. ever NE. slope to peint for sec. cor
80.12 |The cor. of secs. 8, 9, 16 and 17,
LI
Land, broken mountains, general Nw, drainage.
Soil, rocky, -
Timber, scattered Juniper and pinon,
Vegetation, moderate black sage and shadscale,
From the cor. of secs, 5, 6, 31 and 32 on the §. bdy. of the township,
monumented with a 2 in, iron post, set, mkd. and witnessed as des-
cribed in the official reeord of -the gurvey of T, 8 S., R, 18 W.
N. 0° 04' W., bet. secs. 31 and 32, ’
Over rolling hills, general Sy. drainage, through scattered timber;
asc. 75 ft, overSW. slope, - . ‘e o ’ -
11.20 |Point of sSpur, slopes NW.; desc, 75 ft.. over-N. slope, P e
“34.50 Road, dtrt, bears SE, and MW, & . .. o N
. o maee L : RS A
35.20 Draw, course W,
40.00 |Point for the % sec. cor. of secs. 31 and 32,
Set an iron post, 30 ins, long, 2% ins, diam., 14 ins, in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd,
A . o S S TR R PR TS At ER
T78 R18W . :
PRSI R N STy 4 e 2
S 831‘332 R STREOS (SI TS T A
1958 o ‘
Asc. 25 ft. over rolling hills to point Fr sec. cor. |
S T PR SE R ST i
80.00 |Point for the cor. of secs. 29, 30, 31 and 32, f ;
Lt € aoen g R i i
Set an iron post, 30 ins. long, 2% insg. diam., 22 ing. ip Fhe ground,
it ~=Twith brasge: edp.mhdi sl el g rags G CREABILOM nadoud . g ! |
BRI R RIS N THE RE ﬁg(i{ﬁ\‘lh B T ’ e {
: 8301829 Wi woaron N 03 F ;
' Siils WA sownas weso i 03,1} !
f 1958 ., eqoiz  Tugh ? g g
! ' |
; W wezven  novasd ; LAY i ;
i
i cUl s ¥ LBLLE e Luno L sen a2 3¢l 3miod { 0,02 g !
i §od




Chains

12.50

40,00

56 . 30
7.95

30.00

L from which ' B L S S 7S SR B A

. e . . L. ¢+ T7S R1SW - T ‘

R r T L T ‘8321833 - .. S

L Co T L £ LY. e S O

1 from which - . oot :i R Y ~,‘
A juniper, 4 inu diam ;" bears: N-'11° W., 1. 11 chs; diSt

mkd 178 Rlsw 829 BT. S ) i

i Le gl : ‘

Joa
)
o

A juniper, 6 ins, diam., bears N. 54° w., 17]ks. dist., mkd .,
'T78 R18W 30 BT.. - S

A juniper, 4 ins. diam., bears N. 43° 45' E., 53 lks, dist.,
mkd, T78 R18W £29.BT.  -- o

A juniper, 6 ins.-didm., beats S. 28° 15' E., 59 1ks. dist,,
mkd. T76 R18W $32 BT -~ +: T

A junipex, 4 ins. diam., bears S. 49° 30' W., 35 lks. dist.
mkd. T7S R18W S31 BT

N — L

4

Land, rolling hills,
" Boil,: gravelly, ERTE : S
Timber, scattered juniper and pinon

Vegetdation; moderaté black sage and shadscale; -

L

From the cor. of sees, 4, 5,/32 and 33 on the S. bdy. of the township
monumented with a 2 in. 1ron post, set, mkd. and witnessed as des-
cribed in the official record of the survey of T. 8 S., R. 18 W.

(g

N. 0° 03' W., bet. secs. 32 and 33,
Over rolling hills, general SW. drainage, through scattered timber,

Wash, 10 lks, wide, 3 ft, deep, drains SW.; asc, 110 ft, over SE.
slope. .
c- v

Point for the % sec¢. cor. of secs, 32 and 33,

Set- an iron: post; -30 ins. long, 2% ins.- diam.,12:ins, in the ground,
and in a mound of stone, 4 ft, base to top, with brass cap mkd,

"T7S R18W

%
5321833 - -
1958

Cpf; falis on ppint ;f ppur whicp slopés E.
Asc. 120 ft. over general 8. slope,

Spur, slopes W.; deae.fISO-ft. over NW. slope.
Draw, course NH. s

Point for the cor, of secs, 28 29 32 and 33.

Set an iron post 30 ins. long, 2% ins, diam., 12 ins, in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd,

A juniper 4. 1ns. dimu., bears- N’ 29‘ E., 84 Iks. dist., mkd,
T7S R18W S28 BT, l i

{
1 ]




PR

Chains

1.30

40,00

40.80
44,80

45,20

80.00

Portion of the Subdivision, T.. 7 S., R. 18 W,

A juniper, 12 ins. diam., bears S. 33° 30' E.; 55 lks, dist.,
mkd, T7S R18W S33 BT.

A juniperlllo ins. diﬁm., bears S;_89° 45i W., 63 1ks, dist,, :
mkd. T7S R18W $32 BT, |

Land, rolling hills, S, ¥ drains SE, N. X drains NW. \
Soil, rocky.

Timber, scattered juniper and pinon.. . L
Vegetation, moderate black sage and shadscale,.

N. 89° 50' W., bet. secs. 29 and 32.

Over rolling hills, general NW. drainége, ;hrdugh gc;tzéred timber.
Draw, course NW.; desét>8b'fti :6 point_fof:; §;;,,;or.

Point for the % sec. cor. of secs. 29 and 32f

Set an iron post, 30 ins. long, 2% ins. diam,, 22 ins. in the ground,
with brass cap,mkd, ) .. : L

T78 R18W
829 .

X 8§32
1958

from which . . ) . R I
A juniper, 4 ins. diam., bears N. 37° E., 56 lks, dist,, mkd,
¥ S29 BT, . oL ‘

A pinon, 6 ins. diam,, bears S. 51° 20! W., 19 1lks. dist., mkd.
% S32 BT.

Point of spur, slopes NW.; desc. 50 ft. over W. slope.
Road, dirt, bears NW. and SE,

Wash, 10 lks. wide, 3 ft. deep, drains NW.; desc. 30 ft. over NE,
slope. ) ‘

The. .cor. of secs. 29, 30, 31 and 32,

Land, rolling hills, general W. drainage. .
Soil, gravelly.

Timber, scattered juniper and pinon. . .
Vegetation, moderate black sage and shadscale.

GENERAL DESCRIPTION

The land within T. 7 S., R, 18 W. is mainly rolling hills and
mountains with the exception of the southwest part of the township, :
Drainage is in a north and east direction towards the Great Salt Lake
Desert. The southwest part of the township drains towards the south-
west and eventually into Deep Creek, which runs through T, .8 S., R.
19 W. in a north and south direction. Elevation of the township
ranges from 4300 ft. to 7735 ft. which 1is the elevation of Dutch
Mountain. Dutch Mountain is.located in the middle of the east half
of the township. The soil is principally gravelly covered with black
sage and shadscale. A scattered growth of juniper and pinon is found
throughout a major portion of the township. ‘

& 8. SOVANNNEZAT PRINTING OPPICR . V~20800-2 -1
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Chains

7 South 18 West

There is one meintained dirt road which runs through ﬂ. townahip
in a northwesterly direction. This is the road from the hearly
abandoned towm of Gold Hill, Utah which is located om the'south | :
ary of sec. 36 to the junction with U.S. Nevada Highway Ne. 50, - -
27 miles northwest of Gold Hill, There are many other old roads
throughout the township that were used in the past for miming operat:

There are several patented mining claims in the township, but
are being worked. Today the main use of the land is for winter

grazing of sheep.
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CERTIFICATE OF CADASTRAL ENGINEER

Leslie H. Godwin , HEREBY CERTIFY upon honor that, *.

L

pursuance of special instructions bearing date of the . 16th __ . day of April 1958

the east and west boundaries and a portion of the subdivision of

I have surveyed

Township 7 South, Range 18 West

of the Salt Lake  Meridian, in the State of Utah ., which

represented in the foregoing field notes as having been executed by me and under my direction; and * :
said survey has been made in strict conformity with said instructions, the Manual of Instructions for | -

Survey of the Public Lands of the United States, and in the specific manner described in the foregc'.

field notes.
,’ s /‘/ ; 7 7 .
March 10, 1959 D e
Salt Lake City, Utah Leslie H. Godwin, Cadastral Surveyor

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

NOV 3 1960
Washington, D. C., ,19

executed by .. Leslie H. Godwin, Cadastral Surveyor

having been critically examined ahd found correct, are hereby approved.

i
. Qadastral EngineeringVStaﬁ G
CERTIFICATE OF TRANSCRIPT
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- » Ii w . = any of the original field notes.
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.. Tawnahip 7 South, Range 19 West

Chains

3.50
4.30
5.50

0.00

The east 479.07 chs. of the south boundary were surveyed by T. C.
Bailey in 1882 in connection with the survey of T. 8 S., R. 19 W,
The west 27,64 chs. of the south boundary was surveyed by A. J,
Stookey in 1899 in connection with the survey of T. 8 S., R. 20 W.
The west boundary (state line between Utah and Nevada) was surveyed
by J. E. James in 1870 and retraced by Leslie H. Godwin in 1958,
Godwin remonumented all extant monuments of the original survey.
The east boundary was concurrently surveyed by Leslie H. Godwin in
connection with a portion of I.7 8., R, 18 W. The north boundary
wag concurrently surveyed by Godwin in connection with the survey of
T. 6 S., R. 19 W. f

The following field notes are those of the dependent resurvey of
.the south boundary and the survey of a portion of the subdivision of
T. 7 8., R. 19 W., deemed sufficient in extent to facilitate the
development of the natural resources and mark the boundaries of those

.| #ections normally considered State school sections.

For tests and description of equipment and methods of survey used,
gee the field notes of the concurrent survey of a portion of T. 8 S.,
R. 17 W, ‘

The geographic position for the southeast corner of the township
is in latitude 40° 10' 01,947" N, and longitude 113° 55' 32.8" W. as
determined by traverse from U. S, Coast and Geodetic Survey triangu-
lation station '"Wild Mule" which is located in sec. 31, T. 6 S., R.
19 W,

The magnetic declination was read at a number of stations through-
out the township and the average of these readings was found to be
17° 15' E.

Dependent kesurvey of the North Boundqry, T. 8 S., R. 19 W,

Reestablishment of the survey executed by T. C, Bailey in 1882,

Establishment of new corners for control of surveys in T. 7 S., R. 19
W. at regular intervals.

Beginning at the township cor. of Tps. 7 and 8 S., Rs. 18 and 19 W.,

monumented with a 3 in. iron post, set, mkd. and witnessed as
described in the official record,

N. 89° 30' W., bet. secs. 1 and 36.
Over rolling hills, general SW,. drainage, through scattered timber.
Spur, slopes SW.; desc, 60 ft. over SW. slope.’

Draw, course S.; asc. 30 ft. over SE. slope,

Spur, slopes S.; desc, 85 ft, over SW. slope.

Point for the x sec, cor. of secs, 1 and 36, at proportionate dist,;

there is no remaining evidence of the original cor.

Set an iron poét, 30 ins. léng, 2% 1ins. diam:, 18 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd. §

T7S R19W
$36 !
¥ 5T
T8S '
1958 . - :




4—818D

.3

o0

Chains

50.70 -

57.20°

64.90 -

80.00

4,20

4.60

*-32-.860

33.10
35.60

40,00

s~ . 4+ . % Resurvey ©f the North Bowndervy of T. 8 5.- R. 19 W.

Cont descent, desc. 120 ft. over broken sw. slope

¢ ‘ o ~

Draw, course SW. e ,:» ;:?;: "L .ol e ;M;:‘j.:' 7

O Lo

¢ . : O 9
Road, dirt, bears-NE en6'sw.*on spurlwhidh slopes»su, nl

- il

-

Wash 10 1ks-- wide, 2 ft. deep, drains SW.- - -t } La'f a
*The original cor. of secs. I 2 35-end 36 monunented!wtth a lime-
stone, 12x10x8 ‘ing-. ;-mkd. 1~notch on E/ . -

from wh1ch

VIR - e i.

- A‘junlper, 8 ins. dlam., bears S 22' 30‘~E‘,AQ9»lk5a dist,,
- f"‘mkd TGS Sl BT. : ~jf e o c'» Tt el
A ‘juniper, 10 ins, diam,, bears N. 79° 30"w., 19~1ks dist.,
original marklngs nearly covered over.

~=A juniper, 6 'ins. diam.,‘bears'N 3“‘30' W., 49"1ka. dist.,
mkd. S35 BT T7S R19W. ,

Set an “iron ‘post, -30 ins. -long, 2% -ins. diam., 16 ins¢ in the ground
and'in a mound of stone, 3 ft base to top, with—brass cap mkd.

. - . o

.ot S T7S R19W ol L.

835]836

§2|s1
s - . T8 - Sal "
o e L o 1958 - S

Deposit original cor. stone N. of iron post.

Land, rolling hills, general SW. dralnage.
‘Soil, gravekly. - ~" - -
Tlmber, scattered juniper.

Undergrowth, black sage and shadscale.

S. 89° 40' W., bet. secs., 2 and 35. S et

Over rolling hills,_through scattered timbet.»

Wash, 10 lks, wide, 3 ft deep, drains SW.—- - MUL;
Road, dirt, bears NE. and SW. L L
Spur, “slopes SW.c -~ - - T

Road, dirt,'bears NE. and SW:- <L L. fn L
Draw, course SW, - T CroL o ;

Point for the % sec:. cor: ‘of-secs, 2-and 35, at proportionate- dist.
there is no remALning ev1dence of the original cor,

- . ¢ - PO . L3 -

'

Set an'iron post;-30 ins. long, 2% ins~: di&m., l6 ins. 1n the ground
and in a mound of stone, 3 ft base to top, with brass cap mkd .

- e - ¢ — - e~ - . - S

L E LWLl _T7sukiswl T P
835 ,
- S 2 !
T8S :
1958

Asc. 100 ft. over SE. slope. ! i

O 6. COVDANMENT SMHEFING OAFISE - - PO»-285303




l;.lQ;W;,.atApnoporbtpn;teugisviz.chexeuia,nq remaining evidence of
the original cor.THis point now functions as 'Y seéd. ¢ér. of sec.3 only
Set an iron post, 30 ins. lomg, 2% ins. diam., 18 ips.in the ground,
and in & mound of stone, 3 ft, base to top, with brass cap mkd.

T P . 3. oo ¢

2 sl y £ the Nowth Beundary of T. 8 S., R. 19 W,
Chaing ' )
54.70 | Spur, slopes SE.;+desc, 150 ft. over broken SW. slope to sec. cor.
70.90 | Draw, course S. . : . :
73,20 | Spur, slopes SSW.
75.80 | Draw, course SW. o
80.00 | The original cor. of secs. 2, 3, 34 and 35, monumented with a’ black
limestone, 14x12x10 ins., mkd. 4 notches op W. and 2 notches on E.,
set in a mound of stone, 3 ft. base. C
Set an iron post, 30 1ns.‘loﬁg, Zkfins;‘diam.,iIZ'ins.in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd.
T7S R19W
- 834]835
S 3|8 2
) T T8S
1958°
Deposit original cor. stone W. of iron‘poét.
"Laad, rolling hills, general SW. drainage. -
Soil, gravelly. ’ ' '
Timber, none; undergrowth, moderate black sage and shadscale.
N. 89° 06' W., along the N. bdy. of sec. 3, T. 8 S., R. 19 W.
Over rolling hiIls;%generar SW. drainage, through scattered undergrowth;
j'desc. 80 ft. over broken, general SW. slope to point for % sec. cor.
3.30 | Draw, course S.;asc. over SE-. -slope, - o
10.80 ! Spur, slopes SW.-
11.10 | Road, dirt, bears NNE. and SSW.
19.00 | Road, dirt, bears NE. and SW.
22.80 | Spur, slopes SW.
33.50 | Draw, course SW.
38.50 | Spur, slopes SW.
40,00 | Point for the % sec. cor. of sec,. 34, T. 7 S., R. 19 W., 200,00 chs.
in departure W. of the SE. cor. of the township.
Set an irom-post, 30 ins. long, 2% ims. diam., '4 ins. in the ground,
to bedrock, and in a mound of stone, 5 ft. base to top, with brass
- eap mkd, e : : - S
T75 R19W
k. 534 e
IR . - . . Tas . -
Sax it - 1gsg - Goa
40.25 | Point for the ortginal X sec: ‘cor: qf 4ecs. .} and, 'Tgs. .7 and 8 S., ,




41.6G

4£3.20

©1.00

67.20

75,00

80.00

58U, 50

75 RIN. SRS
X s3
T8S R1W -

1958

Continue over broken SW. slope.

Draw, course SSW.; asc. over SE. slope..
Spur, slopes SSE.; desc. over V.'élope.
Draw, course SSE.; asc. over SEf slope.
Spur, slopes SW,

Spur, slopes SW.; desc. over W. slope.

Wash, 10 lks. wide, 2 ft. deep, drains SW. for 20 lks., thence W. for

2 chs., thence SW,

Point for the cor. of secs. 33 and 34, T. 7 S,, R, 19 W.

Set an iron post, 30 ins. long, 2§ ins. diam., 14 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R19W
$33|534

185

1958

The original cor. of secs.3,4,33& 34,Ts.7& 8S.,R. 19 W., monumented wit
a limestone, 12x10x6 ins., firmly set in a mgund qf.stone, mkd. 3
notches on W., 3 notches on E. faces. This point now functions as the
cor. of secs. 3 and 4, only. ,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R19W

Depoait original cor. stone W, of iron pést.

Land, rolling hills, general SW. drainagé.
Soll, gravelly, . .
Timber, none; undergrowth, moderate black sage and shadscale,

e

N. 88° 31' w,, alung the N. bdy, of sec, 4, T. 8 S., R, 19w,

Over rolling hills, through scattered undergrowth; des¢, 120 ft,
over brouken, general SW. slope to point for k sec. cor,

Boad, dirt, bears NE. and SW.; spur, slopes SW.; desc. W. slope.

Polnt of spur, slopes N.; continue descent over NW. slope.

Main ravine, course SW.; asc, over SE, slope,

Spur. slopes SW.; desc. over W. slope.
Point for the k sec, cor. of sec. 33, T. 78., R, 19 ®.

Set an tron post, 30 ins. lomg, 2 ins. diam., 18 ins. in the grouad,
and in & mound of stone, ] ft. base to top, with brass cap mkd.

B & NN SN NS S~SREND-9 [ J



m.d the Notth Bemadary, Z..8 8., R. 19 .

Chains

39.85

49.90

52 .50

53.50

6.50

79.53

'9.70

4,30

6.40
8.54

|s.

"|Set ‘an iron ‘post, 30 ins. fong, 3% ins. diam., 22 ins. in the ground,

-| Deposit original cer.-stone W. of irom post.

.Ovét'ﬁearly—levélaland: general E. drainage, through scattered under-

N R UL L S TIS RIS .

k 533

e ,_l..“‘,,..h . - - 788 -
SLowinve LI ¢ - . e 1958

Point for the original -k sec. cor. of secs. 4 and 33, Tps. 7 and 8 S.,
R. 19 W., at proportionate dist.; there is no remaining evidence of
the original cor. This point now functions as the X sec. cor. of sec.
4 only, -

Set an iron post, 30 ims. long, 2k ins. diam., 18 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T78
XS4
T8S R19W
1958

Desc. 110 ft. over W. slope.

Deep Creek, 1 ch. wide, 15 ft. deep, drains NNE.; leave hills, enter
sagebrush flat.

Wash, 70 1lks.wide, 12 ft, deep, drains NE.

Road, bet. Ibapah, Utah and U. S. Nevada Highway No. 50, bears N. and

Dim road, bears NW. and 'SE.

Point for the cor. of secs. 32 and 33, T. 7 S., R. 19 W,

with brass cap mkd.

T7S R19W
S32|S33
T8S
1958

The original cor. of secs, 4, S, 32 and 33, Tps. 7 and 8 S., R. 19 W.,
monumented with a stome, 10x4x]2 ins., lying loose on top of mound of
earth, mks. barely legible. This point now functions as the cor. of
gecs. 4 and 5 only,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. e .
T7s
T8S R19W
1958 .

Land, nearly level, E. % general SW. drainage, W. k general E.drainAgJ.
Soil, sandy and gravelly.
Vegetation, scattered sage and shadscale.

N. 88° 15' W., along the N. bdy. of sec. 5.

growth.

Road, dirt, bears NE. and SW.

Road on top of spur, bears NE. and SW.

The original X sec.cor..of secs.5 & 32,T5.7 & 8. 5.,R.19 H.,aonuncntcdl
with reck 3x10x16 ins.firmly set,mkd.k on N,face,mound of stone oo l.!




46730

i N

e

Chains

1.31

17.60

40.48

0.83

31.00

39.61

-4

T o oLt A' L ,—Jo?f.athedﬂbtvth‘z' - i E'J“’s"v e ,la‘ 19 H'

RN

This point now functionsﬂas the % sec. cor. of sec. 5 only. B

Set an iron post, 30 ins. long, 2% ins., diam., 18 ins. in ithe grounﬂ,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

|
t
P
[

P R
povih O e

i - il

* R ~ - < - -

West, beginning new measurement.
Point for the % sec.'cor. of sec. 32, T, 7 S., R. 19 W,

Set an iron post, 30 -ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.
- T7s R1W ‘
e N .o t 832 - \ ¢ o
T8S J R
' 1958 ’ ,
Road, d1rt bears NE. and SW. , L
The or1g1na1 cor. of secs. 5, 6 31 and 32, Tps. 7 and 8 §., R. 19 W.
monumented with a black 11mestone, 10x12x3 ins., mkd. 1 notch on W..
face and 5 notches on E. face, ‘firmly set 6-ins. dn ground, in 'mound
of stone. This point now functlons as the cor, of secs, 5& 6, only.

Q. e = - DESIROTN - - 1

Set an iron post, 30 ins. long, 2% ins. d1am., 22 ins.. ‘the ground,
with brass cap mkd. < o : ~

L s Y

Dep031t or1g1na1 cor. stone S, of iron post

Land; E. % nearly level W, % gently rolllng hills, general E
~Soil, gravelly, - - ¢ I

Timber, none; undergrowth moderate black sage and shadscale.

West, along the N. bdy. of sec. 6 Coeenoo il Lo

Ve

Over rolling hills, through scattered undergrowth.
Point for the cor, of_sees. 31 and 32, T. 7 S., R. 19 W.

Set an iron post, 30 ins. long, 2% ins..diam,., l4 ins. in the ground,
and in a mound of stone, 3 ft, base to top, with brass cap mkd. :

S . < Ll ' C e e . T, S b

T8S o i
fose o

Asc. 80 ft._over general E. slope to point for k sec. cory !

J.— . !
|

Enter scattered juniper and timber, bears N. and §:"-

i

The original % sec. cor. of séts.6 and 31, Tps;-7 and ‘8" S., R:'19 w.;
monumented with a cedar stake, 3x3x8 ins., set 3 ins. in ground

Lul
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27
- L, Dependént. Resunvey iof tthe North BmARry ;- . Fei8, §a5 R. 19 W.
Chains | erom which .. . .. . - . . L e : el
ts 4. v Ajuniper,. 10 ins. diam., bears. &. 22°% 15% R 5. QZ;.lkS;. dist., '

‘e as A juniper, 10 inm. diam., beata No 44 W.. 98 lks o dist.,
. . O T S S T

‘1.22 -

40.26

-{ Vegdtation, scattéred.sage and shadscale. . .. ..

-{Set an-iron post, :30.ins. long, 2% ins. diam., 22 ins. in the ground,

-fAsc.-110 ft. over broken; rolling géneralgum. élSpé,to sec, cor.,

.| boundary of T, 8 S., R. .20 W., .surveyed by A, J. Stookey in 1899, apd
| continue to‘set cornérs’ at‘reguldr intérvals fér’éoﬁtré},ok sections
FE S Y S - i L. - PR N

cor o mkde k 8L L L, R Y SR RV T O I FT SN

ot omkde 8. BTe o il Lol ¢ Loz |

This point now functions as the % sec, cor. of sec. 6 onlf.
!

!

Set an iron pésf,.305iﬁsﬂ:16ng, 2% ins. diam., 20 ins., in the ground,

with brass cap mkd. .~

78 .
556 ,
"'T8S RIGW - - T

_ 1958 . o

Deposit original cedar post alongside iron post,{

S. 89° 25' W., beginning new measurement. N

Point forthe § sec. cor. of sec. 31, T. 7 8., R. 19 W. .

with brass cap mkd. e

9

L
T7S R19W

e e Croem e TR %& (I - - l
T8S : : ‘ :
1958

from which .

A juniper, 4 ins. diam., bears N. 22° E,, 111 lks. dist.,

mkd, ¥ S31 BT.

A juniper, 6 ins. diam., bears N. 61° 45' W., 111 lks. dist.,
.. mkd. %:831 BT. = .. .. . R N -

The original cor. of Tps. 7 and 8 S., Rs; 19 and 20 W., mopumented wif
a granite stone, 14x12x10 ins., set in:mound of stone, mkd. 6 notches
on each side. This cor.now functions as the cor.of Tps:8 5., Rs. 19
and 20 W., only. - Liil o o
Set an iron post, 30 ins, i;ng; 2% iﬁsl-&iém.;‘io ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap. mkd,

s 1[s 6 o
A -1 !

R20W R19W

B .1958 PR e '.
Land, rolling.hills; general:NE. drainage. .. . . - . - . ;
Soil, gravelly. j !
o

Note: From ﬁhiajﬁbiﬁt I‘ﬁegin thé aeﬁéndeht fésﬁrVe§“6f tﬁe nérth

In T. 7S5, R.‘19°W.” | i
N. 89° 34' W., along the'N. bdy. of sec. 1, T. 8 S., R. 20/ w. |

Over rolling hills, through scattered timber. ‘




Chains

0.9%

6.30

13.60

16.20

27.62

19.90

39.30

| Land, rolling hills.

. Resurvey of the North Boundary,  T. 8 §., R. 19 W.

S-S Te o ae - . - !

Sy -

| Point for the 1/16 sec, cor..of sec. 31, T..7 S., R. 19 W,, at a

point 480 chs. in departure W. of the SE.. cor. of the Tp. - -

Set: an iron post, 30 ins. long, 2% ins. diam., 20 jins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S RISW. . . -

1/16 $31 80.00
: T8S R20W <~ -
1958 ° -

Asc. 60 ft, over SE. slope.

Spur, slopes SW.; desc. 50 ft, over SW. slope.
Draw, course SE.; dsc. 30 ft. over E. slope.
Sharp spur, élope& SE.; desc. 90 ft. over SW. slope.

The original closing cor. of secs. 1 and 36 on the Utah-Nevada State
Boundary, monumented with a granite stone, 10x10x12 ins. above ground.
mkd. CC on E. face. This point now functions as- the closing cor. of
T. 7 S., R. 19 W, and T. 8 S., R. 20 W. .. . S

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,

with brass cap mkd.

T7S R19W

¢ 831

cs1l1

T8S R20W
1958

=

from which

Mile Post 80 on the Utah-Nevada State Boundary, monumented
with a 2% in, iron post, as described in the concurrent
retracement of the State Boundary bet. Mile Post .62 and
Mile Post 81, bears N. 0° 13' E., 16.32 chs. dist.

Soil, gravelly. .o
Timber, scattered Juniper.
Undergrowth black sage, Brigham tea and shadscale.

Survey of a Portion of the Subdivision, T. 7 s., R. 19 W.

From the cor. of secs. 1, 2, 35 and 36 on the S. bdy. of the Tp.
N. 0° 01' W., bet, secs. 35 and 36.
Over broken hills, through scattered timber.

Road, gravel, bears N. 10° E. and S. 10° W.; asc.70 ét,over SE.slope.

Point for the % sec. cor. of secs. 35 and 36,

Set an iron post, 30 ins. léng, 2% ins. diam., 18 -ins. in the ground,
and in a mound of storie, 3 ft. base to top, with brass cap mkd.

T78 R1W

X
$35]s36
1958

S & SINARGEIES FESaiNES VIR 200008



39.90

- 54,70+

61.40
65.00
73.90

. 79.30

6.10
36.40

40.00

45.00

65.10

76.70

80.00

‘| Continue” ascent,' ase. 150 ft. over broken SE." slope. -

~—

Small wash, 8 lks. wide, 1 £¢. deep, drains §. 3b° E.

Wash, 12¢ 1ks wide, 2 £t deep, dreins 8. 25° E. .

qu of ascent; desc. 50 ft.'ovpr‘ N. slope. '

ﬁ;ttom bf ﬁ. slop;; ;gc; 30 ft;.ové; Si. élope.

Low spur, slopes N. 75° E.; desc. 60 ft. over NE. slope,

Point for the cor. of secs. 25, 26, 35 and 36,at a point 80.00.chs. W

from the cor. of secs.25,30,31 and 36 on the E. bdy. of the Tp.

Set an iron post, 30 ins. long, 2% ‘ine. diam., 24 ins. in the ground,
and in a collar of stone to top, with brass cap mkd.

. - . TJS R19W

§261825
8$35(536

1958

Land, rolling hills.

Soil, gravelly,

Timber, thinly scattered juniper. .
Undergrowth, moderate black sage and shadscale. -

Top of small ridge, bears N. and §.

From the cor. of secs. 25, 30, 31 and 36 on the E. bdy. of the township
West, bet. secs. 25 and 36 on a sectional correction line,

Desc. 160 ft. over broken, general NW. slope, through scattered
undergrowth. - - < . .o A

Top of small spur, slopes N.
Wash, 15 lks. wide, 3 ft, deep, drains N. 5° W,
Point for the % sec, cor. of secs. 25 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T78 R1W
525 ‘
X S36
1958

Asc. 70 ft, over N. slope.
Slope changes; desc. 170 ft. over W. slope.

Road, dirt, bears N. 5° W, and S. 5° E.; asc. 70 ft. over E. slope
to sec. cor.

‘The cor. of secs. Z5, 26, -35 and 36,

Land, broken hills, general NW. slope,

Soil, gravelly and rocky.

Timber, scattered patches on juniper.
Undergrowth, scattered sagebrush and shadscale.

. . Py




Chains

4.10

9.60

38.52

47.90
. 61.30
64.50

78.52

| 16.00

| 40.00

33.60.

of a Portion of the Subdivisiom. .. .o ..

il

|
| Prom the cor. of secs. 33 and 34 on the S.. bdy. of the township.

N. 0° 02* W., bet.secs. 33 and 34. = y .

Over rolling hills, through scattered vegetatiom; asq,uio ft. over -
S. slope. ) .

Low ridge, bears E. and W.; road running alohg Edﬁ of ridge; desc.
170 ft. over N. slope. .. . . . L.

Bottom of descent; thence along small valley floor. L

Asc. 90 ft. over SW. slope,. L . -

Point for the % sec. cor. of éecs.,33 and_34.v

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R19W

X
s33|s34
1958

Continue ascent, asc. 170 ft. over broken SW. slope Ed»ppint for
sec. cor.

i
|
‘Wash, 10 1ks. wide, 1 ft. deep, drains S. 20° W.

Wash, 30 lks, wide, 5 ft. deep, drains S. 25° W.

Spur, slopes SW. o ) R S S

LI

Point for the cor. of secs. 27, 28, 33 and 34ﬁat & point 240.00 chs,W,

from the cor. of secs, 25, 30, 31 and 36 on h_g E. bdy. of the Tp.
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground,

with brass cap mkd.
T7S R19W
528|827
533|834
Deposit rock mkd. with a cross (X) at base of iron post.

Land, broken hills,
Soil, rocky.
Vegetation, sagebrush.

N. 0° 02' W,, bet. secs. 27 and 28.

Over rolling hills, through scattered vegetation.
Spur, slopes N, 5° E.; desc. 320 ft. over WNW. slope.
Point for the X sec. cor. of secs. 27 and 28.

Set an iron post, 30 ins. lodg, 2% ins, diam., 22 ins. in the ground,
and in a collar of stone, 3 ft. base to top, with brass cap akd.

T78 R1W

528|827 ‘ ;
1958 o

’ Asc., 75 ft. over SR, slope.

?

¢
v

& & EASRIT fINNNS GV - M0--SRIRD-9
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T.75S.,R.19W.

Chains
53.60

12450 ¢

80.00

33.00-
36.10
38.30

40.00

80.00

2.00

Bottom of slope; continue over level ground. .

Spur, slopes N. 10° E.; desc., 250 ft. .over steep N. slope.

Point for the cor. of secs. 21, 22, 27 and 28.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd,

T75 R19W

11822
528527

1958

¢

Deposit rock mkd. with a cross (X) at base of iron post.

Land, semi-mountainous, broken hills.
Soil, rocky.
Vegetation, moderate sagebrush and shadscale.

N..0° 02! W., bet. secs. 21 and 22,

Over level land, through scattered vegetation..
Wash, 15 lks. wide, 3 ft. deep, drains S, 10° W.
Wash, 8 lks. wide, 2 ft. deep, drains W.

Road, dirt, bears E. and W.

Point for the % sec. cor, of secs. 21 and 22,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins, in the ground,
with brass cap mkd.

T7S RIMW
R
s21|s22

1958
Continue over level land:

Point for the cor. of secs. 15, 16, 21 and 22,

Set an iron post, 30 ins.,long, 2% ins, diam., 22 ins. in the ground,
with brass cap mkd.

T7S R19W
S16]S15
821(s22
1958
Deposit rock mkd, with a cross (X) at base of iron post.
Land, nearly level.

Soil, sandy loam.
Vegetation, shadscale, sagebrush

N. 0° 02' W., bet. secs. 15 and 16,
Over level land, through.scattered yegetatioﬁ;,ihi:;»“ju;;

Deep créeek,: 60 lks, wide, 10 ft, deep, .drains N..for 1.00 ch., thence
N. 10°W.: . _.




150

Chains

40.00

80,00

31.80

40.00

40,90
54.10
63.10

80.00

Point for the % sec. cor. of secs, 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T7S R19W

-k
S16|s15
1958

Continue over level land.
Point for the cor. of secs., 9, 10, 15 and 16,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd,

T7S R19W
5§ 9!/S10
S16|S15
1958
Deposit rock mkd. with a cross (%) at base of iron post.
Land, nearly level.

Soil, sandy.
Vegetation, scattered shadscale -and sagebrush.

N. 0° 02' W., bet. secs. 9 and 10,

Over rolling hills, through scattered vegetation.
Asc. 75 ft, -over W. slope.

Point for the % sec. cor. of secs. 9 ;nd 10.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins., in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R19W

-k

S 9|s10

1958

Cor. falls on rocky W. slape of -spur.
Continue ascent.
Spur, slopes W.; thence asc. 80 ft. over broken W. slope.
Desc. 280 ft. over steep N. slope.

Bottom - of descent; thence across level land,

Point for the cor. of secs. 3, 4, 9 and 10, falls in Peep.Creek, 60 1k
wide, 10 ft. deep, drains N, 50° E., where cor. cannot be perpetuated

Point selected for the witness cor., of secs. 3, 4, 9 and 10 bears
N. 0° 02' W., 70 1lks. dist.

Land, broken hills., - : .- .l st

Soil, rocky.
Vegetation;--sagebrush and shadscale.-

Lalw oo . : B :
e T T L U

U. 5. GOVERNARNY PRINYING OFFICE 30288803
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Survey .of a Roxtign of the Sybdivision; T. 7.5., R. 19 W.
o I =

-

i

(D]

Chains

SinL

0.70

40.00

47 .80

82.56

|Over level land, through scattered vegetation.

;| Gont. over nearly level land,

| closing‘¢or. of T. 7 S.,.Rs. 18 and 19 W.’

N. 0° 02' W., bet. secs. 3 and 4. . 1

Lo Wl

'

Point selected for the witness cor. of secs. 3;;4, 9 and 10,

Set an iron post, 30 ins. long, 2% iss. diam., 24 ins. in the ground,
with brass .cap mkd, o

Point for the % sec;'cof}‘of secs. 3 and 4.
Set an irom post, 30 ins, long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

T T ettt g4 RIGY C

1958 . ‘

e~ ¢ o e [ - oLl

. e IO

Wash, 15 lks. wide, 3 ft. deep, drains "SW.

Intersect the S. bdy. of T. 6 S., R, 19 W. at a point 9.05 chs. E. of
the cor. of secs. 33 and 34, monumented with a 2% in. iron post, set,
mkd. and described in the field notes of the concurrent survey of a
portion of T. 6 8., R, 19 W.

Set an iron post, 30 ins. long, 2% ins. dlam., 24 lns. in the ground,
with brass cap mkd. ’

.- RN L oee— -

TT6S R19w‘ <o

(S = R (S -

Deposlt rock mkd with a cross (X) at base of-iron- post.

Land, nearly level,
Soil, sandy.
Vegetation, scattered sagebrush and shadscale.

‘| The point” for the cor, of secs, 2 and 3 on the. N.” bdy. of the Tp. is

at ‘proportionate dist. Bet, the closing cor, of secs. 3’ ‘and 4 and the

'

e e B R

I
Set an irom post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. B . - . . : :

. -
< I

Deposit rock mkd. with a cross (X) at.base of..iron post.

|
] Brom this. point the cor. of secs. 34 and, 35 hears W. 9; 05 ichs. dist.

and is monumented with an iron post, 2% ins. diam., sét, mkd. and
witnessed as described in the field notes of T. 6 S., R. 19 W., sur-
veyed concurrently under this same group. '




Chains

16.10
22,10

r
42,52

- 82.52

10.90

42 .48

Desc. 100 ft. over S. slope.

14

of ‘a -Portion of the Subdivis® - T.78. :. 19

1
N

S. 0° 02' E., bet. secs. 2 and 3, -

Over rolling hills, general NNW. slope; through scattered vegetati.
asc, 40 ft. . } . . ] -

- R - . - [N [, v

¢~ . an Z

Road, graded gravel, bears S. 80° W. ard N, 80° E, "~

Point for the % sec. cor. of secs., 2 and 3,

Set an iron post, 30 imns, long, 2% ins. diam., 22 ins. in the .. . -1
with brass cap mkd. ~ ‘

T7S R19W

X
s 3]s 2 )
‘ " 1958 - <~ S

Raise a mound of stone, 3 ft. base, 2 ft. high, N. of iron post.
Cont. over rolling hills,
Point for the cor. of secs. 2, 3, 10 and 11.

Set an iron post, 30 ins. lodg, 2% ins. diam., 24 ins.in the ground

with brass cap mkd. .
' T7S R19W ' IR ©

's3|s2 _
‘ SR 17 [ S
- -l .

Deposit rock mkd. with a cross (X) at bdse of iron post.

Land, tolling hills. T A
Soil, sandy and gravelly. T
Vegetation, moderate sagebrush and shadscale.

The point for the cor. of secs. 1 and 2 on the N. bdy. of the Tp. is

at proportionate dist, bet. the closing cor. of secs. 3 and 4 #nd !
closing cor. of T. 7 8., Rs, 18 and 19 W,

Set an iron post, 30 ins. long, 2% ins, diam., 22 ins, in the ground
with brass cap mkd, T : .
T6S
S ZIS 1 . .-
T7S R19W - ¢ -
1958 . - . ..

From this point the cor. of secs. 35 and 36ybears W. 9.05 chs, dist,
and 'is monumented by an ironm post, 2% tns. diam., 'set,, mkd. and wit

nesséd as described tn the ffeld notes of T. 6°S., R, 19 W., survey: !
concurrently undér this same group. T DR - :

S. 0° 01' E., bet, secs., 1 and 2.
Over nearly level land, through scattered vegetation,
Wash, 30 lks. wide, 6 ft. deep, drains N, 10° E.
Point for the X sec. .cor. of secs. 1 and.2.

Set an irom post, 30 ins. long, 2% ins. diam., 24.ins. in the ground,
with brass cap mkd, . . - .

i

& S CEDERININT SIIETIRS SPPIES a3
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e Sunegmf.a-;ravutom af: thn-»&ubdtvisi_.gnj 2. 75., R. 19 W.

157

Chains

46.40

50.50

80.56

82.48

32.50

'39.97

57.10

79.94

7.00

T78 BIOW.

%
82|81
1958

<

Road, dirt bears 8. 80° E. and N. 80°
Road, graded runs between Gold Hill Utah and U;S.(Nevéda Hiéhway

No. 50, bears N. 75° W. and S. 75° E., asc. 220 ft. over rolling
hills. :

Spur, slopes N. 40° W.; desec. 40 ft. over SW. slopa.
Point for the cor. of secs. 1, 2, 11 and 12.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T78 R19W

S 2(s1
S1l1|s12

- . 1938

Land, N. 2/3 nearly level, S. 1/3 rolling hills,
Soil, gravelly and sandy.
Vegetgtion, scattered sagebrush and shadscale,

¢

S. 89° 58' W., bet, secs. 2 and 11.

Over rolling hills, through scattered vegetation; desc. 210 ft, over
general NW. slope.

Wash, 10 lks. wide, 3 ft. deep, drains N. 80° W

Point for the % sec. cor. of secs, 2 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

T75 RLOW
. S 2
% S11
1958

Wash, 10 lks. wide,rl ft. deep, drains N, 75° W
Road, dirt, bears NE. and SW.

The cor. of secs. 2, 3, 10 and 11.

Land, rolling hills.

Soil, sandy and gravelly.
Vegetation, scattered sagebrush and shadscale

From the cor. of secs. 15, 16, 21 and 22.

West, bet. secs. 16 and 21,

Over broken hills, through scattered undergrowth
Deep.Creek, 50 1ks. widé, 8 ft. dses) draims K¢ 5° E..

Asc. 150 ft. over E. slope.




4=0700

15

Chains
9.00

15.30
18.90

32.20

40.00

71.80

80.00

16.00
22,70
36.60

40.00

50.00
73.90

80.00

Survev of a Portion of the Subdi.

Road, dirt, bears N. and S.
Top of E. slope; thence along N. slope.
Desc. 150 ft. over W. slope.

Road, graded, runs between Ibapah Utah and U.S. Nevada Htghwny No.
50, bears N, and S,

Point for the k sec, cor. of secs. 16 and 21,

Set an iron -post, 30 ins. long, 2%.ins. diam., 24 ins. in the-ground,
with brass cap mkd.

T7S R19W
3 S16 816

s21
1958

Asc. 200 ft. over general ENE. slope.
Top of ascent; desc. 90 ft. over W, slope.
Point for the cor. of secs. 16, 17, 20 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R19W
§17]S16
820]s21
1958
Land, broken hills, general NE. slope.

Soil, sandy and rocky.
Vegetation, scattered sagebrush and snadscale.

N. 0° 03' W., bet. secs. 16 and 17,

Over broken hills, through scattered Qegetation.
Asc. 210 ft. over S. slope.

Top of knoll, desc. 210 ft. over N. slope.

Wash, 20 -1ks. wide, 1 ft. deep, drains N, 70° E
Point for the % sec. cor. of sec. 16 and 17.

Set an iron post,30 ins. long, 2% ins. diam., 24 -ins. in the ground,
with brass cap mkd.

T7S R19W

%
S17|s16
1958

Asc. 90 ft. over SE. slope. - SR -
Top of ascent; desc. 125 ft. over N, slope. - - : !

Bottom of -slope; asc. 60 ft. over S. slope. o ;

Point for the cor. of secs..8, 9, 16 and 17.. ... i« ; g ;
| :

U8 SUVERNNMENY PRINTING OFFICE © - £O—88830~3



18.10

21.00
37.50

39.95

56.70
78.20

79.90

6.80
11.00
N
12.80

16.00

32.30

Set an iron .post, 30 ins. long, .2% ins. diam,, 10 igs, in the .ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R19H

S 8|8 9
S17|sleé

1958

' Land, rolling hllls, general NE. slope.

Soil, rocky and sandy.
Vegetation, scattered sagebrush and shadscale. .

!
1

Asc. 110 ft. over N.bsiope.

Eriom the.cqx. of secs, 9, 10, .15 and la. . P

\‘u PORpY ¢ - ¢ - o e~ [

S. 89° 58' W., bet secs. 9 and .16.

Over gentle W. slope, through scattered vegeﬁatioﬁ; desc. 50 ft.
Wash, 10 lks. wide, -2 fe deep, drains N. 10° W

Deep Creek Wash, 45 lks wide, 9 ft. deep, drains N. 30° E.; asc. 30
ft. over E. slope.

Road, graded, runs between Ibapah, Utah and U.S. Neiada Highway No.
50, bears N. and §. L

Point for the % sec: cef. of secs. 9 and 16.

Set an iron post, 30 inms.long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd, . :

T7S R1W
S 9

% S16
1958

Wash, 15 1ks, wide 1 ft. deep,Adrains N. Sd° E

Asc,110 ft. over E. slope. . . : -
Thence along S. slope of ridge.

The cor. of secs. 8, 9; 16 and 17.
Land, rolling hills. )

Soil, sandy and .gravelly.

Vegetation, scattered shadscale and sagebrush

‘From the cof. of secs. 31 and 32 on the(é. bdy.vef the_township.

N. 0° 04' W., bet. secs. 31 and 32.
Over rolling hills, through scattered vegetation,
Spur, slopes N. 80° E.; desc. 60 ft. over N. slope.
Bottom of N, slope; thence over level ground
Road, dirt, beats E. and W.

Wash, 13 lks. wide, 4 ft. deep, drains 5. 80° E.

Road, dirt, bears N. 75° K. and S. 75° W.




Chains

~35.25

42,00
64.70

75.25

3.20
18.10
22.50
28.70
31.20
34.00

36.46

46.80
53.50

76.46

‘Point -for the % sec., cor. of secs. 31 and 32,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd, '

T7S R19W ,

¥
$31|832
1958

Road, dirt, bears N. 15° W. and S. 15° E.; asc. 100 ft. over S. slope

Ridge, bears E. and W.; desc. 65 ft. over N, slope. X

Point for the cor. of secs. 29, 30, 31 and 32, at a point 400.00 chs.
W. from the cor. of secs. 25, 50, 31 and 36 on the E. bdy. of the Tp.
Set an iron post, 30 ins. long, -2% ins. diam,, 24 ins. .in the ground,
with brass cap mkd,

T78 R19W

.§30(829
§31|s32

- 1958

Land, rolling hills.

Soil, sandy and gravelly.

Timber, thinly scattered juniper.
Undergrowth, shadscale and sagebrush,

From the cor; of secs. 32 and 3§ on the’S. bdy. of the township.
N. 0° 03' W., bet. secs. 32 and 33.

Over rolling hills, through scattered vegetation.
Road, dirt, bears N. 75° W. and S, 75° E.

Wash, 40 lks. wide, 8 ft. deeﬁ, draiﬁs E.

Road, dift, beafs E. and W. : L ‘ ..
Asc. 50 ft. over S. slope.of éﬁall knoll.‘

Top of knoll; desc. SO.ff. over N: slopé.

Base of knoll; thence along level gréund.

Point for ghe % sec. cor. of;seés. 32 and 33.\

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,

| with brass cap mkd,

T758 R19W !
¥
. 832|833
1958
Continue along nearly level land.
Road, dirt, bears N, 40° E. and §. 405 W.

Top of small knoll,

i
i
)
i

Point for the cor. of secs. 28, 29, 32 and 33.

At a point 320.00 chs. W. from the ‘cdr. of secs. 25: 30, Bl and 36 onl .
the E. bdy. of the Tp. T ? -

|
|
|
|

© 0 A8 COVERNMENT PRINTING OFMICE 16285003
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Survey of a Portion of the Subdivision, T. 7 S., R. 19 W.

Chains

Set an iron post, 30 ins. long, 2% ins. diam., over a cross X) on
bedrock, and in a mound of stone, 3 ft. base to top, with brass cap
mkd. -

T7S R19W
529|528
$32|833
1958
Raise a mound of stone, 3 ft, base, 2 ft. high, W. of iron post,
Land, rolling hills,

Soil, rocky and gravelly.
Vegetation, scattered shadscale and sagebrush.

West, bet. sags. 29 and 32 on the saectional correction line.

Over rolling hills, through scattered vegetation; asc. 190 ft. over
E. slope.

29.00 |Ridge, bears N, 10° W. and S. 10° E.; thence along top of ridge.
32,70 | Road, dirt, bears N. 10° E. and §S.

33.10 | Desc. 100 ft. over W. slope of ridge.

40,00 | Point for the % sec. cor. of secs. 29 and 32,

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins. in the ground,
with brass cap mkd.

T78 R19W

529
% 532
1958

46.50 | Road, dirt, bears N. 15° E. and S. 15° W.
80.00 | The cor. of secs. 29, 30, 31 and 32.
Land, rolling hills,

Soil, sandy and gravelly.
Vegetation, scattered sagebrush and shadscale.

GENERAL DESCRIPTION

The land within T. 7 S., R. 19 W. is composed mainly of rolling
and broken hills. The direction of drainage varies throughout the
township, but the overall drainage pattern is towards the north and
the major portion of the drainage is towards Deep Creek which runs
in a northerly direction through the center of the township.

The soil is principally sandy and gravelly, covered with sage,
shadscale, Brigham tea and scattered patches of juniper. There is ond
improved dirt road which runs through the center of the township,
parallel to Deep Creek. This road runs between Ibapah, Utah and U, S,
Nevada Highway No. 50. There are a few other unimproved trail roads
in the township. No perennial water supply was noted in this township.
The main use of the land at the present time is for the winter grazing
of sheep.
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¢~680
eb., 1960)
UNITED STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

FIELD ASSISTANTS

NAMES CAPACITY

Jim Tyer Rear Chainman

Dean Conklin Instrumentman

Dean Burt Front Chainman

Barl Zarbock ool Flagman

Stan Wilfong Cornerman

.William Savage ..
Glen Hatch Rear. Chaioman..... . . .~~~

-.Max Ricketts . . .. Front Chaioman . . e

...Gaylin Gaxfierd . . o xack dedver

_____ Joseph Driff€id). o Flagmaoo
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CERTIFICATE OF CADASTRAL ENGINEER

I, . Leslie H. Godwin and Woodrow H. Sylvester __ ., HEREBY CERTIFY upon honor that, in"

pursuance of special instructions bearing date of the ... 16th day of April 1958

dependently resurveyed the south boundary and surveyed a portion of

we
X have surveyed

of the ___Salt Lake Meridian, in the State of Utah , which are

represented in the foregoing field notes as having been executed by me and under my direction; and that
said survey has been made in strict conformity with said instructions, the Manual of Instructions for the
Survey of the Public Lands of the United States, and in the specific manner described in the foregoing

field notes.

June 11, 1959 Xz% /,y/ 4%";’/5 - .'- I —

""" eglie H, Godwin,
Salt Lake City, Utah %ﬁfifﬂ/ﬁ/

Woodrow H. Sylvés r, Cadastral . - S

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT,

NOV s 1960

Washington, D. C., 19

]

the survey of a portion of the subdivision of Township 7 South, Range 19 West,

Salt Lake Meridian, Utah

executed by _Leslie H, Godwin and Woodrow H. Sylvester

having been critically examined and found correct, are hereby approved.

~ Cadastral Engineering Staff Officer.

CERTIFICATE OF TRANSCRIPT -

oy . ) P ~ - - P
FULLU L wugl o f o S LP N I P e L h el e b d it b e cmme———

, s .7 ~. py of the original field notes.
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UNITED STATES
DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
ORIGINAL

FIELD NOTES

Of the Salt Lake Meridian,

he State of ... o Ytah

EXECUTED BY

Leslie H. Godwin -.... Gadastral Surveyor

er special instructions dated April 16 . , 1938 ., which provided
he surveys included under Group No. ..._._: 422 . , approved _May 7, 1958
assignment instructions dated ... May 19 . .. ... , 19.58...

Survey commenced ... _May 28 1958

Survey completed ... July 10 s 1958 .
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. Township 8 South, Range 17 West

Chains

. thereafter at intervals of 10 links. The tape was tested by compari-

The south boundary was surveyed by J. Gorlinski in 1875 in
connection with the survey of T. 9 §., R. 17 W. The west boundary
was surveyed by Andrev Nelson in 1925 in connection with the survey
of T. 8 S., R. 18 W. The east boundary was surveyed by A. J. Stookey
in 1903 and independently resurveyed by Andrew Nelson in 1925 in ’
connection with the survey of the west boundary of T. 8 S., R. 16 W. '

The following field notes are those of the survey of the north
boundary, the dependent resurvey of the south boundary and the survey
of a portion of the subdivision, deemed sufficient in extent to
facilitate the deyelopment of the natural resources and to mark the
boundaries of those sections normally considered State school sectiong
of T. 8 S., R. 17 W.

The survey was executed with a W. & L. E, Gurley transit, serial
No. 570 621, equipped with full vertical circle and telescopic solar
attachment. It is constructed in agcordance with the standard
instrumental specifications of the Bureau of Land Management. The
instrument was maintained in precise adjustment throughout the
progress of the survey.

-Directions of the lines of this survey were determined generally
by direct altitude observations on the sun for azimuth taken through-
out the course of the survey. Corners on the east-west lines were
set on the true latitudinal curve. Lines connecting previousiy
established corners were run by random and true method, but for
simplification of the record the random lines are omitted from the
field notes. 1In accordance with the intent of the special instruc-
tions, all subdivisional corners established are calculated to be at
the position they would occupy if the entire township were subdivided

Measurements herein contained were made with a narrow steel tape,
8 chains in length, graduated every link for the first 100 links and

son with a 1 chain standard steel tape and found to be correct.
Measurements were made on the slope with the vertical angle of each
interval ascertained by a clinometer in good adjustment; horizontal
equivalents alone are entered in the field note record. Lengths of
all lines were determined by chaining.

The geographic position for the southeast corner of the township
is in latitude 40° 04' 47.8" N. and longitude 113° 42' 01.9" W., as
determined by traverse to U. S. Coast and Geodetic Survey triangula-
tion station '"Wild Mule", located in T. 6 S., R. 19 W., sec. 31.

The magnetic declination was read at a number of stations through-
out the township, and the average of the several readings was found
to be 16° 30' E.

Dependent Resurvey of the N, Bd&., T. 9S., R. 17 W.

Establishment of corners at regular intervals for T. 8 S., R. 17 W.
in the W. 3 miles.

Reestablishment of the survey executed by J. Gorlinski in 1875.

At the cor. of Tps. 8 and 9 S., R. 17 W., which is a granite stone,
16x14x12 ins., set, mkd. and witnessed as described in the official
record of the survey by A. J. Stookey in 1903. '

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground,
and in a mound of stone, 3§ ft. base to top, with brass cap mkd.




15.60

40.04

80.08

40.04

of the Ny |~ . -T. 9 S.. R. 17 W.

188 - N
RI7V R1
$36
s1|s31

T98
1958

from which

The closing cor. of Tps. 8 and 9 S., R. 16 W,, which is
monumented by a 3 in. iron pipe, set by Andrew Nelsom in
1925, bears S., 7.58 chs. dist. - e .

N, 89° 55' W., bet. secs. 1 and 36.
Over gentle SE. slope, through-scattered sagebrush.

Enter rolling hills; asc. 20 ft. over general SE, slope to point for
¥ sec. cor. .

Point for the X sec. cor. of secs. 1 and 36, at. proportionate dist.;
there is no remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.- in the ground
and in a collar of stone to top, with brass cap mkd.

T8S R17W

$36
k §1

T9S
1958
Deposit a rock mkd, with a cross (X) at base of iron post.

Cont. ascent, asc. 30 ft. over slightly rolling, general SE. slope,
to point for sec. cor.

Point for the cor. of secs. 1, 2, 35 and 36 at proportionate dist.;
there is no remaining evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground
and in a collar of stone to top, with brass cap mkd.

T8S R17w

835|836

8 2|81
T9S -

1958

Deposit a rock mkd. with a cross (X) at base of iron post.

Land, slightly rolling, general SE. drainage.

Soil, sandy.

Vegetation, scattered sagebrush and shadscale.
Timber, none. :

N. 89° 55' W., bet. secs. 2 and 35.
Over nearly level land, through scattered undergrowth.

Point for the X sec. cor. of secs. 2 and 35, at proportionste dist.;
there is no remaining evidence of the original cor.

Set an irom post, 0 ins. long, 24 ins. dism., 22 ins, in the ground,
and (n a collar of stone to top, with brass cap mkd.
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e Depemdent Resurvey of the N. Bdy., -I. 9.5., R, 17 W.

ra

&

"
Chains
T8S R17W
ol S35
M X S 2
: T9S
1958
Deposit a rock mkd. with a cress . (X) at base of irom post,
58.80 [Road, graded, bears SH.-and NE.; asc. 50 ft. over genmeral SE. slope
to point for sec. cor. .
80.08 |Point for the cor. of secs. 2, 3, 34 and 35, at proportionate dist.;
there is no remaining evidence of the original cor.
Set an iron post, 30 ins. long, 2% ins, diam,, 22 ins, in the ground,
and in a collar of stone to top, with brass cap mkd,.
T8S R17W
5341835
S 3|58 2
T9S
1958
Depogit a vock mkd. with a cross (X) at base of iron post.
Land, gently.rolling, general SE, drainage.
Soil, sandy.
.| Vegetation, sagebrysh and shadscsale,
Timber, none.
N. 89° 55' W., bet. secs. 3 and 34.
Over gradual SE. slope, :hroﬁgh scattered undergrowth.
11.30 | Wash, 2 chs,. wide, 5 ft. deep, drains SE,; asc. 60 ft. over SE. slope
to point for % sec. cor.
39.90 [Wash, 30 lks. wide, 2 ft, deep, drains NE.
#0.04 | Point for the X sec., cor. of secs. 3 and 34, at proportionate dist.;
there is no remaining evidence of the original cor.
Set an iron post, 30 ins. long, 2% ins. diam., 20 ims. in ‘the ground,
and in a collar of stone to top, with brass cap mkd,
T8S R17W
§34. .
( Es 3, o
T9S :
1958
Deposit a rock mkd. with a cross (X) at base of iron post.
2.00 Road, graded, bears N..and.S.
7.00 [Road, graded, béars NW. and SE. -
2,30 |Wash, 50 lks, wide, 2 ft. &éeﬁ, drains SE.; asc. 30 Et. ov%r gentle
- SE. slope to.sec. cor. A .o . U : i
. : - ¢ Ll ool . P i :
0.08 | The cor. of secs. 3, 4, 33 and 34, which is monumented with a stone,

10x12x4 ins., set, mkd, and witnessed as described in the official

record, ! !
!

At the corner point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in the ground,

and in a collar of stone to top, with brass cap mkd, . ,




Chains

10.90

13.70

23.90

40.00

40.06

68.90

80.00

80.12

| sec. cor. . -

- Der - ¢ Repurvev of the M., ¢ ®,9 LR, 1T W,

T88 R17W

833|834 ' |
8 4|5 3 ) :
T9S [
1958 :

‘Deposit the original cor. stone alongside iron .post.

Land, nearly level, general SE,. drainage. . . : . ;

Soil, gravelly.
Vegetation, sagebrush and shadscale.

Timber, none. : - - ¢ e

P i . < . P P

N. 89° 22! w., bet. secs. 4 and 33. St

Over broken SE. slope through scattered undergrowth.
Road, graded, bears N. and S.

Wash, 50 lks. wide, 2 ft. deep, drains SE.; asc. 200 ft. over genera
E. slope.

‘Wash, 1 ch. wide, 2 ft. deep,-drains NE.j; cent. ascent.’

Point for the % sec. cor: of sec, 33; T.-8 S., R. 17 .W.

Set an irom post, 30 ins.:long, 2% ins.rdiam.,glosins. ia the ground.
and in a mound of stone, 3% ft. base to top, -with brass. cap mkd.
T8S R17W
% S33
1958

1

Point for the original % sec. cor. of secs. 4 and 33, at proport’
dist.; there is no remaining: evidence of the original cor. This po”
now functions as the % sec. cor. of sec. 4 only.

Set-an iron-pos€¢; 30 ins. leng, 2% ins..diam., 10 ins. in the ground.
and in a mound of stone, 2% ft. base te-top, with:brass cap mkd.

x84 . .. <
T9S R17W
£1958 .
Cont, escent, asc. 400 ft. over generel'broken E. sloperto point for

Wash,'l ch, nide,'lO tt. éeeo, drains SE.

Point for the cor. of secs. 32 and 33, T. 8 S., R. 17 W.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T8S R17W

$32|533
"7 1958
Thence along the N, bdy. of sec..4..

Point for the original cor. of secs. 4, 5, 32 and 33 at propo: i
dist.; there is no remaining evidence of the coriginal cor. This
p01nt now functions as the cor. of secs. 4 and 5 only.

Set an iron post, 30 ins. long, 2% ins. diam.,~8 1ns. qhe ground
and in a mound of stone, 3% ft. base to top, with brass cap mkd.

I ,'»'rssn17w‘ o fed
95 T !
1958 i |

Land, rolling hills, general SE. drainage.

8011 rock; S - Leond D
gﬁtationz scattered sagebrush, g " o T
er, none. '
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[}
8p}

i

16.00

21.00
£ad

26.50

36.00
39.10

39.88

40.06

5I.50

79.00 -

79.88

30,12

"] #1ope ro point for X dets tor,

N. 89° 22' W., 4long the N. bdy. of sec. 5, T. 9 5., R. 17 W.
Over broken hills{wi§nutal SE. slope, through scattered uﬁdergrowth
and thinly scattered timber; asc. 250 ft.

Point of spur, slopes SE.; desc. 50 ft. over sw, slope,

Head of canyon, drains SE.; asc. 180 ft. over rolling broken SE.
- L s e S
Spur, slqges SE,

¢ . o s

Spur, slopes S,
Point of spur, ‘slopes 8. - : o ..
Point for the k¥ sec. cor. Jf sec. 32, T. 8 8., R. 17 'W; -

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground,
and in a mound of stome, 3 ft, base to top, with brass cap mkd,

. e . < .- . . TBSRINL.
k 532
1958

Point for the original k Bec. cor. of secs, 5 and 32, at proportionate

dist.; there is no remaining evidence of the original cor. This point

| mov functions as the k sec. cor. of secs, 5 only.

Set an iron post, 30 ins. long, 2% fne. dfam., 10 ins. in the ground,
and in a mound ofnstone{ 3 fe, base to top, with brass cap mkd.
T8S R17W

¢ S REER
T9s
1958

Cont, ascent, asc. 550 ft. over steep broken general SE. élope to
point for sec. cor.

Ravine, course SE,

Top of spur, dldpes SE.

Point for the cor. of sécs. 31 and 32, T. 8 S., R, 17 W.

Set ‘an’iror ‘post, 30 ins. ‘long, 2% ins.'ﬂiam., 12 ins; in the ground,

‘| and 'fn 4 Tound of stone, 4 'ft, base fo top, with brass cap mkd.

T8S R17W

S31|S32

1958

The original cor. of secs. 5, 6, 31 and 32, which is mgnuﬁented with
a mound of stone, 4 ft, base, 2 ft. high. This point now functions
as the cor. of secs. 5 and 6 only.

¢ ¢

{
i
At the cor. point, = !

] 8et ‘ant “irog post; 30 ids, long, 2% Ins, diam.; 6 ‘ind. in the groundL

‘and in a nound 8f stode, 4 ft. bade to'top, with brass cap mkd. ;




Chains

9,00

34.00

39.76

40.53

46.60

55.60

Dependent. Resurvey of the N. Bdv., T.:/9 84 R. 17 W,

.T88 R17W .. '

8 6lS 5... ) .
‘T9$ s iy s
1958 ’

from which

Cor. No. 1, Bully Boy Extension ‘lode, M.S. No. 6260, bears
S. 68° 36' W., 5.81 chs. dist. This agrees with record

Cor. is located near top of spur sloping SE., at base of roék“outu
approx. 10 ft. high.

Land, rolling hills, general SE. drainage. .
Soil, rocky. )
Timber, scattered pinon and juniper.
Undergrowth, sagebrush and shadscale.

T

u

S. 88° 58' W., along the N. bdy. of sec. 6, T. 9 S., R. 17 V.

Over broken hills, general SE. slope, through scattered timber; desc
100 ft. over SW. slope.

Draw, course SE.; asc. 675 ft. over general SE. slope:
Clifton Ridge, bears SSW. and NNE.; desc. 330 ft. over SW. slope to
p01nt for % sec. COT.

-

Point for the % sec. cdr. df sec. 31, 'T. 8 S., R. 17 W.

Set an irom post, 30 ins. long, 2% ins. diam., 16 ins., in the ;. = .
and in a mound of stone, 4 ft, base to top, with brass cap mkd.

T8S R17W

% S3l
T9S o ,
195§ T ¢

Cor. falls on steep SSW. slope of small canyon which drains SW.
Point for the original % sec, cor. of secs. 6 and 31, at proporti.
dist.; there is no remaining evidence of the ‘original cor. This

point now functions as the % sec. cor. of sec. 6 only,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,

‘and in a mound of 'stone, 4 ft. base to top, .with brass cap mkd.

T8S

¥S 6

T9S R17W
1958

from which 7

A pinon, 10 ins. diam., bears S, 1° E., 32 1ks. dist., mkd.
% S6 BT.

The cor. falls 6 lks. E, of 8 ins. pinon, near bottom of gmall
canyon which drains SW. and approx. 30 lks. NE. of rock ledge, 10 ft
high.

Cont. descent over SW. slope.

+
Draw, course S. for 2 chs., thence SW.; asc. 150 ft. over SE.slope.
Point of rocky spur, slopes S5.; desc. 320 ft, over steep general S,
slope.

B, £. SOVIRNNENT PRINVING OPFIRE 10—28580-3



G

167

98., R, 17 W.

Chains
39.33

40.00

70.00

80.00

8.90

18.00

27.00

34.00
38.60

oy

The cor. of Ts. 8.and 9 8., Rs. .17 .and 18 W., monumented with a 3 in.
iron post, set, mkd. and witnessed as described in the official recorg

-] of the. survey.of the E; bdy.. of T. .8 8., R. 18 W. by Andrew Nelson in
ol B 3 7 5 O S . ;o Lo L A :

Land, broken hills, general §. drainage.

Soil, rocky. v '

Timber, acattered juniper and pinon.

Undergrowth, scattered sagebrush, native grass and shadscale.

Survey of the N. Bdy., T. 8 S., R. 17 W.

From the cor. of Ts. 7 and 8 S., Rs. 16 and 17 W., which is monumented
with a 3 i{n. iron post, set, mkd. and witnessed as described in the
official record.

West, bet. secs. 1 and 36.

Over gentle E. slope, through scattered sagebrush.

Point for the X sec. cor. of secs. 1 and 36.

 Set an lton'poé;, 30 ins. long, 2% ins. diam., 22 ins. in the ground,

with brass cap mkd.

T7S R17wW

$36
X s1
T8s
1958

Deposit a rock mkd. with a'cross (X) at base of iron post,
Asc. 60 ft. along E. slope of rolling hills.
Point for the cor. of secs. 1, 2, 35 and 36.

Set an irom post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. . . .

T7S R17W

835/S36

S 2is1
T8S
1958 .

Deposit a rock mkd. with a cross (X) at base of iron post,

Land, gentle E. slope,

Soil, E.% sandy, W. ¥ rocky.
Vegetation, sagebrush.
Timber, none.

West, bet. secs. 2 and 35.
o N

Aﬂc. 240>f£. over bfoken N, élope to point for ¥ sec. cor.

Wash, 50 lks. wide, 3 ft. deep, drains NW. c

Rock outcrop, approx. 30 ft. high, slopes NRE; thence along broken
RE. slope.
EE L ) o TR
Wash, 30 lks. wide, 2 ft. deep, drains N. :
Spur, projects N. !
Wash, 30 lks. wide, 3 ft, deep, drains N.




'
t

Chains
40.00

45.10

48.60

64 .40

78 .00

80.00

12.00

16.70

40.00

48.00

i

- of the N. Bdv., T. 8 8. R. 17 W.

Point for the ¥ sec. cor. of secs. 2 and 35.. B - SRl

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground
to bedrock, and in a mound of stome, 2 ft. base to top, with brass

»cap mkd.

T7S R17W
S$35

x s2
T8S
1958

Continue along broken N. slope.

Spur, slopes NW.

Wash, 50 lks. wide, 5 ft. deep, drains NW.
Wash, 1 ch. wide, 2 ft. deep, drains NNE;
Wash, 1 ch. wide, 3 ft. deep, dkains NE..
Point for the cor. of secs. 2, 3, 34 and 35;

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd.

T7S R17W
S341835
S 38 2
T8S
1958
Land, broken, general N. slope.
Soll, sandy and rocky. .
Vegetation, sagebrush and Brigham tea.
Timber, none. .
West, bet. secs. 3 and 34.
Asc. 100 ft. along broken NNE. slope, to point for ¥ sec. cor.
Wagh, 30 lks. wide, 1 ft. deep, drains E.
Wash, 50 lks. wide, 5 ft. deep, drains E,

Point for the % sec. cor. of secs. 3 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T78 R17W

534
X S 3
T8S
1958

Deposit a rock mkd. with a cross (X) at base of iron post.

Continue along broken general NE. slope; asc. 80 ft. to point for
sec. cor. . S .

Spur, slopes S. . )

55.50 |Wash, 30 lks. wide, 1 ft. deep, drains SE.

O 5 GIVLASEENY PuASTING PTG MO—SRMND-3




sx v L. Survey of: the NoBly., Tw'8 8., R, 17 W.

Cllmins
80.00

20.00

40.00

41.40
51.30
54.20
75.70

8000

Point for the cor. of secs. 3, 4,33 and 34. : . .

Set an irom post, 30 ins. long,. 2k ins. diam.,. 22 ins.. in the ground,

with brass cap mkd

T7S R17W
R FE s+ :.833(834 . . ¢ e
S 4|8 3
¢ TI8S . .-
1958 3

Land, broken general NE. slope. - : <
Soil, sand, clay and rocks.

’ VGgetatiou, sagebrush and native grass. : <

Timber, none.

West, bet. secs. 4 and 33.

¢

Asc. 160 ft. over general ENE.slope to point for % sec. cér.

Wash, 10 lks. wide, 18 ins. deep, drains NE.

Point for the % sec. cor. of secs. 4 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in: the grouﬁd,

with brass cap mkd.

T7S R17W
533
X S 4
" T8S
1958

Build a mound, 3 ft. base, 2 ft. high, N, of cor.
Continue over general ENE. slope; asc. 160 ft.
Rock outcrop, slopes NE.

Top of rocky knoll.

Top of rocky knoll; desc. 120 ft. over W. slope.

Wash, 50 lks. wide, 2 ft. deep, drains NE.; asc. 50 ft, over E.

Point for the cor. of secs. %4, 5, 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,

with brass cap mkd,

T7S R17W
§32]833
8 5[5 4
- ‘188"
1958

t

Build a mound of stome, 4 ft, base,'I £t. high, W._of cor,

Frou, tluo eor., U.S.L.M. #12 bears N. 47° 46 B.; 44.30 chs.

hnd«, broken . .
8oil, sandy and rocky.

Yegetation, sagebrugh, =~ = =
Timber, none. ) I ) o

dist,

slope/

(LA AR RN I (DA A s e R SNLENE o0 £ e




.. Survey of the N. Bdy., T. 8 §., R. 17 W.

Chains
West, bet secs. 5 and 32. . . . e B

Asc., 30 ft. over E. slope. . .
1.20 | Tip of rock outcrop on small knoll; thence along broken N. slope.
13.70 |Wash, 10 lks. wide, 1 ft. deep, drains NNE.

14.70 |Wash, 5 lks. wide, 1 ft. deep, drains NE, into wash above, approx.
2 chs. dist.

27.50 |Wash, 20 lks, wide, 1 ft, @eep, drains NNE.

33.00 |Wash, 15 lks. wide, 3 ft. degp; drains N, for gpprox: 2 chs., thence
NE. ) T

40,00 | Point for the % sec¢..cor. of secs. 5 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in the ground,
and in a mound of stomne, 5 ft. base to top, with brass cap mkd.

T7S RLIW
5 832
t5s
T8S
1958

Cor. is located on tip of rocky spur, slopes NW.
Continue along broken N. slope.

46.00 |Wash, 10 lks. wide, 1 ft. deep, drains NNW.
54.30 | Road, dirt, bears NE, and SW.

61.30 | Road, dirt, bears NNW. and SSE.

66.20 |Wash, 90 lks. wide, 2 ft. deep, drains NE.

70.60 |Asc. 170 ft. over ESE. slope.

79.50 Spur, slopes SE.

80.00 |Point for the cor. of secs. 5, 6, 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stone, 3 ft. base to top, with brass cap mkd ,

T7S RL7W :
831832 T
S 6{s 5 o
T8S
1958

Cor. is located 40 lks. W. of crest of spur, slopes SE.

Land, broken.
Soil, sandy and rocky.
Vegetation, sagebrush.
Timber, none.

West, bet. secs. 6 and 31.

Desc. 25 ft. over SW. slope.

4.70 |Wash in bottom of small canyon, 4 lks. wide, 6 ins. deep; ‘drains SE.;
asc. 210 ft. over rolling broken NE. slope.

@, 8. SOVIRNMENT PRINTING OFPICE  16~-—38500-2



S =B Survey of the: N..Bdy., % 8 &., R: 17 W.

[ Chains
588,00 | Crest of small spury slopes NE. ..
16.80 |Spur, slopes SE.; desc. over rolling SM. slope for 50 ft.
23450 ' jBoad;, dirt;.bears MNW. and SSE. . , .
28.50 |0ld road to mine, bears sw and NE. to above road; 88c.. 80 ft. over
ESE. slope. . . . S e . .
SO AR AL g o L w DOl ey rman Ll 3 SCAS¥ALL 1 Ll g
oo BB LI G o oL .-
40.00 | Point for the % sec. cor. of secs. 6 and 31.
Set an iron post, 30 ims. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stome, 3 ft. base to top, with brass cap mkd.
T7S R1AW . ..
831
. e ]‘ 86
T8S
; . . 1958
Build a mound bf stone, 2 ft. base, 2 ft. high, N. of cor.
Cor..is located on svpujr,”slopes NNW.
Asc. 50 ft. over broken general NE. slope to point for sec. cor.
42,10 (Wash, 5 lks. wide, % .ft. deep, drains NE..
45.10 |[Mine shaft, bears SE., 2 chs. dist. - ‘ ..
49.00 | Rocky spur, slopes NW.
56.20 | 0ld road, bears NW. and SE. to old mine and ruined buildings.
58.70 Crest of low spur, slopes NNW.
77 .82 Point .for the closing cor. of secs. 6 and. 31, Ts, 7 and. 8 S., R. 17

W.

Set an iron post, 30 ins. 1ong, 255 ins. diam., 6 ins. in the ground
to bedrock, and in a mound of stome, 3 ft. base to top, with brass
cap mkd.

T7S R17W

e 0 o o {saé.c.

¢ Ll . |1 86.C.
T8S
1958

from which

The cor. of secs. 1 and 36, Ts. 7 and 8 S., R, 18 W., bears
N., 8.07 chs. dist. This cor. is mommented with a 3 in. iron
post, set, wkd. and witnessed as described in the official
record. Inasmuch as' this cor. was, originally mkd. to refer to
Ts. 7 and 8 S., Rs. 17 and 18 ¥.,. I chmge the markings to
refer to R. LSH. only. - . .. . -

< B . R T I - - - T

Land, broken.i. . . . C e -
Soil, sandy and rocky.

Vegetation, sagebrush...

Timber, none.

e




Chains

40.00

62.00

80.00

27.50

40.04

80.08

Survey of a Portion of the Subdivisien, T. 8 S., R. 17 W.

From the cor. of secs. 1, 2, 35 and 36 on the S. bdy. of the:towns : .
|
N. 0° 01' W., bet. secs. 35 and 36.

|
| Over nearly level land, through greasewood and rolling sand dunes,
| general E. drainage.

[ . . .

Point for the X sec. cor. of secs. 35 and 36. .

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground.
and in a mound of stone, 2 ft. base to top, with brass cap mkd,

T8S RL7H

X
535|536
1958

Wash, 1 ch. wide, 3 ft. deep, drains E.
Point for the cor. of secs. 25, 26, 35 and 36.

Set an iron post, 30 ins. long, 2% ins. diam,, 18 ins. in the ground
and in a mound of stone, 2 ft. base to top, with brass cap mkd.

T8S R17W

$26(825
§35|526

1958

Land, nearly level, general E. drainage.
Soil, sandy.
Vegetation, medium scattered greasewood.
Timber, none.

From the cor. of secs. 25 and 36, on the E. bdy. of the township,
monumented with a 2 in. iron post, set, mkd. and witnessed as descrni:
in the official record.

N. 89° 56' W., bet. secs. 25 and 36. -
Over nearly level land, through scattered greasewood.,
Road, dirt, Seaxs NH. and ék.

Point for the X sec. cor. of secs. 25 and 36.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in the ground,
and in a mound of stome, 3 ft. base to top, with brass cap mkd.

T8S R17W

X 825
$36
1958

The cor. of secs. 25, 26, 35 and 36.

Land, nearly level, general E. slope,
Soil, gravelly and rocky. .
Vegetation, medium scattered greasevood.
Timber, none.

From the cor. of secs. 3, 4, 33 and 34 on the §. bdy. of the township

N. 0° 02' W., bet. secs. 33 and 34.

Over nearly level land, through scattered greasewood .

& & MVEaENS saptme SV AO—GREID-9




_.40.00

70.00

80.00

W NS Sexyeyt of s Bortikor ofii the Subslivisiox,. T.-8.S., R. 17 W.
Chains
#2100 'lud,'sraded bears NW. and SE. S i
RSN fasres Lo PR
37.40 Hanh 80 lks. wide,. 3 ft. deep,,drains SR -

| Point for the % sec. cor. of secs. 33 and 34

Set an iron post, 30 ins. long, 2% 4ns. diam,, 22 ins. in the ground,

with brass. cap mkd
. E o Lo .

T8S R17W

SR JERNT

833|534

AL e .-1958

Deposit broken glass at base of iron post

WS

Raise a mound of stonq& 2 ft. base, 1% ft. high, W. of cot.
Wash, 50 lks, wide, 3 ft deep, drains E. |
Point for the cor. of secs. 27, 28, 33 and 34.

Set an iron post, 30 ims. long, 2% ins.. diam., 12 ins. injthe ground
and in a mound of stone, 4 fr, base to top, with brass cap mkd.
A : i !

¢

T88 R17W

. 828827
833|834

oo . 1958

Land, nearly level.

Soil, sandy and rocky. -

Vegetation, medium scattered greasewood.
Timber, none.

40,00

51.50
71.60

80.00

N. 0° 02' W.,:bet. secs. 27 and 28,
Over nearly level land, through scattered greasewood,
Point for the % sec. cor. of secSJ,27rand 28.

Set an iron post, 30 ins. long, 2% ins. diam.,>2é ihs. iﬁ the ground,
with brass cap mkd.

T8S RI7W
528T§27
1958

Raise a mound of.sténé; 3 ft. base, 2 ft. high w of cor,

Wash, 60 lks; wide; 3‘f£ deep, dralns E.

Wash, 50 lks. wide, 3 ft. deep, drains E.
Point for the cor. of .secs. 21, 22, 27 and 28.

Set an iron post, 30 ims..long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. .

L R R T8S le

5211822

1 828827: o
1958

EEIREEEY

Raise a mound of stome, 3 ft. base, 2 ft. high, W. of cor.

Cay




174

Chainsg

40.00

41.80
56.00

80.00

40.00

46.10

47.60

. Surv:.- of a Portion of the SBubdivision T. 8 8. R, 17 W,

Land, nearly level. . o . 3
Soil, gravelly and rocky.

Vegetation, medium scattered greasewood.

Timber, none.

N. 0° 02' W., bet. secs.2l and 22,

Over gently rolling hills, general E. drainage.

Point for the % sec. cor. of secs. 21 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.

T8S R17W

k .
s21|s22
1958

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.
Wash, 50 lks. wide, 4 ft. deep, drains E.

Wash, 40 lks. wide, 3 ft. deep, drains E.

Point for the cor. of secs. 15, 16, 21 and 22.

Set an iron post, 3u ins. long, 2% ins. dlam., 22 ins. in the ground,
with brass cap mkd.

T8S R17W

S16(S15

§21|S822

1958

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.
Land, gently rolling hills.
Soil, gravelly and rocky.
Vegetation, medium scattered greasewood.
Timber, none.

N. 0° 02' W., bet. secs, 15 and 16.

Over nearly level land, general E. drainage, through scattered
greasewood.

Wash, 50 lks. wide, 3 ft. deep, drains E.
Point for the % sec. cor. of secs. 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd. :

-T8S R17W

X
S16|s15
1958

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.

Road, graded, bears.NW, and SE.

Wash, 2 chs. wide, 3 ft. deep, drains E.

3
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.5 Suvevey.9f a Porefow of-the Subdiyisiop, T. 8,845 R. 17 E.

b-as
=i

(W]

Chains
80.00

2 -50 s

22.00
22.06
33.80

40.00

53.70 -
69.00
73.90

80.00

- | Timber, none..

Point for the cor. of secs. 9, 10, 15 and 16 falls in wash, 70 lks.
wide, 6 ft. deep,.drxaining. SE, whg:e;;hepgnnnment;ggnnot,be
perpetunted. ‘

[

Potnt selected for the witness cor. of secs. 9, 10, 15 and 16 bears

W.0°02' w., 2.50 chs. dist., hereinafter ‘deseribed.

N o L .l ¢

Land, gently rolling hills.
Sail, gravelly: awd: roeky. . .. e
Vegetation, medium scattered. ;

e e AN ¢ . U ¢

y ’. Fme o ‘.1_'

N. 0° 02' W., bet. secs. 9 and 10.

Over rolling hills, general SE. drainage, through scattered grease-
wood. . - :

Point fot the witness cor. of secs, 9, 10, 15 and 16, -

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in the ground,
and in a mound of stome, 3 ft. base to top, with brass cap mkd.

T8S R17E

S 91810
5164515
we - .
1958

4

‘Asc. 60 ft. over SE. slepe.
Top of spur, slobee Sﬁ.} cent.vescentiv

Low saddle, bears E. and W.

Point for the % sec., cor. of secs. 9 and 10.

Set an iron post, 30 ins. long, 2% ins. diam,, 22 ins. in the ground,
with brass cap mkd,

‘185 R17E
x
s 9|s10
1958
Raise a mound of stope, 3 f;. base, 2 ft. high, W. of cor.

Asc. 60 ft. over SE. slope,

Poipnt of spur, slopes SW.; desc. 150 ft. over W, slope. ’
Wash, 30 lks,. wide, 3 ft. deep, drains.E.; ese. 56-ft.;over SE. slope
Point of spur, siopesyﬁ.; desc., 75 ft. over NE. slope. :
Point for the cor., of secs. 3, 4, 9 and 10, |

| Set an iron post, 30 ipns. long, 2% ins. diam., 22 ins. in;the ground,
[ with brass cap mkd.

Sl
58

Raise a mound ofisebne, 3 ft. base, 2 ft. high, W. of cor.

Land, rolling hiiig;'genernl E. drainage.




-

Chains

3.70

21.50

32.80

40.00

72.43

22.50

32.42

72.42

16

Survey- of-a Portion of the Subdivision, T..8°S.. R. 17 E.

.| Soil,- rocky. ‘ Cot S o

Vegetation, medium scattered greasewood.( Sl c i
Timber, none. ool ‘

N. 0° 06' E., bet. secs. 3 and 4,

Over rolling hills, general E. slope, through scatteted greasewood

Wash, 2 chs, wide, 8 ft, deep, dralns E.; asc. 120 ft. over SE. sl

Point of spur, slopes E.; desc., 40 ft., over rolling generally E.
slope, to point for % sec. cor. _

. ¢

Crest of spur, slopes E.
Point for the % sec, cor, of secs, 3 and 4

Set an iron post, 30 ins. long,- 2% ins, diam.,-15 ins. in the.:. .1
and in a mound of stone, 4 ft. base to top, with brass cap mkd
- S <T88 R17W

3
S 4]s 3
1958

Desc, 50 ft., over NE. slope.

The cor. of secs. 3, 4, 33 and 34 on the N. bdy. of the Tp.

Land, rolling hlllS, general E. drainage.
Soil, rocky. .- - »
Vegetation, medium scattered greasewood
Timber, none. . -

From the cor. of secs. 1, 2, 35 and 36 on the N. bdy. pf the Tp.

S§. 0° 01" E., bet. secs. 1 and 2, ' ‘ -

Over rolling hilis, geﬁeral E. drainage, through scattered black sage
Asc. 130 ft. over general E. slope.

Point of rocky spur, slopes E.; cont. over nearly level land.

Point for the % sec. cor. of secs, 1 and 2. .- .t

Set an iron post,- 30 ims. long, 2% ins. diam,, 22 ins. in the. ground,
with brass cap mkd .

¢

T8S R17W

Raise a mound of stone, 3 £t. base, 2 ft. high, w. of cor,

Point for the cor. of secs. 1, 2, 11 and 12

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. inéthe ground,
with brass cap mkd. ' ‘

T8S R17W

8 2{58-1 R ,
s11]s12

1958 .. . - . .

B S COUNRNBNT F NTING GV M~-2000-3
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JJurvey.of a Povtien of, yhe Subdivision, T, 8 §., R. 17 E.

Chains

39.96

79.92

38.43

0.00

3.15
0.05

2.43

.| Yimbezr, wmone,

Deposit a rock mkd. with a cross (X) at base of iron poat.

Land, rolling hills, general E. drainage.
Soll, sandy and gravelly.
Vegetation, moderate black sage,

¢ i

N. 89° 57' W,, bet, secs. 2 and 1. ) «
Over general E. slope, through scattered black sage,
Point for the k sec. cor. of secs. 2 and 11,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins, in the ground,
with brass cap mkd, '

" T8S R17W

s2
* s11
1958

Deposit a rock mkd. with a cross (X) at base of fron post.
Point for the cor. of secs. 2, 3, 10 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. in the ground
and in a mound of stone, 3 ft, base to top, with brass cap mkd.

T8S R17W

S 3]s 2
S10{sl11

1958

Land, rolling hills, general E. slope.
Soil, sandy.

Vegetation, scattered black sage.
Timber, none.

N. 0° 02' W., bet. secs, 2 and 3.
Along general E. slope.
Point selected for the witness k sec. cor. of secs. 2 and 3,
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins. in the ground,
with brass cap mkd.
' T8S R17W
3
s 3fs 2
WG
1958
Raise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.

True point for the k sec. cor., of secs. 2 and 3 falls in dash,'lo lks |
wide, 4 ft. deep, draining NE.; where monument cannot be Qerpe;gated.

Wash, 1 ch. wide, 10 ft, deep, drains NE.
Wash, 1 ch. wide, 3 ft. deep, drains NE.

The cor. of secs. 2, 3,_34 and 35 on the N, bdy. of the Tp.

Land, gemtly. rolling hills, general E. slope.

i COVERNUANY PRINTING SYFICE . . 18030890~
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of a Portiom of the ' i - . T.8 8. R. 17 W.

Soil, sandy and gravelly.
| Vegetation, black sage.

gProm the cor. of secs. 15; 16, 21 and 22, hereinhefore described.
N. 89° 55' W., bet. secs., 16 and 21,

Over general E. slope, through scattered greasewood.

Asc. 210 fr, to point for k¥ sec. cor.

13.90 Road, graded, bears N. and 8.

25.20 'Wash, 30 lks. wide, 6 ft. deep, drains E.
40.00 Point for the ¥ sec. cor. of secs. 16 and 21.

Set an iron post, 30 ins. long, 2% ins., diam., 22 ins. in the‘ground
with brass cap mkd.

T8S R17W
oy
1958
Raise a mound of stone, 3 ft. base, 2 ft. high, N. of cor,
Cont., ascent, asc. 380 ft. ﬁver general E, slope to point for sec. -

3uU.Uu | Point for the cor. of secs, 16, 17, 20 and 21,

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins. in the ground,
and in a mound of stone, 4 ft. base to top, with brass cap mkd.

T8S R17wW
S17{816
§20]|s21
1958
Cor. falls 1 ch., NW. of low saddle in spur which slopes SE,
Land, rolling hills, general E. slope.
Sull, rocky.

Vegetation, medium scattered greasewood and Brigham tea.
Timber, none. : o

N. 0° 03* W., bet. secs. 16 and 17.

Over rolling hills, through scattered greasewood.

Desc. 320 ft. over broken NE. slope to point for k sec. cor.
D Head ot canyon, course E.

l6.70 Canyon, course NE.

21.20 Point of spur, slopes SRK.

-9.380 Spur, slopes E.

X S Saalil draw, course WW.

SSI ¥ Polnt for the | sec. cor. of secs. 16 amd 17.

Set an iron post, )0 ins. lomg, 2§ ins. dtam., 22 fns. ia the ground,
vith brass cap mkd.
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a A

41.10

44.80

61.40
70.60
74.60

80.00

19.20

39.95

'9.00

i9.90

|-'Point of ;spur, slopes SE., . :

il oD LA v s g .. . L T8S RIMW .- . -

%
s . 517]516 Lo
1958
S . B
Raise a mound of stone, 4 ft base, 3 ft. high W. of cor.
Rocky point, slopes NW., desc. 100 ft. over general N. sldpe.

Wash, 1 ch. wide, 4 ft. deep, drains NE., asc. 120 ft. over broken
SE. slope. e

Spur, slopes E.
Wash, 40 lks. wide, 3 ft. deep, drains E.
Point for the cor. of secs. 8 9, 16 and 17.

Set an iron post, 30 ins. long, 2% lns. dlam., lO ins. in the ground

2| and. in a moqnd of stune, 3 £t base to tqp, with brass:cap mkd,

E R .- < - - B .o

‘T8s R17w

S 8|S 9

S17|s16
1958

Land, rolling hills, general E. slope.
Soil, rocky.

Vegetation, medium scattered greasewood
Timber, none.

From the true point for the cox..of:secs. 9, 10,:15 and 16.

N. 89° 57' W., bet, secs. 9 and 16.. .
Asc. 200 ft. over general E. slope, through scattered greasewood to
point for % sec. cor.

Road, graded;‘beets'ﬁ.(andtsl

Point. for the k sec. cor. of secs. 9:.and 16.

with brass cap mkd.’

T8S R17W
S 9
AT si6 ..
1958

¢ -
RN
i

Deposit a rock mkd with a cross (X) at: base Qf iron postl

Cont. ascent over rolling hills, general E. slope; asc. le ft. to
point for sec, cor. j :

{
]

.Wash 30 lks. wide, 2 ft. deep, drains SE. f

The cor. of secs. 8, 9 16 and 17. ‘ a h
R - - ]

Land w. % rolling hills, E % moderate z. slope.

Soil, W. X rocky, E. % sand.

Vegetation, rabbit brush and. greasewood..

Timber, none,

N T .ol : .

i
S
L
H
.

PRI

- -

Set an irom post, 30 ims. long, 2% ins. diam., 22 ins. in the ground,




1.00

[N
-~
o

%

23.00
35.60

39.25

45.00
58.10
59.10
64.90
70.00

79.23

L350

20

Survev of a Portion of the Subdivision, T. 8 8.. R. 17 W.

From the cor. of secs. 32 and 33, on the S. bdy. of the Tp.
N. 0° 03' W., bet. secs. 32 and 33.

Over rolling semi-mountainous land, through scattered vegetation.

Asc. 100 ft. over broken SE. slope.
Point of small spur, slopes E
Wash, 10 lks. wide, 4 ft, deep, drains SE.

Spur, slopes E.; desc. 200 ft. over broken gemeral NE. slope to po'::
for ¥ sec. cor.

Spur, slopes NE.
|Wash, 1 ch, wide, 3 ft. deep, drains E.
Point for the ¥ sec. cor. of secs. 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins. im the ground
and i<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>